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Abstract 
 
Multi active bridge (MAB) DC-DC converters have attracted significant research 
attention in power conversion applications within DC microgrids, medium voltage 
DC and high voltage DC transmission systems. This is encouraged by MAB’s 
several functionalities such as DC voltage stepping/matching, bidirectional power 
flow regulation and DC fault isolation. In that sense this family of DC-DC 
converters are similar to AC transformers in AC grids and are hence called DC 
transformers. However, DC transformers are generally less efficient compared to 
AC transformers due to the introduction of power electronics. Moreover, the 
control scheme design is challenging in DC transformers due to its nonlinear 
characteristics and multi degrees of freedom introduced by the phase shift control 
technique of the converter bridges. The main purpose of this research is to devise 
control techniques that enhance the conversion efficiency of DC transformers via 
the minimisation of current stresses. This is achieved in this work by designing 
two new generalised controllers which minimise current stresses in MAB DC 
transformers. 
The first developed controller is for dual active bridge (DAB). This is the simplest 
form of MAB, where particle swarm optimisation (PSO) is implemented offline to 
obtain optimal triple phase shift (TPS) parameters for minimising the RMS current. 
This is achieved by applying PSO on DAB steady state model with generic per unit 
expressions of converter AC RMS current and transferred power under all possible 
switching modes. Analysing the generic data pool generated by the offline PSO 
algorithm enabled the design of a generic real-time closed-loop PI-based 
controller. The proposed control scheme achieves bidirectional active power 
regulation in DAB over the 1 to -1 pu power range with minimum-RMS-current for 
vi 
 
buck/boost/unity modes without the need for online optimisation or memory-
consuming look-up tables. Extending the same controller design procedure for 
MAB was deemed not feasible as it will involve a highly complex PSO exercise that 
is difficult to generalise for N number of bridges and would generate a massive 
data pool that is quite cumbersome to analyse and generalise.  
For this reason a second controller is developed for MAB converter, without using 
a converter-based model, where current stress is minimised and active power is 
regulated. This is achieved through a new real time minimum current point 
tracking (MCPT) algorithm that realises iterative-based optimisation search using 
adaptive-step perturb and observe (P&O) method. Active power is regulated in 
each converter bridge using a new power decoupler algorithm. The proposed 
controller is generalised to MAB regardless of the number of ports, power level 
and values of DC voltage ratios between the different ports. Therefore, it does not 
require an extensive look-up table for implementation, the need for complex non-
linear converter modelling and it is not circuit parameter-dependent. The main 
disadvantages of this proposed controller are the somehow sluggish transient 
response and the number of sensors it requires. 
 
Index Terms: RMS Current stress, multi active bridge (MAB),                                          
dual active bridge (DAB), particle swarm optimization (PSO), triple phase shift 
(TPS), Perturb and Observe (P&O), Minimum Current Point Tracking (MCPT). 
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Chapter 1. Introduction 
1.1. Background  
Across the world electrical power generation and distribution is currently 
witnessing rapid and unprecedented challenges. This is mainly because many 
types of clean sustainable renewable energy sources have been widely utilised as 
distributed energy resources into the grid [1]–[3], as a result of environmental, 
social, economical aspects as well as political interests. At the moment nearly 36% 
of UK electrical energy is from renewable sources with about 12% increase 
compared to renewables portion in Q1 2015 UK energy statistics ─ as depicted in 
Fig 1.1 ─ and this is expected to keep increasing in the next years [1], [2]. 
 
 
Fig. 1.1: Sources of electricity generation in UK [1], [2]. 
Relying on natural phenomenon, such as sunshine or wind, these renewable 
energy systems are of stochastic nature [4], [5] and therefore it is difficult to 
accurately predict their output power. In addition, their generation peaks do not 
necessarily match power demand peaks, which adds further complexity in system 
design. Besides, the voltage-current characteristics of loads are usually different 
than those of energy sources and storage devices. Consequently, the need to 
supply small-scale loads (e.g.: local generation, buildings or electric vehicles.) in 
an uninterruptible fashion, and the fact that the existing power system 
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infrastructure cannot handle high penetration of renewables, have given rise to 
technologies such as energy storage systems (ESS) and micro-girds. ESSs such 
as super-capacitors, batteries and flywheels can maintain a smooth and 
continuous power flow and compensate the fluctuations [3], [6]. Micro-grids are 
proposed to help transform the centralised energy production and unidirectional 
flow in the conventional distribution grids, to de-centralised energy production and 
bidirectional flow [7], [8]. Therefore, flexible energy management systems are 
needed to facilitate intelligent energy capturing from diverse energy sources, and 
interface them with energy storage elements in a multi-directional power flow 
manner. In this context, there is a growing attractiveness of power conversion 
systems (PCSs) and solid state transformers (SST) as efficient interface key 
components [9]–[13]. Fig. 1.2 shows the SST interfacing ESS, photovoltaic (PV) 
generation, plug-in electric vehicles (EV) as well as DC and AC loads [14]. 
Furthermore, SST can enable distributed intelligence via implementing a 
communication network (COMM) and protection via implementing a fault 
identification device (FID). This can greatly improve the stability and achieve 
optimal operation of the distribution system [15]. 
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Fig. 1.2: Solid state transformer for Integration of Renewables, ESSs and AC/DC loads [14]. 
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Bidirectional DC–DC converters (BDCs) have been proposed as an essential 
building block of SSTs in micro-grids. An example of a relevant application is shown 
in Fig. 1.3 [16] where a BDC-based SST can enable the interfacing of distributed 
energy resources and distributed storage systems that can be conjugated and 
integrated into grid. In this case, the BDC interfaces a low-voltage bus, where an 
energy storage system such as a super capacitor or a battery is usually installed, 
and a high-voltage bus, where an energy generation system such as a fuel cell 
stack or a photovoltaic array is implemented. In fact, a bidirectional DC-DC 
converter with an installed transformer (as shown in Fig. 1.3) is often referred to 
as DC transformer due to similar functionalities to the transformer in AC grid such 
as voltage matching and galvanic isolation. In this regard, modern power 
conversion systems employ high frequency transformers, which offer various 
advantages over conversion systems with line-frequency transformers [17], [18], 
such as: lower physical footprint (lower volume), lighter weight, lower noise and 
lower cost [19].  
AC
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PV Array
Solid State Transformer (SST)
 
 
Fig. 1.3: Typical application of BDC in SST for power distribution in microgrid[16]. 
  
On the other hand, aging AC networks and increased consumer demand for 
electrical energy requires a means to strengthen and increase bulk power 
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transmission to main distribution grids [20]. Connecting large scale offshore wind 
energy to a distant onshore power grid has become a challenge: especially with 
recent trends to locate large offshore wind farms in deeper waters to take 
advantage of high average wind speeds and reduce constraints imposed by local 
planning regulations [21], [22]. However, long distance and/or bulk power AC 
transmission is inefficient compared with DC transmission as shown in Fig 1.4. 
This triggers the need to replace high voltage alternating current (HVAC) 
transmission with high voltage DC (HVDC) transmission. Potential functions of DC 
transmission can include asynchronous or grid integration of isolated power 
systems (i.e.: like oil industry, offshore renewables and international power links 
[23].). 
Transmission Distance
AC
Stations
DC
converter
Stations
DC
AC
Total Cost
Break Even Distance
  800 km
              Overhead Line
 50 km
                Submarine Line
(Lines and Stations)
 
Fig. 1.4: Break even analysis of DC vs. AC transmission [24]. 
Bidirectional DC-DC converters have been proposed as a multi-functional 
interface component within the large scale HVDC grids given its fault-isolation 
capability (in isolated version), voltage stepping and power regulation 
functionalities within the grid [25]–[27]. Fig. 1.5 illustrates some of the converter 
expected functionalities in a four terminal VSC-HVDC grid. The interface between 
offshore wind farms (WF1 and WF2) and the grid, operating at different voltage 
levels, is carried out using DC-DC conversion. Moreover, DC-DC converters should 
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be able to limit and isolate the DC fault when it occurs at the offshore DC cable 
(location highlighted in the Fig 1.5); thus eliminating the need to install DC circuit 
breakers, which are not yet commercially ubiquitous at high voltage/power due to 
their high cost and high on state losses. Alternatively, affordable mechanical circuit 
breakers can be used to isolate the fault permanently.   
VSC 1
ACAC2
VSC 2
WF 1
WF 2
Offshore Wind Farms
VSC 3
DC
DC
fault
:
AC1
VSC 4
AC AC3
VSC 5
AC AC4
Circuit Breaker
: Voltage Source 
Converter
VSC
: Wind FarmWF
: DC-DC ConverterDC/DC  
Fig. 1.5: A four terminal VSC-HVDC [28]. 
Bidirectional DC-DC converters can also help minimising the number of 
conversion stages for both small-scale and large-scale DC power transmission, 
which directly increases the investment benefit and transmission efficiency. This 
will ultimately increase the use of ‘DC-based’ power transmission and distribution 
in the future: thus reducing the overall energy losses resulting from the conversion 
of electrical power [29]. Therefore, the research and development of DC-DC 
converters – capable of efficiently operating in a DC grid environment – is gaining 
great interest in both academia and industry. One of the main challenges facing 
the implementation of DC transformers compared to AC transformers is making 
them operate with similar high efficiencies, as AC transformers are well known 
with. 
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1.2. Research Motivation 
   The main motivation of this thesis is to enhance the conversion efficiency of DC 
transformers via minimising current stresses, and this is the primary research 
focus in this work. The current stresses in this thesis refer to the effective root 
mean square (RMS) value of the AC-side current in Dual/Multi Active Bridge 
converters (i.e.: the DC transformers which will be the focus of this thesis.). RMS 
current stress has a direct impact on conduction losses (in the widely used MOSFET 
power switches) which are considered to be the dominant portion of converter’s 
total losses [30], [31], beside the fact that the copper losses are proportional to 
the square of the RMS current [32]. The AC-side current in Dual/Multi Active Bridge 
converters usually incorporates a reverse current portion that transmits power 
backwards [33]. In this case, the forwarding power portion will not be sufficient to 
maintain the desired power transfer level, and as a result AC-side current has to 
increase its forwarding portion; causing high peak (and high RMS) current value 
and thus increased total losses (decreased converter efficiency). This phenomenon 
is called circulating current and is best described by the analogy with a similar 
phenomenon in AC grid, where the circulating current (reactive current) does not 
contribute to any energy transfer but yields power device conduction losses and 
transformer copper losses. Detailed description of the circulating current 
phenomenon is provided in section 2.1.1 while the mathematical definition of the 
RMS current is provided in section 3.1.2. 
   Minimising these current stresses can help toward the development of existing 
grids to enable small-scale (i.e.: microgrids, electric vehicles and UPS.) and large-
scale (i.e.: HVDC and MVDC grids.). However, before the development and 
widespread roll-out of DC grids happens there needs to be significant advances in 
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DC-DC converters. The existing efficiency enhancement techniques lack the 
following: 
• Unified implement standard. 
• Standardised high-efficiency power flow controller. 
• Scalable power flow analysis for multi-port networks. 
• Efficiently interconnecting lines with different DC voltage levels. 
The devised techniques in this work will look at providing standardised solutions 
to tackle the above-mentioned aspects. This will facilitate deployment of multi-
terminal networks and improving operational efficiency of low voltage/low power 
DC grids (e.g.: UPS systems, aircraft power distribution system [34], electric 
vehicles [35] and traction applications [36].). Additionally, advances in these fields 
will help HVDC grids replace HVAC transmission networks or at least become a 
preferable solution. Efficient HVDC transmission grids will facilitate transmission 
of bulk renewable energy [28], [37] which is one of the main challenges facing the 
HVDC grid. 
   Overcoming the aforementioned challenges is expected to have positive impact 
on many aspects, such as:  
Economic Impact – Reducing the operational losses and hence the cooling 
requirement in DC transformers, as well as minimising the voltage and current 
stresses on devices and components, which will increase the working life and 
operational performance of DC grids. It will be more economical to operate and 
manage DC grids. 
National Impact – The research project will facilitate solutions to current issues 
facing the implementation of multi-terminal DC grids in the UK. The expected 
advancement in knowledge in this field may contribute toward enabling multi-point 
connection of UK offshore renewable parks: hence contributing towards 
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government 2050 energy plans [38]. This will also support UK compliance with 
reduced carbon footprint as internationally agreed in the Paris agreement.  
Social Impact – Society will benefit from lower energy costs and increased 
security of domestic energy supply. Moreover, high skilled employment roles in 
the UK renewable sector will be created in the future. 
1.3. Research Aim and Objectives 
   The work in this thesis focuses on the design of high-efficiency power flow 
controllers for DC-DC converters via minimising current stresses. The targeted DC-
DC converters are the Dual Active Bridge (DAB) and the Multi Active Bridge (MAB). 
A key design goal is to develop a generic control scheme that achieves efficient 
power flow control while concurrently maintaining minimum current stress hence 
improved efficiency. In keeping with the research aim, the objectives of this study 
are – 
Objective 1. Review state-of-the-art bidirectional DAB and MAB DC-DC 
converters in power conversion systems and identify the 
operational challenges and shortcomings regarding the following 
aspects: 
a) Steady state modelling, switching mode classification and basic 
characterisation. 
b) Efficiency improving techniques, particularly in situations of 
unmatched DC side voltages and light loading. 
c) Control schemes for MAB converters and related challenges 
such as the need for offline calculation and non-universality. 
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Objective 2. Steady state modelling and simulation of DAB and MAB DC-DC 
converters: 
a) Modelling of Dual Active Bridge (DAB). 
b) Modelling of Multi Active Bridge (MAB). 
c) Analysing different AC link topologies in non-isolated MAB 
converters and identification of optimal topology. 
d) Power flow analysis for MAB converters with N number of 
ports. 
e) Verification of (a)-(d) via simulation in MATLAB/Simulink.  
Objective 3. Develop a new control scheme for power flow regulation in DAB: 
a) Offline application of particle swarm optimisation (PSO) 
method to minimise AC-side RMS current. 
b) Calculation of optimal control parameters and identification 
optimal operating modes under different DC voltage 
stepping/matching conditions. 
c) Verification of both (a) and (b) and the proposed control 
scheme via simulation in MATLAB/Simullink along with an 
experimental prototype. 
d) Identify the limitations considering application of this design 
approach on MAB converter with N number of ports. 
Objective 4. Develop a generic control design approach for MAB converter that 
includes: 
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a) New minimum current point tracking (MCPT) technique that 
iteratively search for the minimum RMS current in real time 
based on an adaptive-step perturb and observe (P&O) method. 
b) New phase shift decoupling analysis which leads to new 
decoupled power controller for MAB with any number of ports. 
c) Verification of both (a) and (b) and the proposed control 
scheme via simulation in MATLAB/Simullink. 
1.4. Methodology 
   The research methods applied to achieve the research objectives included 
mathematical modelling using piecewise time domain analysis in addition to 
harmonic analysis using Fourier series expansion. These methods were mainly 
used for steady state modelling of the investigated DC-DC converters. In addition, 
simulation using MATLAB (Simulink and m-file) was used to verify the correctness 
of the derived models and designed controllers. Part of the work involved 
sensitivity analysis to verify the robustness of the designed controller to different 
system parameters. Two methods were investigated for optimisation in MAB 
converters: offline particle swarm optimisation (PSO) technique and online perturb 
and observe (P&O) method. An experimental prototype has been developed for 
dual active bridge DAB converter to confirm the derived model and controller. 
1.5. Contributions 
Main contributions to knowledge in this work are: 
• New mathematical expression derived for the AC-side RMS current in DAB 
any operating point. 
• Implementation of PSO method to calculate optimum modulation 
parameters for current stress minimisation in DAB. The results from the PSO 
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application are non-specific to converter rating, which makes the results 
generic to any DAB. 
• Investigation of new AC link topologies for non-isolated MAB converter 
based on pure-inductive AC link and identification of the optimal topology 
in terms of minimum AC inductance and RMS currents. Active/reactive 
power and RMS current expressions were derived for all topologies along 
with developing a method to calculate the inductance that ensure maximum 
power transfer in all investigated topologies.  
• New algorithm for tracking minimum RMS current in MAB converter, namely 
minimum current point tracking (MCPT) technique. This proposed technique 
is based on a new developed version of the adaptive-step perturb and 
observe (P&O) method. 
• New decoupled power controller for active power regulation in MAB 
converter regardless of number of ports. 
• Two new active-power-flow controllers with minimum current stress were 
developed for DAB and MAB converters. The proposed control schemes are 
generic as they both cover bi-directional power flow regardless of DC 
voltage ratios. Plus they are simple to implement and do not involve any 
offline calculation or look-up tables. 
1.6. Published Work 
Conference Papers 
1. O. M. Hebala, A. A. Aboushady and K. H. Ahmed, "Analysis of AC link topologies 
in non-isolated DC/DC triple active bridge converter for current stress 
minimization," 2017 IEEE 6th International Conference on Renewable Energy 
Research and Applications (ICRERA), San Diego, CA, 2017, pp. 608-613. 
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2. O. M. Hebala, A. A. Aboushady, K. H. Ahmed, S. Burgess and R. Prabhu, 
"Generalized Small-Signal Modelling of Dual Active Bridge DC/DC 
Converter," 2018 7th International Conference on Renewable Energy Research 
and Applications (ICRERA), Paris, 2018, pp. 914-919. 
3. O. M. Hebala, A. A. Aboushady, K. H. Ahmed and S. Burgess, "Active Power 
Regulation in Dual Active Bridge DC-DC Converter with a Minimum-Current-
Point-Tracking Technique,"IECON 2019 45th Annual Conference of the IEEE 
Industrial Electronics Society, Lisbon, 2019 (accepted for publication).  
 
Journal Papers 
1. O. M. Hebala, A. A. Aboushady, K. H. Ahmed and I. Abdelsalam, "Generic 
Closed-Loop Controller for Power Regulation in Dual Active Bridge DC–DC 
Converter With Current Stress Minimization," in IEEE Transactions on 
Industrial Electronics, vol. 66, no. 6, pp. 4468-4478, June 2019. 
2. O. M. Hebala, A. A. Aboushady, K. H. Ahmed, and S. Burgess, " A New Active 
Power Flow Controller for Multi Active Bridge Converters with Adaptive P&O 
Minimum Current Point Tracking," (prepared and ready for submission to IEEE 
transaction). 
1.7. Thesis Outline 
 
Chapter 2 provides a detailed overview of DAB and MAB DC-DC converters in 
view of the following aspects: basic characterisation, phase shift control strategies, 
power flow control schemes and efficiency improvement techniques.  
Chapter 3 focuses on the steady state analysis of dual active bridge DC-DC 
converter under triple phase shift (TPS) modulation having been identified from 
Chapter 2 as the most commonly used DC-DC converter in DC grids/microgrids. A 
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detailed, analytical, per unit steady state analysis of all identified switching and 
operating modes of a dual active bridge DC-DC converter under TPS modulation 
is presented as this will represent the base for the proposed controllers. 
Chapter 4 discusses the steady state analysis of multi active bridge converter 
under multi-phase shift (MPS) modulation. A new steady state approximate model 
of the MAB converter under different AC link topologies is investigated in detail 
and optimal AC link topology, in terms of minimum RMS current and inductor 
value, is identified. Analysis of the derived model has led to a generic design of a 
new phase shift decoupler and a proposed PI-based power flow controller for MAB. 
Chapter 5 examines a new per unit AC link current minimisation algorithm for 
dual active bridge DC-DC converter based on a simple PI-closed loop scheme. The 
method has been developed by analysing a data pool produced offline by applying 
an artificial-intelligence-based optimisation method (PSO). The proposed 
optimised control scheme is generic covering all possible conversion 
ratios/converter voltage gains (i.e.: Buck/Boost/Unity.) and the entire loading 
range: however, extending this control scheme to multi active bridge converters 
is not feasible as it gets mathematically highly complicated when trying to follow 
the same design procedure. 
Chapter 6 presents a unified, current-stress optimised, power flow controller for 
MAB converters; including the case of a DAB converter. A key feature of the 
proposed control scheme is that it can perform online current-stress minimisation 
(i.e.: in real-time.) based on a new adaptation of P&O technique in a minimum 
current point search algorithm. There is no need for complex converter modelling 
given the scheme is converter-parameter independent. 
Chapter 7 provides a general summary of the main work findings, contributions 
to knowledge and suggested areas for future research. 
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Chapter 2. Literature Review 
   This chapter presents a comprehensive literature survey on the dual active 
bridge (DAB) bidirectional DC-DC converter (BDC) which serve as the key circuits 
in high-frequency-link power conversion systems (HFL-PCSs). Overall, isolated 
BDC topologies for HFL-PCSs are diverse and numerous. However, isolated BDCs 
generally emerge from traditional isolated unidirectional DC-DC converters 
(UDCs), such that:  
• Flyback UDC can compose dual-flyback BDC. 
• Half-bridge or push–pull UDC can compose dual-half-bridge or dual-push–
pull BDC.  
• Full-bridge UDC can compose dual-active-bridge BDC.  
In addition, the BDCs can be composed of UDCs with the different types, such that 
half-bridge UDC and push–pull UDC can compose a half-bridge-push-pull BDC for 
applications requiring a bidirectional power flow and a wide voltage range. This is 
because the half-bridge topology can withstand high voltage while push pull 
topology suits applications involving low-source voltages. Classification of BDC 
topologies based on the number of switches is outlined in Table 2.1 such that − 
• Dual-switch structure is the simplest BDC topology, such as: dual-flyback, 
dual-Cuk and Zeta-Sepic BDCs [39][40][41].  
• Forward-flyback BDC is the typical model of three-switch topology [42].  
• Topologies utilising four switches mainly include dual-push-pull, push-pull-
forward, pushpull-flyback and dual-half-bridge BDCs [43]–[50].  
• The full-bridge-forward BDC represents a typical model of the five-switch 
topology [51], whereas the half-full-bridge BDC represents the typical 
model for six-switch topology [52].  
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• Eight-switch topology is mainly DAB [53],[54] & [55]. 
Table 2.1 Classification of IBDC topologies according to number of switches. 
Number of switches Typical topology 
 
Dual-switch 
dual-flyback 
dual-Cuk 
Zeta-Sepic 
Three-switch Forward-flyback 
 
Four-switch 
dual-push-pull 
push-pull-forward 
pushpull-flyback 
dual-half- bridge 
Five-switch full-bridge-forward 
Six-switch half-full-bridge 
Eight-switch dual-active-bridge 
 
   In general, the transmission power (power capacity) of BDC is proportional to 
the number of switches having the same rated voltage and current. For example, 
the rated transmission power a four-switch BDC is half that of eight-switch BDC 
and twice that of dual-switch BDC [19]. In this context, the DAB has the maximum 
power capacity in addition to offering numerous functionalities [56]–[60]: 
• Bidirectional power handing capability. 
• High power density. 
• High reliability. 
• Galvanic isolation in transformer-based versions. 
• Ease to implement soft switching control. 
• Symmetric structure and evenly shared currents in the switches. 
• Possibility of cascaded or modular configuration to enable higher 
power/higher voltage designs.  
Due to these advantages, DAB DC-DC converters have attracted more attention 
in power energy conversion applications within DC microgrids, medium voltage DC 
(MVDC) and high voltage DC (HVDC) transmission systems [61]–[63]. That is why 
DAB was considered to serve as the core circuit for next-generation HFL-PCSs [64] 
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&[30]. Potential functionalities of DAB converters include: voltage 
matching/stepping in distributed generating systems incorporating variable-
nature energy resources such as PV or wind in addition to accommodating power 
regulation between energy storage systems, energy sources and load demands 
[16], [65]–[67]. In addition, modular based dual active bridge DAB DC-DC 
converters have been used in MVDC and HVDC applications [63], [68].  
   The DAB was originally proposed in the 1990s [69]. However, back then DAB 
suffered from the high losses and poor efficiency due to the performance 
limitations of power devices. This has restricted the development of DAB 
converters until the advances in power devices and magnetic materials in recent 
years by eliminating heavy and bulky low frequency transformers [70] & [71]. 
Examples of such advances are the development of gallium-nitride (GaN)-based 
and silicon carbide (SiC) power devices along with iron-based nanocrystalline soft 
magnetic. Thus, DAB has regained the attention of researchers, especially when 
compared to the other bidirectional DC-DC converters.  
2.1. Dual Active Bridge (DAB) DC-DC Converter 
   The typical topology of the single-phase DAB converter consists of two opposed 
H-bridges where bidirectional active switch devices are utilised as shown in Fig.2.1. 
The symmetric H-bridges topology (i.e.: connected in ‘H’ configuration.) creates 
an alternating output voltage pattern across an inductive storage element. If a 
large step-up conversion or a galvanic isolation between the two DC ports is 
required, a transformer can be utilised between converter bridges. Such isolated 
converter structures are typically operated using Phase Shifted Square Wave 
(PSSW) Modulation rather than Pulse Width Modulation (PWM) control. The cross-
connected switch pairs in both full bridges are switched in turn to generate phase-
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shifted square waves with 50% duty ratio across the transformer’s primary and 
secondary sides. The power flow is essentially controlled through phase shift 
modulation of the square-wave voltages generated by their corresponding active 
bridge modules.  
 
Fig. 2.1:  Dual Active Bridge topology. 
   The presented single phase bidirectional DAB converter in Fig. 2.1 comprises of 
two active H-bridges, an external series inductor (L), an AC transformer and two 
DC link filter capacitors. As can be observed in Fig. 2.1, bridges H1 and H2 consist 
of four switches, S11-S14 and S21-S24 with integrated anti-parallel diodes. v1 is the 
AC voltage of the first bridge and v2 is the AC voltage of the second bridge after 
referring to primary side. At fixed values of DC voltage levels, AC link inductance 
and switching frequency, the amount of power transferred between the two 
bridges is essentially determined by the magnitude of the external phase shift 
between S11 and S21 while the polarity of this phase shift governs direction of power 
flow. Power flow direction and DC voltage levels Vdc1 and Vdc2 determine the DAB 
operating modes, which are: unity gain, buck and boost. The unity gain mode 
describes power transfer in DAB at equal DC voltage levels (i.e.: Vdc1=Vdc2.), while 
buck/boost operating modes occurs at different DC voltage levels (i.e.: Vdc1≠Vdc2.). 
For instance, if Vdc2<Vdc1, bi-directional power inherently includes buck mode for 
operation in forward power flow (power flow from port 1 to port 2) and boost mode 
for operation in reverse power flow (power flow from port 2 to port 1). In this 
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regard, the ratio of DC voltage levels is usually referred to as voltage conversion 
ratio/gain [72]–[75] in output-voltage control schemes in DAB or stepping ratio in 
[76]. In this thesis, a factor K12 is used to represent the DC voltage ratio where 
K12=nVdc2/Vdc1 such that n is the transformer’s turns ratio and n is unity (n=1) in 
non-isolated (transformer-less) DAB converters.  
   As a potential building block in power conversion systems within HVDC, MVDC 
and microgrids, many existing DAB converter studies investigate modeling, control 
schemes, efficiency and operational performance improvements. So far, studies 
on DAB DC-DC converters mainly focus on the following aspects: basic 
characterisation, phase shift control strategies, power flow control, efficiency-
improving control schemes and multi-port Active-Bridge-based DC-DC converters. 
This chapter will give an overview of active bridge DC-DC converters in view of 
this research situation.  
2.1.1. Phase shift control and basic characterisation 
   Phase shift control techniques are the most commonly used modulation schemes 
in the literature due to their implementation simplicity, fundamental frequency 
operation (which reduces switching losses), uniform conduction of switching 
devices, enabling of zero voltage switching (ZVS) operation and non-active power 
circulation control within converter [19], [63] & [67]. The conventional phase shift 
(CPS), or single phase shift (SPS), was the first proposed technique [69]. The 
cross connected switches (S11 and S14, S21 and S24) are switched simultaneously 
in CPS modulation, which results in DAB waveforms shown in Fig. 2.2 across the 
transformer primary and secondary terminals. The amount and direction of the 
transferred power is regulated by the phase shift (D) between AC-side voltages v1 
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and v2. CPS modulation scheme is simple to implement, since only a single 
parameter (the phase shift angle) is required to control the power flow.  
 
(a) 
   γ
β
 
α v1(1)
vL(1)iL(1) v2(1)
α=D π  
(b) 
Fig. 2.2: DAB modulated using CPS: (a) AC link voltage/current waveforms (b) fundamental 
phasor diagram of AC link voltage/current waveforms [33].  
 
However, when DAB is operated using CPS the inductor current 𝑖𝐿 incorporates a 
reverse current portion, orange shaded area in Fig. 2.2(a), that transmits power 
backwards [33]. In this case, the forwarding portion (gray shaded area) will not 
be sufficient to maintain the desired power transfer level, and as a result 𝑖𝐿 has to 
increase its forwarding portion. This phenomenon, specifically the orange and gray 
shaded portions, is called circulating current (or reactive current) in a DAB. There 
is a similar phenomenon in AC grid, where the circulating current (reactive current) 
does not contribute to any energy transfer but yields power device conduction 
losses and transformer copper losses. In addition, the circulating current will 
increase further as DC voltage ratio K12 decreases [33]. In order to explain this, 
the phasor diagram Fig. 2.2 (b) is employed, where the 
phasors  ?̅?𝐿(1), ?̅?1(1), ?̅?2(1), 𝑖?̅?(1) represent fundamental harmonic components of the 
DAB’s AC link voltages and current waveforms. These phasors satisfy: 
?̅?𝐿(1) = ?̅?1(1) − ?̅?2(1). 
𝑖?̅?(1) = ?̅?𝐿(1)/𝑗𝑤𝐿 . 
(2.1) 
v1
Th Ts
v2
iL
DTh
Idc1
20 
 
The angles between theses phasors satisfy the law of sines: 
𝛽 + 𝛾 = 𝜋 − 𝛼
sin𝛾
sin𝛽
=
|?̅?2(1)|
|?̅?1(1)|
= 𝐾12
𝜃 =
𝜋
2
− 𝛾
 (2.2) 
 
According to (2.2) and Fig. 2.2(b), a small K12 (K12 < 1) results a small 𝛾 and a 
large 𝜃 (the angle between ?̅?1(𝑓) and 𝑖?̅?(𝑓)) for a given 𝛼. Therefore, a large 𝜃, which 
reflects small K12, leads to higher reactive power (circulating current).  
   Following this, dual phase shift (DPS) modulation technique was introduced [77] 
to overcome the phenomenon of backflow power that appeared when using CPS. 
This is achieved by utilising equal inner phase shift between both the converter 
switch pairs S11-S13 and S21-S23 (legs 1 and 2 of bridge H1, and legs 1 and 2 of 
bridge H2). The resulting waveforms are shown in Fig. 2.3 where D1 is the inner 
phase shift for both H-bridges and D2 is the external phase shift (D2=D in CPS 
control). 
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Fig. 2.3: Typical AC-link Voltages at DPS. 
   Extended phase shift (EPS) was further proposed [72], in order to extend the 
soft switching region and improve overall efficiency of the converter by minimising 
the losses (reactive power circulating within the converter bridges). An additional 
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inner parameter ‘D1’ is utilised, in EPS control, which is the phase shift between 
the legs of one H-bridge; while the cross connected switches are switched 
simultaneously in the second H-bridge. This results in a quasi-square AC output 
waveform for the bridge where inner shift D1 is used and a full AC square waveform 
for the second H-bridge as Fig. 2.4 depicts. The outer phase shift angle ‘D2’ 
controls the power flow magnitude and direction, which is equivalent to ‘D’ in CPS 
modulation, whereas D1 is introduced to extend the ZVS and reduce the reactive 
power.  
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Fig. 2.4: Typical AC-link Voltages at EPS. 
   While all the above mentioned modulation techniques (CPS, DPS and EPS) do 
work they share a common drawback – partial exploitation of the available degrees 
of freedom (control variables), which leads to sub-optimal (poor) operational 
efficiency of DAB in situations of high stepping (high DC voltage ratios) and/or 
light loads. In this regard, triple phase shift (TPS) [73], [78], [79] introduces an 
additional control variable which can lead to further improvement of ZVS range; 
thus reducing the overall converter losses and increasing efficiency figures. TPS 
control employs three control parameters: 
• D1 is the inner phase shift between switches S11 & S14. 
• D2 is the inner phase shift between the switches S21 & S24. 
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• D12 is the outer/external phase shift between S11 & S21. 
This makes TPS the most general modulation control such that any other 
modulation scheme is a special case of TPS [80]. Utilisation of these three 
parameters results in the output voltage waveforms across primary and secondary 
transformer sides to be as depicted by Fig. 2.5. Phase shift D12 between the two 
H-bridges voltages is utilised to control the magnitude and direction of power flow, 
while the duty ratios D1 and D2 (inner phase shifts) are mainly introduced to 
improve the DAB operation. 
 
Fig. 2.5: Typical AC-link Voltages at TPS. 
   With the increase of phase shift degrees of freedom in TPS, there are infinite 
varieties of switch sequence combinations (when D1, D2, D12 take any values). The 
AC link inductor current waveform is usually analysed piece by piece to derive the 
analytic formulations of RMS current and transferred power [32], [73], [74], [80], 
[81]. Developing DAB steady state model and deriving the mathematical 
expressions for relevant parameters such as power transferred, RMS inductor 
current, and reactive power for DAB under any switching combination generated 
by TPS are considerably difficult due to multiple operation (switching) modes [73], 
[81]. In this regard, identification of switching modes in DAB under TPS has been 
extensively addressed in literature. Four switching modes were identified in [82] 
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using TPS to increase the converter efficiency and extend zero voltage switching 
(ZVS) operating range. Three converter switching modes were proposed in [83]. 
However, the model proposed cannot be considered as universal as it does not 
cover the entire bidirectional power range but only covers operation from -0.5 to 
-1 pu. A study of a multiphase shift scheme including DPS and TPS was 
investigated in [84] to identify optimal sub modes from the waveform features. 
DAB converter under TPS control has to be divided into twelve switching modes 
according to different conditions among three modulation parameters (phase shift 
variables), which are illustrated in [32], [85], [74], [80], [86]. In [32], [85] the 
twelve switching modes were characterised and fundamental component 
approximation was used to perform partial analysis for some of the modes. 
Detailed analytical derivations of transmission power and RMS current along with 
operational constraints for all possible switching modes DAB under TPS control 
were presented in [80], [86]. However the DC voltage ratio is not included in the 
proposed model in [80], which is a major drawback; in  addition to lack of unified 
current stress characterisation and partial per unit analysis. On the other hand, 
the accuracy and design difficulty of control schemes are closely related to the 
mathematical model of the TPS method represented as piecewise time domain 
functions for different operation conditions and time intervals. That is why the 
efficiency-optimised and current-stress-optimised control schemes in [87] and 
[88] need to be divided into separate optimised sections in terms of DC voltage 
ratio and different loading condition.  
   On the other hand, Fourier analysis has been proposed an effective method of 
developing the steady-state DAB model [89], [90]. In fact, the fundamental 
harmonic component analysis represents the majority of active and reactive power 
values in the DAB converter [33], [90]. Using Fourier analysis can actually simplify 
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the analysis of operation status and the design of control systems of DAB under 
TPS. This is due to eliminating the need to derive the complicated mathematical 
model based on piecewise time domain functions for different operation condition 
and time intervals [80]. However, the major disadvantage of the control schemes 
based on Fourier analysis is the trade-off between the large amount of calculation 
and accuracy.   
   In reviewing the previous literature it is apparent that further advances in TPS 
control of DAB converter is required to address the concerns and unresolved issues 
pointed in [19] that include − 
• TPS as a challenging modulation scheme to analyse and implement. 
• Lack of uniformity in TPS analysis. 
• The inclusion of DC voltage ratio to allow classification and analysing of all 
possible DAB operating modes: buck, boost and unity gain modes. 
• Unified RMS current characterisation of DAB under TPS modulation scheme. 
2.1.2. High-Efficiency Operation of DAB 
   Power transmission is the DAB’s fundamental function in a power conversion 
unit, and to transport a desired power, there are an infinite variety of switching 
driving signal combinations with different system performances in terms of soft-
switching range, current stress, reactive power and efficiency. Therefore, utilising 
the unique optimal combination of driving signal sequences, making certain 
performance indexes optimal in order to meet certain transmission power, is the 
main challenge and basic requirement to achieve high-efficiency operation of DAB 
[81]. This explains the recent trend toward improving the operational efficiency of 
DAB DC-DC converter when operated for power flow control.  
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     There are mainly two aspects regarding DAB control schemes and performance 
studies: transient issues and steady-state issues. The main drive of investigating 
the transient issues is to eliminate the impact of non-ideal factors and improve the 
dynamic behavior in terms of the overshoot and the response speed. In this 
regard, many innovative control schemes such as feed forward control [91], [92], 
natural switching surface control [93], and virtual direct power control [94] have 
been proposed to improve dynamic performance in case of current/voltage 
reference changes or load disturbances. Different from the studies of transient 
issues, the steady-state studies are mainly conducted to explore the potential of 
improving overall system performance as much as possible. Steady-state studies 
will be the focus of this thesis and hence the upcoming reported literature review.  
      In this regard, there is a wide range of technical aspects that have been used 
in literature considering optimisation in DAB converter:  
• Total power losses [88], [95]. 
• Back-flow power (or sometimes referred to as non-active power or reactive 
power) [72], [73], [75], [96]–[98]. 
• RMS value of inductor current [32], [74], [99].  
• Current stress (often refers to peak value of inductor current)  [72], [73], 
[83], [87].  
   Minimisation of any of these technical aspects is generally viable as the circuiting 
current is closely related with total power losses, reverse power, inductor RMS 
current and current stress. The current stress is the best choice in terms of 
simplicity as all other technical aspects require complicated calculation [33]. 
   The phenomenon of backflow power in DAB converter and its effects on 
circulating current stress is extensively analysed in [72], where the authors 
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proposed a control scheme based on EPS for power distribution in microgrid. Non-
active power loss minimisation was tackled in [96] for a DAB converter by 
analysing the inductor current to obtain an operating range where phase shifts 
achieving minimum non-active power loss for light and heavy loads were found in 
boost operation. However, the model was based on the EPS modulation technique, 
which results in local optimal operating points at light loads. A Neural Network NN-
based algorithm has been proposed in [97], as shown in Fig 2.6, to search for TPS 
control variables that satisfy the desired active power flow while achieving 
minimum reactive power consumption. The proposed controller works in an open 
loop approach with no feedback information on whether the actual desired power 
level is achieved or not. In addition, the method is not generalised for buck and 
boost DAB operating modes.  
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Fig. 2.6: NN-based Open-Loop Controller for Reactive Power Minimisation in DAB [97]. 
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    Authors in [83] used a Lagrange Multiplier method to calculate the optimal 
phase shift ratios for any given power level by targeting the minimum current 
stresses defined as peak inductor current. Nevertheless, the proposed converter 
switching modes in do not entirely cover the bidirectional power range which 
jeopardies the correctness of the derived controller. In addition, the peak inductor 
current was used as the minimisation objective however the major DAB loss is the 
conduction loss which it is related to the RMS current [100]. Lagrange multiplier 
(LMM) with Karush-Kahn-Tucker (KKT) method was used in [73] to minimise DAB 
current stress (described as the peak current) under TPS modulation scheme. 
However, it is too complicated to use KKT conditions for minimizing current and 
determining the ZVS boundary conditions as four order algebraic equations have 
to be solved. Besides, LMM lacks sufficiency due to the non-convex feasible region 
of this optimal problem [74]. 
      In [32], a power flow control scheme was developed based on a hybrid phase 
shift technique composed of TPS and EPS to achieve the minimum inductor RMS 
current at a given transfer power point. However, the proposed work includes large 
amount of case-specific offline calculations. Such that when the parameters of DAB 
converter are changed, the whole offline calculations have to be computed again. 
A similar drawback exists in [101], [102] where a numerical method/solver was 
used to develop the modulation schemes to achieve the maximum efficiency. 
However, a case-specific offline calculation (numeric table) was required in 
advance as the numerical method cannot be implemented in real time for the 
embedded controller, hence the realisation of a practical controller is highly 
challenging. Reactive power minimisation was tackled in [75] using particle swarm 
optimisation (PSO) considering a harmonics-based DAB model such that the 
harmonics components are limited up to the 7th harmonic as higher orders have 
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lower contribution. In terms of control design, a look-up table is implemented 
based on the optimal solutions obtained by PSO, which is a major drawback as it 
means that the control scheme is not generic. In addition, using a look table 
involve difficulties in practical implementation as for every run of the text rig, the 
implemented DSP needs to be loaded with the look up table at the initialization, 
which in turn, depends on the operating conditions (i.e.: DC voltage ratio and 
power levels.).  
   A control scheme based on the fundamental harmonic approximation (FHA) 
was tackled in  [89], [90] & [98]. Based on these FHA methods, the optimal D1, 
D2, D12 are obtained by minimising peak values of fundamental component 
inductor current [89], maximising fundamental power factor [90] or minimizing 
fundamental reactive power [98]. The controller proposed by [90], shown in Fig 
2.7, is based on a Fundament Optimal Phase Shift (FOBS) method that calculates 
TPS parameters for maximum power factor (hence minimised reactive power).  In 
general, the FHA methods are straightforward and simple in terms of derivation 
and implementation, which can greatly improve the DAB efficiency. However, 
resultant phase shift ratios are not actually the global optimal solution in terms of 
circulating current minimisation [33] & [90]. This is due to neglecting the effect of 
higher harmonics. In fact the FHA equivalent of square voltages, inductor current 
or output power introduce large errors when either D1 or D2 is close 0 [33]. 
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Fig. 2.7: Closed-Loop DAB Control based on Fundament Optimal Phase Shift (FOBS) method [90]. 
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      In reviewing the aforementioned literature, different minimisation objectives 
have been considered, however, it is believed that RMS inductor current is the 
most effective parameter for analysing converter performance: more so non-
active power loss, peak current as minimisation objectives. This is due to the fact 
that RMS current stresses have a direct impact on conduction losses, which are 
considered to be the dominant portion of converter’s total losses [30], [31]. In 
addition, conduction losses (in the widely used MOSFET power switches) and 
copper losses are proportional to the square of the RMS current [32]. In addition, 
reported literature in the area of efficiency-improving control schemes of DAB 
show various shortcomings that can be summarised as follows − 
• Achieving local minimal solutions in some cases due to restricting 
optimisation to a specific control technique (i.e.: using EPS and/or DPS thus 
not utilising all possible degrees of freedom in phase shift control.). 
• Control design approach that rely on a converter model which does not 
cover all possible switching modes or does not incorporate the effect of 
voltage conversion ratio, i.e.: whether converter is operating in unity gain 
or buck/boost modes. 
• Lack of universality and existence of case-specific control design. 
• The need for offline calculation, pre-set values or look up tables for 
implementation which is computationally exhaustive and requires complex 
inter/extrapolation. 
• Sub-optimal TPS solutions due to using FHA-based control scheme (i.e.: 
ignoring the effect of higher order harmonics on RMS current.). 
• Cumbersome analysis and impracticality of some derived controllers for real 
time implementation. 
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2.2. Multi Active Bridge (MAB) DC-DC Converters 
   The increasing penetration of renewables, the deployment of distributed 
generation (DG) at the consumer side and growth in load are the drivers for a 
technology that enables integrating DGs and storage into the distribution. This 
technology can work as an interface between diverse energy sources, storage 
elements and loads in a multi-directional power flow manner [14], [36], [103], 
[104]. The three-stage configuration based on a DAB converter has been proposed 
as a potential low-voltage-dc (LVDC) link for PV and storage integration [105]. 
Fig.2.8 shows a configuration of SST to achieve this via separate non-isolated DC–
DC converters. In this case, separate controllers are required for each DC–DC 
converter; furthermore, their interaction may need to be investigated in order to 
ensure overall stability. In addition, if isolation is required for grounding and/or 
unmatched voltages exist, then additional HF transformers may be needed, thus 
increasing the size of the system. 
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Fig. 2.8: DAB-based SST with storage and PV integrated via separate converters [14]. 
 
   The fact that a DAB DC-DC converter can connect two separate ports formed 
the concept of multiport interfacing by using multi-individual DC-DC conversion 
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stages that share a common link where energy from all ports is exchanged. Various 
versions of the multi-port DC-DC converter have been presented in literature, such 
as the: current-fed multiport type, three-phase multiport type and half-bridge 
multiport type [106]–[109]. However, this thesis focuses on the active-bridge-
based multi-port converter, which is usually referred to as multi active bridge 
(MAB) converter [110] and has been proposed by [109]. MAB DC-DC converters 
offers various functionalities and advantages compared to other versions of the 
multi-port DC-DC converter, which is the same case as DAB when compared to 
other bidirectional two port DC-DC converters [19]. MAB is a generic converter 
that can contain any number of active bridges (H-bridge) to increase the number 
of power ports [110]–[112]. Fig. 2.9 shows a circuit diagram of an n-port MAB 
converter that is comprised of n-active-bridge modules magnetically coupled 
through an n-winding HF transformer. 
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Fig. 2.9: Schematic of the MAB converter. 
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  The main advantages of MAB are: interconnection of several sources with 
different voltage ratings by adjusting the HF transformer turn ratios, ZVS 
capability and reduced DC-DC conversion stages which yields a higher power 
density [57]–[60], [63]. MAB also offers cascaded or modular configuration 
capability in case of higher power/voltage requirements. Moreover utilising MAB 
converter can offer integrated control design with reduced number of controllers 
needed in multiple-stage configurations based on DAB – Fig. 2.4 – which ensures 
more stability and eliminates the need to study the interaction between controllers 
[14]. Fig 2.10 shows an example of SST based on a four-port MAB converter 
(quad-active-bridge (QAB)) that includes the grid, the load, the PV system, plus 
the storage through a single four-winding HF transformer providing isolation for 
DG and storage. This means minimum DC–DC conversion stages and a higher 
power density when compared to DAB-based SST configuration (Fig 2.4).  
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Fig. 2.10:MAB-based SST with storage and PV integrated via HF transformer [14]. 
     Isolated MAB converters based on an AC-link topology that utilise multi-
winding transformer interfaces are presented in [34], [35], [103], [104], [111]–
[116]. The transformer handles integration and exchanging of energy between all 
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ports. In addition, the transformer provides full port-to-port isolation and matching 
of different port voltage levels. The equivalent circuit of a multi-winding 
transformer is given by star or delta connected inductive AC-link which is usually 
used to simplify modeling and steady state analysis [14], [103]. 
2.2.1.  Steady state modelling and control 
     Given the fact that MAB DC-DC converters are derived from DAB, phase shift 
modulation control has been widely used for multiport DC-DC converters where 
square-wave gate signals, with 50% duty ratio, are implemented to enable control 
of power transfer and/or performance improvement. Power flow and voltage 
control schemes based on phase shifting modulation have been extensively 
addressed in literature for MAB converters. A study based on fundamental analysis 
and duty-changed modulation was proposed in [35] for isolated triple active bridge 
(TAB). Another study proposed a duty ratio modulation to extend ZVS for the 
isolated TAB in [114]. Furthermore, a control technique was designed to achieve 
power flow management with soft switching for TAB converter in a fuel cell and 
super capacitor system. However the proposed model in both [35] and [114] is 
not generalised as the duty ratio of one of the bridge voltages was assumed to be 
constant. A modelling and power flow scheme for triple active bridge was 
presented in [103], however the proposed model is cumbersome and non-scalable 
(i.e.: only applicable on three-port MAB converter.). Authors in [111], [112]  
proposed a case-specific (i.e.: 10 kW, 400 V, 20 kHz.) power flow control system 
for TAB. Another power flow management scheme, for a TAB converter 
implemented in Aircraft network, was proposed in [34] along with a procedure to 
restore the system back to normal operation in the event of a DC fault. A voltage 
control scheme was proposed in [14] for a quad active bridge based an average 
model. Regardless, control schemes in [14], [34], [111], [112] are not universal 
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for n-port MAB converter and utilise fixed duty ratios which leads to poor efficiency 
in light loads and/or non-unity DC voltage ratios. Power flow regulation in MAB 
incorporates has nonlinear relationship (coupled relationship) with phase shifts, 
unlike power transfer in DAB that depends on a single control parameter (i.e.: 
single phase-shift between the voltages across the terminals of the two H-
bridges.). Power flow decoupling has been explored in [103] for a TAB converter 
with a case study assuming port 1 is connected to a voltage source, port 2 is 
connected to an RC Load and port 3 is connected to an RC load parallel to a voltage 
source. This case study is not universal as it does not treat ports as sources/sinks 
of power enabling bi-directional power flow at any port: the same drawback exists 
in [106]. 
     On the other hand, more advanced control schemes have been proposed for 
the MAB converter with two ports (dual active bridge DAB) which is considered as 
the simplest form of MAB converter [32], [75], [83], [117]. Predictive control 
and/or optimal TPS relations obtained by particle swarm optimisation (PSO), 
Lagrange Multiplier and/or utilising look-up tables are implemented in DAB studies 
to operate the DAB under most suitable (optimal) switching states to improve the 
converter efficiency. However, the conventional methods, which are used to 
develop control strategies for the two-port (DAB) converter, become very 
complicated to design − and implement − as they require complicated modeling 
and/or huge amount of data points. As an example, in a four-port active bridge 
converter there are 256 switching states – for each additional active bridge the 
number of operating modes increases with a factor four [118]. In the presence of 
such a high number of states the normally applied piecewise-linear methods, used 
when developing control strategies, do not provide sufficient insight into the 
operation of the converter and are problematic to use.  
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   Regarding the aforementioned literature, scalability is overlooked given that 
reported control schemes are often case-specific with regard to either number of 
ports, voltage-power rating and/or unidirectional power flow assumption at certain 
ports. Hence, studying MAB in this thesis will consider a generic use case, which 
includes multi fixed or variable DC side voltages (e.g.: batteries or controlled DC 
busses in a DC grid.). This use case guarantees universality as it treats ports as 
sources/sinks of power enabling bi-directional power flow at any port, whereas 
cases including a DC source and passive loads are more specific (i.e.: 
unidirectional power flow.) [103], [106], [107]. Shortcomings in reviewed 
literature regarding MAB DC-DC converters are summarised as follows: 
• Lack of an implement standard of multi phase shifting in MAB converters as 
reported control schemes often utilise fixed duty ratio when applying multi 
phase shifting. This leads to high current stresses and sub-optimum 
operation of converter; particularly under light load or unmatched voltage 
amplitudes across the transformer sides (AC link). 
• Control schemes developed for MAB are often case-specific with regard to 
either number of ports, voltage-power rating and/or unidirectional power 
flow assumption at certain ports. 
• The heavy dependency of the controllers on complex converter modelling, 
non-linear equations and circuit parameters. 
• Lack of a generic active power flow representation in MAB converters. 
• Lack of a scalable phase shift decoupler for MAB converters with any 
number of ports. This is vital to decouple the power from phase shifts hence 
facilitating the use of conventional controller, such as PI controllers, for 
power flow regulation in MAB. 
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• Lack of per unit steady state modelling of the non-isolated DC-DC MAB 
converters under various purely inductor-based AC link topologies.  
2.2.2. Non-isolated MAB converter 
   Considering the aforementioned literature, it is quite apparent that the study of 
non-isolated multi-port DC-DC converters, under purely inductive AC-link 
topologies, has not been fully investigated. Fig 2.11 shows a schematic of non-
isolated MAB converter under inductive AC link with AC-side terminals (a1:an and 
b1:bn) allowing for multiple AC link topologies that need investigating.  
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Fig. 2.11: Schematic of a Non-Isolated MAB converter under inductive AC link with possibility for 
multiple AC link topologies. 
     Despite the advantages offered by using a transformer (i.e.: such as voltage 
matching and isolation.), the use of the multi-winding transformer in MAB often 
leads to higher copper and switching losses. For example, in the case of a TAB, if 
two sources providing AC voltages are not in phase then their resulting flux will 
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oppose each other which, in turn, reduces the resultant flux [119]. This will 
decrease the induced voltages in the transformer windings – high inrush currents 
will also flow through the converter as well as the transformer winding. Moreover, 
in some low-power applications, absence of an interface transformer in the 
converter can significantly reduce the converter weight and footprint. In fact, since 
inductors can be air-core based their use can help avoid magnetic saturation and 
also mitigate the high frequency constraints imposed by high losses in magnetic 
cores. Additionally, studying the purely-inductive AC-link can significantly simplify 
analysis and controller design procedure for the multi-port active bridge 
converters. This is due to accepting that the AC inductor is fundamentally an 
equivalent model of a transformer’s leakage inductance; besides, the transformer 
and its equivalent star/delta inductive circuit have almost the same performance 
in steady state. Based on the identified research gap this thesis will investigate 
the following: 
• Modelling and analysis of the inductive-based AC-link non-isolated MAB DC-
DC converter. 
• Identifying the optimal topology of the inductive-based AC link non-isolated 
MAB in terms of minimum value of interface inductors (i.e.: lowest 
footprint.) as well as minimum current stresses.  
2.3. Summary 
   An overview of literature in both DAB and MAB converters has been presented 
focusing on steady state modeling, control scheme design and efficiency 
improvement techniques. The reported literature shows various shortcomings, 
mainly: lack of universality and case-specific control design, offline calculation, 
sub-optimal solution due to using FHA-based control scheme and complexity in 
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implementation due to using look-up table. In addition, there is a lack of an 
implement standard of phase shift control in MAB (i.e.: using EPS and/or DPS in 
DAB or utilise fixed duty ratio in MAB.). This leads to high current stresses and 
sub-optimum operation of the converter; particularly under light load or 
unmatched voltage amplitudes across the transformer sides (AC link). 
Furthermore, control schemes developed for MAB are often case-specific regarding 
either number of ports, voltage-power rating and/or unidirectional power flow 
assumption at certain ports. Moreover, there is a lack of a generic power flow 
analysis which is valid for a MAB converter with any number of ports.  
   This explains the need of further advances in the modelling and control scheme 
design for MAB converters. In fact, to the best of the author’s knowledge, no work 
has fully attempted to engage with all the above challenges. In the attempts made, 
there was a compromise on the level of control complexity and reduced ability to 
implement optimisation in real time. The work contained in this thesis identifies 
this research gap and therefore proposes a comprehensive set of solutions to the 
aforementioned shortcomings.  
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Chapter 3. Modelling and Analysis of DAB DC-DC 
Converter 
This chapter presents a comprehensive and generalised steady state analysis in 
the use of TPS control for the bidirectional Dual Active Bridge (DAB) DC-DC 
converter with the circuit diagram shown in Fig.3.1. A complete switching mode 
classification method is adopted in this chapter based on the voltage decoupling 
of primary and secondary H-bridges method in [80]. A detailed steady state model 
of DAB is presented where per unit expressions for power transferred are derived 
under all switching modes. In addition, the model includes a new single equation 
representing AC link RMS current. All expressions are presented as function of TPS 
modulation parameters and DC voltage ratio. On this basis, a clear classification 
of the operating modes of DAB (i.e.: unity-gain and buck/boost modes.) under 
different conversion ratios is developed. 
S11
S12
S13
S14
+
S21
S22
S23
S24
+
L
Vdc1
+
1:n
Bridge H1 Bridge H2
v1 C2
+
C1
+
v2 Vdc2
+
 
Fig. 3.1: Circuit Diagram of Dual Active Bridge converter. 
  
   After the analysis, SIMULINK-based switching DAB circuit is used to verify the 
correctness of the derived detailed model. In addition, an approximate DAB model 
is derived based on fundamental harmonic approximation. A model comparison is 
then held between both the detailed and approximate models to evaluate the 
effectiveness of fundamental-harmonic-based model as an approximate tool (free 
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from switching mode classification) in representing the main DAB parameters. A 
key chapter theme is the advanced treatment of TPS control of DAB by addressing 
the following concerns and unresolved issues: 
• Non-standardised presentation of TPS modulation scheme. 
• Lack of a generalised power flow analysis that incorporates DC voltage ratios 
(i.e.: Buck/Boost/Unity-gain operating modes.). 
• Lack of a unified per unit analytical expression for DAB’s AC RMS current. 
3.1. Detailed Steady State Model 
   This section covers the development of an exact steady state model of DAB.  
This involves three parts: identification of all possible switching modes of DAB 
under TPS modulation scheme, AC link inductor analysis and power flow 
characteristics. TPS offers three degrees of freedom, particularly: duty ratios of 
AC-side voltages D1, D2 and phase shift D12, such that in 0≤D1≤1, 0≤D2≤1 and 
0≤D12≤1 where modulation parameters (D1, D2, D12) are normalised with respect 
to half the switching cycle (Th).  The ratio D1 represents the pulse width of the AC 
voltage waveform of first bridge (v1), and similarly, ratio D2 represents the pulse 
width of the second bridge voltage waveform (v2). D1, D2 and D12 are obtained, as 
depicted in Fig 3.2 (a), by phase shifting the gate signals of switching devices S11-
S14 and S21-S24. Fig 3.2 parts(a) and (b) illustrate examples of AC-side current and 
voltages waveforms in DAB under TPS control representing bidirectional power 
flow [80], [120]. However, the definition of the phase shift D12 in [80], [120] is 
not unified, as it represents the phase angle between the positive edge of bridge 
voltages in forward power flow while, in the reverse power flow, D12 is defined as 
the phase angle between the positive edge of bridge 1 voltage and the negative 
edge of bridge 2 voltage. This definition also does not allow the phase shift D12 to 
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represent the actual performance converter in reverse power flow. Accordingly, 
phase shift D12 is re-defined in this thesis to represent the phase angle between 
the positive edge of bridge voltage v1 and v2 as this guarantees consistency in 
analysis, accordingly the operating range of D12 becomes -1≤D12≤1. 
D1Th
D2Th
D12Th
S11
S12
S13
S14
S21
S22
S23
S24
Th Ts  
(a) 
t
iL 
v2
v1
D1Th
D2Th
D12Th
Tht0  
(b) 
t
v1 v2
iL 
D1Th
D12Th
D2Th
Tht0  
(c) 
Fig. 3.2: Waveforms in DAB under TPS control in [80], [120]. (a) Switching Signals, and AC 
link Voltage and current in (b) Forward (+ve) power flow, (c) Reverse (-ve) power flow. 
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3.1.1. Switching modes classification 
   Considering all possible combinations of D1, D2 and D12 – with full, partial and no 
overlaps of both AC-side voltage waveforms – results in twelve switching modes 
for the bidirectional power flow. The twelve operating modes and their operational 
constraints (i.e.: boundary conditions.) are identified in [80][120]; which are 
adopted in this thesis as they represent all switching modes and whole operating 
power range of DAB [33]. After applying the new definition of phase shift D12 
proposed in this thesis, typical AC link voltage and current waveforms of each 
switching modes with their operational constraints are outlined in Table 3.1. The 
operational constraints maintain the unique characteristics of each switching 
mode. For example, boundary conditions in mode 1 maintain full overlap of both 
bridge AC voltages, which is the unique characteristic that identifies switching 
mode 1. In the analysis of this chapter, the following assumptions are considered: 
• Lossless DAB converter, the second H-bridge is referred to the primary side, 
while the transformer leakage inductance is added to an external inductor, 
resulting in inductance L. In a transformer-less DAB, L will be the interface 
inductor and the only energy storage element. Fig.3.3 shows the equivalent 
lossless DAB circuit after referring to the primary. 
• Fixed DC side voltages Vdc1 & Vdc2. 
• The transformer magnetising inductance is neglected. 
• It is assumed that parasitic resistances of passive components are neglected. 
• Short time scale factors are neglected such as switching dynamics and dead 
band effects, which is widely accepted approach in steady state modelling 
[32], [72], [73], [80], [97], [121]. 
• For the sake of per unit analysis, (3.1) defines the base values. 
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Fig. 3.3: Equivalent circuit of Dual Active Bridge. 
 
𝑉𝑏𝑎𝑠𝑒 = 𝑉𝑑𝑐1
𝑍𝑏𝑎𝑠𝑒 = 8𝑓𝑠𝐿
𝑃𝑏𝑎𝑠𝑒 =
𝑉𝑏𝑎𝑠𝑒
2
𝑍𝑏𝑎𝑠𝑒
=
𝑉𝑑𝑐1
2
8𝑓𝑠𝐿
 (3.1) 
Where fs is the switching frequency and 𝑓𝑠 =
1
2𝑇ℎ
 where Th is half switching period. 
Table 3.1: Switching Modes of DAB with Operational Constraints Under TPS control. 
 Mode 1 Mode 1' 
 
 
 
 
 
Waveforms 
  
Normalised 
time instants 
to Th 
𝑡0 = 0, 𝑡1 = 𝐷12, 𝑡2 = 𝐷2 + 𝐷12 
𝑡3 = 𝐷1, 𝑡4 = 1 
𝑡0 = 0, 𝑡1 = 𝐷12 + 1, 𝑡2 = 𝐷2 + 𝐷12 + 1 
𝑡3 = 𝐷1, 𝑡4 = 1 
Operational 
Constraints 
𝐷1 ≥ 𝐷2 
0 ≤ 𝐷12 ≤ 𝐷1 − 𝐷2 
𝐷1 ≥ 𝐷2 
0 ≤ 𝐷12 + 1 ≤ 𝐷1 − 𝐷2 
 Mode 2 Mode 2' 
 
 
 
 
 
Waveforms 
  
L
iL
v2v1
iL
t0 t1
t
t2 t3 t4 t5 t6 t7 t8
v1
v2
D1Th
D2Th
D12Th
t0 t1 t2t3 t4 t5 t6 t7 t8
t
D1Th
-D12Th
D2Thv1
v2
iL
iL
t
t0 t1 t2 t3 t4 t5 t6 t7 t8
v1 v2
D1Th
D2Th
D12Th
iL
t0 t1 t2 t3 t4 t5 t6 t7 t8
v2
v1
t
D1Th
D2Th
-D12Th
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Normalised 
time instants 
to Th 
𝑡0 = 0, 𝑡1 = 𝐷1, 𝑡2 = 𝐷2 + 𝐷12 − 1 
𝑡3 = 𝐷3, 𝑡4 = 1 
𝑡0 = 0, 𝑡1 = 𝐷1, 𝑡2 = 𝐷2 + 𝐷12 
𝑡3 = 𝐷12 + 1,  𝑡4 = 1 
Operational 
Constraints 
𝐷2 ≥ 𝐷1 
(1 + 𝐷1 − 𝐷2) ≤ 𝐷12 ≤ 1 
𝐷2 ≥ 𝐷1 
(1 + 𝐷1 − 𝐷2) ≤ 𝐷12 + 1 ≤ 1 
 Mode 3 Mode 3' 
 
 
 
 
 
Waveforms 
 
 
Normalised 
time instants 
to Th 
𝑡0 = 0, 𝑡1 = 𝐷1, 𝑡2 = 𝐷3 
𝑡3 = 𝐷2+𝐷12, 𝑡4 = 1 
𝑡0 = 0, 𝑡1 = 𝐷1, 𝑡2 = 𝐷12 + 1 
𝑡3 = 𝐷2+𝐷12 + 1, 𝑡4 = 1 
Operational 
Constraints 
𝐷2 ≤ 1 − 𝐷1 
𝐷1 ≤ 𝐷12 ≤ 1 − 𝐷2 
𝐷2 ≤ 1 − 𝐷1 
𝐷1 ≤ 𝐷12 + 1 ≤ 1 − 𝐷2 
 Mode 4 Mode 4' 
 
 
 
 
 
Waveforms 
  
Normalised 
time instants 
to Th 
𝑡0 = 0, 𝑡1 = 𝐷2 + 𝐷12 − 1, 𝑡2 = 𝐷1 
𝑡3 = 𝐷12, 𝑡4 = 1 
𝑡0 = 0, 𝑡1 = 𝐷2 + 𝐷12, 𝑡2 = 𝐷1 
𝑡3 = 𝐷12 + 1, 𝑡4 = 1 
Operational 
Constraints 
𝐷1 ≤ 𝐷12 ≤ 1 
1 − 𝐷12 ≤ 𝐷2 ≤ 1 − 𝐷12 + 𝐷1 
𝐷1 ≤ 𝐷12 + 1 ≤ 1 
−𝐷12 ≤ 𝐷2 ≤ −𝐷12 + 𝐷1 
 
Mode 5 Mode 5' 
 
 
 
 
 
Waveforms 
  
Normalised 
time instants 
to Th 
𝑡0 = 0, 𝑡1 = 𝐷12, 𝑡2 = 𝐷1 
𝑡3 = 𝐷2 + 𝐷12, 𝑡4 = 1 
𝑡0 = 0, 𝑡1 = 𝐷12 + 1, 𝑡2 = 𝐷1 
𝑡3 = 𝐷2 + 𝐷12 + 1, 𝑡4 = 1 
t
iL
t0 t1 t2 t3 t4 t5 t6 t7 t8
v2
v1
D1Th
D2Th
D12Th
iL
t
v1 v2
t8t6t5t4t3t2t1t0 t7
D2Th
D1Th
-D12Th
iL
t0 t1 t2 t3 t4 t5 t7t6
t
t8
v2 v1
D1Th
D2Th
D12Th
t
v1 v2
iL
t8t7t6t5t4t3t2t1t0
D1Th
-D12Th
D2Th
iL
t
v2 v2
t0 t1 t2 t3 t4 t5 t6 t7 t8
D1Th
D2Th
D12Th
iL
t
v1 v2
t0 t1 t2 t3 t5 t6 t7t4 t8
D1Th
-D12Th
D2Th
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Operational 
Constraints 
𝐷1 − 𝐷12 ≤ 𝐷2 ≤ 1 − 𝐷12 
0 ≤ 𝐷12 ≤ 𝐷1 
𝐷1 − 𝐷12 − 1 ≤ 𝐷2 ≤ −𝐷12 
0 ≤ 𝐷12 + 1 ≤ 𝐷1 
 
Mode 6 Mode 6' 
 
 
 
 
 
Waveforms 
  
Normalised 
time instants 
to Th 
𝑡0 = 0, 𝑡1 = 𝐷2 + 𝐷12 − 1, 𝑡2 = 𝐷12 
𝑡3 = 𝐷1, 𝑡4 = 1 
𝑡0 = 0, 𝑡1 = 𝐷2 + 𝐷12, 𝑡2 = 𝐷12 + 1 
𝑡3 = 𝐷1 , 𝑡4 = 1 
Operational 
Constraints 
1 − 𝐷2 ≤ 𝐷1 
1 − 𝐷2 ≤ 𝐷12 ≤ 𝐷1 
1 − 𝐷2 ≤ 𝐷1 
1 − 𝐷2 ≤ 𝐷12 + 1 ≤ 𝐷1 
 
3.1.2. AC Link inductor current 
   This subsection covers the derivation of AC link inductor RMS current, which is 
critical for active and reactive power calculations. Authors in [80] derived an RMS 
current equation for every switching mode. The objective of this section is to derive 
a single per unit equation that is generalised for all switching modes of DAB; 
besides, this equation should be a function only of TPS control parameters D1, D2, 
D12 and voltage conversion ratio K12. The AC link inductor current of a DAB is 
analysed using a half-wave-symmetrical approach as shown in Fig. 3.4. Using this 
approach, the AC-link current is segmented into  𝑖𝐿1(𝑡),  𝑖𝐿2(𝑡),  𝑖𝐿3(𝑡) and 𝑖𝐿4(𝑡) 
across the half wave. These current segments can be derived as function of 
switching instants (t0, t1, t2, t3, t4) and associated current values (iL(t0), iL(t1), iL(t2), 
iL(t3), iL(t4)).  
t0 t1
iL
t2 t3 t4 t5 t6 t7 t8
v2 v1
t
D12Th
D1Th
D2Th
iL
t0
t
v1 v2
t1 t2 t3 t4 t5 t6 t7 t8
D1Th
D2Th
-D12Th
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Fig. 3.4: Steady state AC voltage/current waveforms of DAB for mode 1. 
For example, the two x-y coordinates (0, iL(t0)) and (t1, iL(t1)) are utilised to 
derive 𝑖𝐿1(𝑡). Since it is assumed it’s a lossless DAB with neglected parasitic 
resistance as shown in Fig 3.3, then it is possible to substitute these coordinates 
in the linear equation (3.2) to obtain 𝑖𝐿1(𝑡) as outlined by (3.3). Similarly, the 
remaining current segments are derived as given by (3.4) to (3.6) where current 
segments are expressed as function of switching instants and current instants. 
𝑦 − 𝑦1
𝑥 − 𝑥1
=
𝑦2 − 𝑦1
𝑥2 − 𝑥1
 (3.2) 
𝑖𝐿1(𝑡) = (
𝑖𝐿(𝑡1) − 𝑖𝐿(𝑡0)
𝑡1
)  𝑡 + 𝑖𝐿(𝑡0) (3.3) 
𝑖𝐿2(𝑡) = (
𝑖𝐿(𝑡2) − 𝑖𝐿(𝑡1)
𝑡2 − 𝑡1
)  𝑡 + 𝑖𝐿(𝑡1) (3.4) 
𝑖𝐿3(𝑡) = (
𝑖𝐿(𝑡3) − 𝑖𝐿(𝑡2)
𝑡3 − 𝑡2
)  𝑡 + 𝑖𝐿(𝑡2) (3.5) 
t1 t2 t3 t4
Vdc1
nVdc2
TsTht0
t1 t2 t3 t4
Vdc1
TsTht0
iL(t3)
iL(t2)
iL(t1)
iL(t0)
Vdc1
-Vdc1
Vdc1-nVdc2
-Vdc1
v2(t)
Vdc1-nVdc2
t
t
D1Th
D2ThD12Th
v1(t)
iL(t)
vL(t)
vL(t)iL(t),
v2(t)v1(t),
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𝑖𝐿4(𝑡) = (
𝑖𝐿(𝑡0) − 𝑖𝐿(𝑡3)
𝑡0 − 𝑡3
)  𝑡 + 𝑖𝐿(𝑡3) (3.6) 
 
   A generalised expression for squared RMS inductor current (𝐼𝐿 𝑅𝑀𝑆
2) can be 
developed by examining the waveforms of inductor currents in the twelve 
switching modes shown in Table 3.1. Considering the inductor current half-wave 
symmetry as shown in Fig. 3.4, then a general expression of 𝐼𝐿 𝑅𝑀𝑆
2 can be derived 
using (3.7).  
𝐼𝐿 𝑅𝑀𝑆
2 =
1
𝑇ℎ
∫ 𝑖𝐿
2(𝑡)
𝑇ℎ
0
 𝑑𝑡. (3.7) 
Firstly, (3.7) is expanded by piecewise consideration of the current waveforms 
over half the period as follows: 
 𝐼𝐿 𝑅𝑀𝑆
2 =
1
𝑇ℎ
{∫ 𝑖𝐿1
2(𝑡)
𝑡1
0
 𝑑𝑡 + ∫ 𝑖𝐿2
2(𝑡)
𝑡2
𝑡1
 𝑑𝑡 + ∫ 𝑖𝐿3
2(𝑡)
𝑡3
𝑡2
 𝑑𝑡 + ∫ 𝑖𝐿4
2(𝑡)
𝑡4
𝑡3
 𝑑𝑡 }.     (3.8) 
By substituting equations (3.3) through to (3.6) into (3.8), a single per unit RMS 
current expression can be derived as shown by (3.9): this has not been presented 
before in the literature. In this way, calculation of RMS inductor current ─ using 
single equation ─ is simpler compared to the conventional tedious method that 
utilises many equations to calculate the inductor current stress ([80], [120] use 
twelve equations and [73] use five equations) depending on the TPS combination 
(i.e.: switching mode). Also, this facilitates programming structure by eliminating 
the need of conditions (used to differentiate between switching modes) and thus 
reduce run time. Last but not least, this equation does not compromise the 
accuracy of calculating the RMS current compared to the conventional methods, 
verification of the derived current and active power equations (i.e.: steady sate 
model.) will be presented later in this chapter.  
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𝐼𝐿 𝑅𝑀𝑆
2(𝐾12, 𝐷1, 𝐷2, 𝐷12) =
1
3
{𝑖𝐿(𝑡0)
2. (𝑡1 + 1 − 𝑡3) + 𝑖𝐿(𝑡1)
2. (𝑡2) + 𝑖𝐿(𝑡2)
2. (−𝑡1 + 𝑡3) +
𝑖𝐿(𝑡3)
2. (−𝑡2 + 1) + 𝑖𝐿(𝑡0). 𝑖𝐿(𝑡1). (𝑡1) + 𝑖𝐿(𝑡1). 𝑖𝐿(𝑡2). (𝑡2 − 𝑡1) + 𝑖𝐿(𝑡2). 𝑖𝐿(𝑡3). (𝑡3 − 𝑡2) +
𝑖𝐿(𝑡0). 𝑖𝐿(𝑡3). (−1 + 𝑡3) }  
    (3.9) 
Consequently, RMS current can be calculated by substituting the switching instants 
t1, t2, t3 and t4 from Table 3.1 and current values at the switching instants, which 
is derived in this section.   
   The current values for the half wave switching instants for all modes have been 
derived in [120]. The same derivation method is used for all modes due to half 
wave symmetry of inductor current for all modes, therefore the derivation for only 
mode 1 is provided here.  Considering the AC link’s voltage and current waveforms 
of mode 1 depicted in Fig.3.4, due to half wave symmetry, only four different 
switching intervals will need to be analysed. By piecewise consideration the 
inductor current of each interval can be derived by applying Kirchhoff voltage law 
(KVL) according to: 
𝑖𝐿(𝑡) =
1
𝐿
∫ (𝑣1(𝑡) − 𝑣′2(𝑡))
𝑡
𝑡𝑛
𝑑𝑡 + 𝑖𝐿(𝑡𝑛)          𝑡𝑛 ≤ 𝑡 ≤ 𝑡𝑛+1. (3.10) 
Where 𝑣1(𝑡) and 𝑣2(𝑡) are the AC-side voltages and tn represents n
th switching 
instant.  
• Interval t0 - t1. The voltage across inductor is fixed at Vdc1. Therefore, 
according to (3.10), the current is obtained by − 
𝑖𝐿(𝑡) =
𝑉𝑑𝑐1
𝐿
(𝑡 − 𝑡0) + 𝑖𝐿(𝑡0). 
 
(3.11)  
 
• Interval t1 - t2. The resultant inductor voltage is Vdc1-nVdc2, thus, the 
inductor current is given by −  
𝑖𝐿(𝑡) =
𝑉𝑑𝑐1 − 𝑛𝑉𝑑𝑐2
𝐿
(𝑡 − 𝑡1) + 𝑖𝐿(𝑡1). 
 
(3.12)  
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• Interval t2 - t3. The voltage imposed across inductor is Vdc1, thus, inductor 
current can be obtained as − 
𝑖𝐿(𝑡) =
𝑉𝑑𝑐1
𝐿
(𝑡 − 𝑡2) + 𝑖𝐿(𝑡2). 
 
(3.13)  
 
• Interval t3 - t4. The inductor voltage is zero and thus, the current through 
L is − 
𝑖𝐿(𝑡) = 𝑖𝐿(𝑡3). 
 
(3.14)  
 
Initial inductor current iL(to) can be derived from equations (3.11) to (3.14) 
considering the volts-second balance of the inductor current. This requires the 
following steps − 
• Substitute by t=t1 in (3.11). This will give iL(t1) as a function of iL(t0). 
• Substitute for iL(t1) in (3.12) and t=t2. This will produce iL(t2) as a function 
of the original iL(t0). 
• Substitute for iL(t2) in (3.13) and t=t3. This will give iL(t3) as a function of 
the original iL(t0). 
• According to (3.14), iL(t4)=iL(t3). Therefore, iL(t4) is obtained as a function 
of the original iL(t0). 
• Since iL(t4) is at half the period and iL(t4)=-iL(t0) due to waveform symmetry, 
therefore by substituting iL(t4)=-iL(t0) into the equation from the previous 
step, iL(t0) is expressed as: 
−2𝑖𝐿(𝑡0) =
𝑉𝑑𝑐1
𝐿
(𝑡3 − 𝑡2) +
𝑉𝑑𝑐1 − 𝑛𝑉𝑑𝑐2
𝐿
(𝑡2 − 𝑡1) +
𝑉𝑑𝑐1
𝐿
(𝑡1 − 𝑡0). (3.15)  
 
But switching instants tn values can be expressed in terms of TPS parameters from 
Table 3.1 such that t0=0, t1=D12Th, t2=(D12+ D2)Th, t3=D1Th and t4=Th Where 
Th=Ts/2. Substituting values of tn in (3.15), iL(t0) can be obtained. 
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𝑖𝐿(𝑡0) = − [
𝑉𝑑𝑐1𝐷1 − 𝑛𝑉𝑑𝑐2𝐷2
4𝑓𝑠𝐿
] (3.16)  
 
Substituting (3.16) into (3.11) to (3.14), the currents considering the half wave 
switching instants for mode 1 are as follows: 
𝑖𝐿(𝑡0) =
−(𝑉𝑑𝑐1𝐷1 − 𝑛𝑉𝑑𝑐2𝐷2)
4𝑓𝑠𝐿
  
 
(3.17) 
𝑖𝐿(𝑡1) =
(−𝑉𝑑𝑐1𝐷1 + 2𝑉𝑑𝑐1𝐷12 + 𝑛𝑉𝑑𝑐2𝐷2)
4𝑓𝑠𝐿
 
𝑖𝐿(𝑡2) =
(−𝑉𝑑𝑐1𝐷1 + 2𝑉𝑑𝑐1𝐷2 + 2𝑉𝑑𝑐1𝐷12 − 𝑛𝑉𝑑𝑐2𝐷2)
4𝑓𝑠𝐿
 
𝑖𝐿(𝑡3) =
(𝑉𝑑𝑐1𝐷1 − 𝑛𝑉𝑑𝑐2𝐷2)
4𝑓𝑠𝐿
 
However, current values should be expressed as function of only TPS parameters 
and DC voltage ratio (i.e.: remove Vdc1 and nVdc2 from the equation), which can be 
done by normalising with respect to Vbase where Vbase= Vdc1 and substituting by 
K12=nVdc2. Accordingly, the generalised format of (3.17) is given as follows: 
𝑖𝐿(𝑡0) = −(𝐷1 − 𝐾12𝐷2)  
(3.18) 
𝑖𝐿(𝑡1) = (−𝐷1 + 2𝐷12 + 𝐾12𝐷2) 
𝑖𝐿(𝑡2) = (−𝐷1 + 2𝐷2 + 2𝐷12 − 𝐾12𝐷2) 
𝑖𝐿(𝑡3) = (𝐷1 − 𝐾12𝐷2) 
   The same normalisation method will be applied to the currents at all switching 
instants for all modes of DAB converter under TPS control. In addition, D12 will be 
replaced by (D12+1) in modes (1’, 2’, 3’, 4’, 5’ and 6’) to account for the proposed 
definition of D12 in this thesis. The per unit current values at the switching instants 
for operating modes of DAB are outlined in Table. 3.2. This new representation of 
the currents guarantees universality being only function of TPS modulation 
parameters (D1, D2, D12) and DC voltage ratio (K12); besides, it is consistent with 
the proposed definition of D12. Consequently, the dependent RMS current 
represented in (3.9) is also function of D1, D2, D12 and K12.  
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Table 3.2: Per Unit Inductor Current Values for Positive Half Cycle Switching Intervals.   
Mode 1 𝑖𝐿(𝑡0) −(𝐷1 −𝐾12𝐷2) 𝑖𝐿(𝑡2) (−𝐷1 + 2𝐷2 + 2𝐷12 − 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (−𝐷1 + 2𝐷12 + 𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 − 𝐾12𝐷2) 
Mode 1’ 𝑖𝐿(𝑡0) −(𝐷1 +𝐾12𝐷2) 𝑖𝐿(𝑡2) (−𝐷1 + 2(𝐷12 + 1) − 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (−𝐷1 + 2𝐷2 + 2(𝐷12 + 1) + 𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 + 𝐾12𝐷2) 
Mode 2 𝑖𝐿(𝑡0) −(𝐷1 − 2𝐾12 +𝐾𝐷2 + 2𝐾𝐷12) 𝑖𝐿(𝑡2) (𝐷1 + 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (𝐷1 + 2𝐾12𝐷1 −𝐾12𝐷2 + 2𝐾12
− 2𝐾12𝐷12) 
𝑖𝐿(𝑡3) (𝐷1 + 𝐾12𝐷2) 
Mode 2’ 𝑖𝐿(𝑡0) −(𝐷1 + 2𝐾12 − 𝐾12𝐷2 − 2𝐾(𝐷12 + 1)) 𝑖𝐿(𝑡2) (𝐷1 − 2𝐾12 − 2𝐾12𝐷1 + 𝐾12𝐷2 
+2𝐾12(𝐷12 + 1)) 
𝑖𝐿(𝑡1) (𝐷1 −𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 − 𝐾12𝐷2) 
Mode 3 𝑖𝐿(𝑡0) −(𝐷1 −𝐾12𝐷2) 𝑖𝐿(𝑡2) (𝐷1 + 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (𝐷1 +𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 − 𝐾12𝐷2) 
Mode 3’ 𝑖𝐿(𝑡0) −(𝐷1 +𝐾12𝐷2) 𝑖𝐿(𝑡2) (𝐷1 − 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (𝐷1 −𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 + 𝐾12𝐷2) 
Mode 4 𝑖𝐿(𝑡0) −(𝐷1 − 2𝐾12 + 𝐾12𝐷2 + 2𝐾12𝐷12) 𝑖𝐿(𝑡2) (−𝐷1 − 2 + 2𝐷2 + 𝐾12𝐷2 + 2𝐷12) 
𝑖𝐿(𝑡1) (𝐷1 +𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 + 𝐾12𝐷2) 
Mode 4’ 𝑖𝐿(𝑡0) −(𝐷1 + 2𝐾12 − 𝐾12𝐷2 − 2𝐾12(𝐷12 + 1)) 𝑖𝐿(𝑡2) (−𝐷1 − 2 + 2𝐷2 + 2(𝐷12 + 1) − 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (𝐷1 −𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 − 𝐾12𝐷2) 
Mode 5 𝑖𝐿(𝑡0) −(𝐷1 −𝐾12𝐷2) 𝑖𝐿(𝑡2) (−𝐷1 + 2𝐷12 + 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (𝐷1 − 2𝐾12𝐷1 + 𝐾12𝐷2 + 2𝐾12𝐷12) 𝑖𝐿(𝑡3) (𝐷1 − 𝐾12𝐷2) 
Mode 5’ 𝑖𝐿(𝑡0) −(𝐷1 +𝐾12𝐷2) 𝑖𝐿(𝑡2) (−𝐷1 + 2(𝐷12 + 1) − 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (𝐷1 + 2𝐾12𝐷1 − 𝐾12𝐷2 − 2𝐾12(𝐷12 + 1)) 𝑖𝐿(𝑡3) (𝐷1 + 𝐾12𝐷2) 
Mode 6 𝑖𝐿(𝑡0) −(𝐷1 +𝐾12𝐷2 + 2𝐾12𝐷12 − 2𝐾12) 𝑖𝐿(𝑡2) (−𝐷1 + 2𝐷12 + 𝐾12𝐷2) 
𝑖𝐿(𝑡1) (−𝐷1 + 2𝐷2 + 2𝐷12 + 𝐾12𝐷2 − 2) 𝑖𝐿(𝑡3) (𝐷1 − 2𝐾12𝐷1 +𝐾12𝐷2 + 2𝐾12𝐷12) 
Mode 6’ 𝑖𝐿(𝑡0) −(𝐷1 − 𝐾12𝐷2 − 2𝐾12(𝐷12 + 1) + 2𝐾12) 𝑖𝐿(𝑡2) (−𝐷1 + 2𝐷2 + 2(𝐷12 + 1) − 𝐾12𝐷2 − 2) 
𝑖𝐿(𝑡1) (−𝐷1 + 2(𝐷12 + 1) − 𝐾12𝐷2) 𝑖𝐿(𝑡3) (𝐷1 + 2𝐾12𝐷1 − 𝐾12𝐷2 − 2𝐾12(𝐷12 + 1)) 
 dd 
3.1.3. Power transfer characteristic 
   The average power transferred by the DAB converter can be calculated at either 
bridge by assuming a lossless inductor in the DAB converter’s equivalent circuit 
model as shown in Fig. 3.3. Per unit power for each mode can be obtained from 
(3.19) with piecewise consideration of the voltage and current waveforms over 
half the period. For example, considering mode 1, power transferred can be 
derived as outlined by (3.20).   
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𝑃 =
1
𝑇ℎ
∫ 𝑣𝑏𝑟1(𝑡). 𝑖𝐿(𝑡)𝑑𝑡
𝑇ℎ
0
 (3.19) 
𝑃 =
𝑉𝑑𝑐1
𝑇ℎ
{∫ [
𝑖𝐿(𝑡1) − 𝑖𝐿(𝑡0)
𝑡1
𝑡 + 𝑖𝐿(𝑡0)] 𝑑𝑡
𝑡1
0
+ ∫ [
𝑖𝐿(𝑡2) − 𝑖𝐿(𝑡1)
𝑡2 − 𝑡1
𝑡 + 𝑖𝐿(𝑡1)] 𝑑𝑡 + ∫ [
𝑖𝐿(𝑡3) − 𝑖𝐿(𝑡2)
𝑡3 − 𝑡2
𝑡 + 𝑖𝐿(𝑡2)] 𝑑𝑡 
𝑡3
𝑡2
 
𝑡2
𝑡1
} 
This reduces to: 
(3.20) 
𝑃 =
𝑉𝑑𝑐1
2𝑇ℎ
[𝑡1(𝑖𝐿(𝑡1) + 𝑖𝐿(𝑡0)) + (𝑡2 − 𝑡1)(𝑖𝐿(𝑡2) + 𝑖𝐿(𝑡1)) + (𝑡3 − 𝑡2)(𝑖𝐿(𝑡3) + 𝑖𝐿(𝑡2))] 
Substituting the time and current instants of mode 1 into (3.20), then dividing 
by base power, per unit power for mode 1 is obtained as follows: 
𝑃 = 2𝐾12(𝐷2
  2 − 𝐷1𝐷2 + 2𝐷2𝐷12). (3.21) 
Similarly, the transferred power for each of the twelve modes can be obtained 
using this approach. The derived power equations for all switching modes and the 
associated power ranges are therefore outlined in Table 3.3.   
Table 3.3: Per Unit Power Transferred for Each Switching Mode with Power Range. 
Switching 
Mode 
Power Transferred Power Range 
Mode 1 𝑃 = 2𝐾12(𝐷2
  2 − 𝐷1𝐷2 + 2𝐷2𝐷12) 𝑃𝑚𝑎𝑥 = 0.5𝐾12 pu , 𝑃𝑚𝑖𝑛 = −0.5𝐾12 pu 
Mode 1’ 𝑃 = −2𝐾12(𝐷2
  2 − 𝐷1𝐷2 + 2𝐷2(𝐷12 + 1)) 𝑃𝑚𝑎𝑥 = 0.5𝐾12 pu , 𝑃𝑚𝑖𝑛 = −0.5𝐾12 pu 
Mode 2 𝑃 = 2𝐾12(𝐷1
  2 −𝐷1𝐷2 + 2𝐷1 − 2𝐷1𝐷12) 𝑃𝑚𝑎𝑥 = 0.5𝐾12 pu , 𝑃𝑚𝑖𝑛 = −0.5𝐾12 pu 
Mode 2’ 𝑃 = −2𝐾12(𝐷1
  2 − 𝐷1𝐷2 − 2𝐷1𝐷12) 𝑃𝑚𝑎𝑥 = 0.5𝐾12 pu , 𝑃𝑚𝑖𝑛 = −0.5𝐾12 pu 
Mode 3 𝑃 = 2𝐾12(𝐷1𝐷2) 𝑃𝑚𝑎𝑥 = 0.5𝐾12 pu , 𝑃𝑚𝑖𝑛 = 0.0 pu 
Mode 3’ 𝑃 = −2𝐾12(𝐷1𝐷2) 𝑃𝑚𝑎𝑥 = 0.0 pu , 𝑃𝑚𝑖𝑛 = −0.5𝐾12 pu 
Mode 4 𝑃 = 2𝐾12(−𝐷2
  2−𝐷12
  2 + 2𝐷2 + 2𝐷12 − 2𝐷2𝐷12 + 𝐷1𝐷2
− 1) 
𝑃𝑚𝑎𝑥 = 0.667𝐾12 pu , 𝑃𝑚𝑖𝑛 = 0.0 pu 
Mode 4’ 𝑃 = −2𝐾12(−𝐷2
  2 − (𝐷3 + 1)
2 + 2𝐷12 − 2𝐷2𝐷12 + 𝐷1𝐷2
+ 1) 
𝑃𝑚𝑎𝑥 = 0.0 pu , 𝑃𝑚𝑖𝑛 = −0.667𝐾12 pu 
Mode 5 𝑃 = 2𝐾12(−𝐷1
  2 − 𝐷12
  2 + 𝐷1𝐷2 + 2𝐷1𝐷12) 𝑃𝑚𝑎𝑥 = 0.667𝐾12 pu , 𝑃𝑚𝑖𝑛 = 0.0 pu 
Mode 5’ 𝑃 = −2𝐾12(−𝐷1
  2 − (𝐷12 + 1)
2 + 𝐷1𝐷2 + 2𝐷1(𝐷12 + 1)) 𝑃𝑚𝑎𝑥 = 0.0 pu , 𝑃𝑚𝑖𝑛 = −0.667𝐾12 pu 
Mode 6 𝑃 = 2𝐾12(−𝐷1
  2 −𝐷2
  2−2𝐷12
  2 + 2𝐷12 
−2𝐷2𝐷12 + 𝐷1𝐷2 + 2𝐷1𝐷12 + 2𝐷2 − 1) 
𝑃𝑚𝑎𝑥 = 𝐾12 pu , 𝑃𝑚𝑖𝑛 = 0.0 pu 
Mode 6’ 𝑃 = −2𝐾12(−𝐷1
  2 − 𝐷2
  2 − 2(𝐷12 + 1)
2 
+2𝐷12 − 2𝐷2𝐷12 + 𝐷1𝐷2 + 2𝐷1(𝐷12 + 1) + 1) 
𝑃𝑚𝑎𝑥 = 0.0 pu , 𝑃𝑚𝑖𝑛 = −𝐾12 pu 
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On the other hand, (3.22) gives reactive power consumed by the inductance in 
DAB. This is based on the fact that inductors do not absorb active power, therefore, 
apparent power SL calculated at the inductor is equivalent to reactive power 
consumed by the inductor.  
𝑄 = 𝑆𝐿 = 𝑉𝐿𝑅𝑀𝑆𝐼𝐿𝑅𝑀𝑆 (3.22) 
Such that 𝐼𝐿𝑅𝑀𝑆 is calculated from (3.9) and 𝑉𝐿𝑅𝑀𝑆 is calculated from (3.23).  
𝑉𝐿𝑅𝑀𝑆 = √
1
𝑇ℎ
∫ 𝑉𝐿
2(𝑡)𝑑𝑡
𝑇ℎ
0
 (3.23) 
For example, to calculate RMS value of inductor voltage for mode 1, integration 
in (3.23) gives: 
𝑉𝐿𝑅𝑀𝑆 =
1
𝑇ℎ
[𝑉𝑑𝑐1
2(𝑡1 − 𝑡0) + (𝑉𝑑𝑐1 − 𝑛𝑉𝑑𝑐2)
2(𝑡2 − 𝑡1) + 𝑉𝑑𝑐1
2(𝑡3 − 𝑡2)]
1/2
. 
(3.24) 
Substituting tn values of mode 1 into (3.24), and normalising (3.24) with respect 
to the base values defined in (3.1) such that: 
(𝑉𝑑𝑐1)𝑝𝑢 =
𝑉𝑑𝑐1
𝑉𝑏𝑎𝑠𝑒
= 1 ,   (𝑛𝑉𝑑𝑐2)𝑝𝑢 =
𝑛𝑉𝑑𝑐2
𝑉𝑏𝑎𝑠𝑒
= 𝐾12. 
 
This gives the per unit RMS value of inductor voltage for switching mode: 
(𝑉𝐿𝑅𝑀𝑆)𝑚𝑜𝑑𝑒1
= (𝐷1 + 𝐾12
2𝐷2 − 2𝐾12𝐷2)
1/2
. (3.25) 
Similarly, RMS value of inductor voltage for all switching modes can be obtained. 
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3.1.4. Model comparison and validation 
   This subsection mainly investigates and evaluates the correctness of the detailed 
DAB model. This is achieved by a model comparison between the detailed model 
and the Simulink-based DAB switching model shown in Fig 3.5. The difference 
(error) between the transferred active power and the AC link’s RMS current in both 
detailed model and SIMULINK model are calculated by (3.26). This is done over 
the entire range of duty ratios D1 and D2 (0≤D1≤1 and 0≤D2≤1) at a fixed D12 and 
K12 to enable 3D plotting of active power and RMS AC link’s current. 
∆𝐼 = |𝐼𝐿𝑅𝑀𝑆 − 𝐼𝐿𝑅𝑀𝑆(𝑆𝑖𝑚)
| 
∆𝑃 = |𝑃 − 𝑃(𝑆𝑖𝑚)| 
       (3.26) 
Where: 
• 𝐼𝐿𝑅𝑀𝑆 is the calculated RMS value of inductor current from the derived 
detailed DAB model. 
• 𝐼𝐿𝑅𝑀𝑆(𝑆𝑖𝑚)
is RMS value of inductor current from the SIMULINK DAB model. 
• P is the calculated transferred active power using the derived detailed 
DAB. 
• P(Sim) is the RMS value of inductor current from the SIMULINK DAB model.   
 
S11 S13
S14S12 S22 S24
S23S21
S21 S23
S22 S24
S12 S14
S13S11
Idc1 Idc2
Vdc2Vdc1
vbr1 vbr2
Rac L
 
Fig. 3.5: SIMULINK-based DAB DC-DC Converter Model. 
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(c) (d) 
Fig. 3.6: Relative difference in active power and AC link’s RMS current between exact model and 
approximate (FHA) model at K12=1, D12=0.5. 
 
The comparison shown in Fig 3.6 proves the correctness of the derived detailed 
DAB model, which means that this derived model is valid for predicting the value 
of active power and RMS AC link’s current at any combination of TPS values. 
Accordingly, this model will be used as the basis for controller design later in this 
thesis. It should also be stated that in order to calculate value of the active power 
and/or RMS current, the switching mode must be identified first based on the 
operational constraints previously shown in Table 3.1. On the contrary, frequency 
domain analysis does not involve complex switching mode classification [29], [90] 
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thus can simplify modelling compared to conventional time-domain modelling. 
That’s why in the next section DAB modelling based on the fundamental harmonic 
is investigated to identify its potential and accuracy in representing the main DAB 
parameters (active power transfer and RMS AC link’s current). In fact, this can be 
beneficial when it comes to high number of ports in a multi active bridge converter 
that involve very high number of switching modes and hence difficult to analyse 
and derive the time-domain based model. 
3.2. Fundamental Harmonic Model 
   In this section, AC link RMS current, active and reactive power in fundamental 
harmonic under TPS is derived and will be referred as FHA model. The correctness 
of the FHA model will be verified by comparing power and current values 
(calculated using the FHA model) with the detailed model (derived in pervious 
section) over the full range of TPS parameters.  
3.2.1. Power and current characterisation 
DAB’s equivalent circuit assuming fundamental harmonic analysis is depicted in 
Fig 3.7. The exact (quasi square) and fundamental harmonic bridge voltages with 
the TPS parameters are shown in Fig 3.8. Fundamental harmonic components of 
bridge voltages as function of (D1, D2, D12) are outlined by (3.27). 
 
Fig. 3.7: Equivalent of DAB circuit in fundamental harmonic. 
                                                 𝒗1(𝑡) = 𝑉1 𝑚𝑎𝑥 𝑠𝑖𝑛(𝜔𝑡). 
(3.27)                          𝒗2(𝑡) = 𝑉2 𝑚𝑎𝑥 𝑠𝑖𝑛(𝜔𝑡 − 𝛿). 
L
iL
v1 v2
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Where 𝑉1 𝑚𝑎𝑥 =
4𝑉𝑑𝑐1
𝜋
𝑠𝑖𝑛 (
𝐷1𝜋
2
) , 𝑉2 𝑚𝑎𝑥 =
4𝑛𝑉𝑑𝑐2
𝜋
𝑠𝑖𝑛 (
𝐷2𝜋
2
) , 𝛿 = 𝜋 (𝐷12 +
𝐷2 − 𝐷1
2
) 
v1
Th Ts
v2
δ
D12Th
D2Th
D1Th
 
Fig. 3.8: Definition of triple phase shift in DAB with exact square wave along with fundamental 
harmonic. 
 
The voltage across the inductor can be derived from: 
𝑉𝐿⃗⃗  ⃗ = 𝑉1⃗⃗  ⃗ − 𝑉2⃗⃗  ⃗ =
4𝑉𝑑𝑐1
𝜋
𝑠𝑖𝑛 (
𝐷1𝜋
2
)∠0 −
4𝑛𝑉𝑑𝑐2
𝜋
𝑠𝑖𝑛 (
𝐷2𝜋
2
)∠ − 𝛿  (3.28) 
Dividing (3.27) by √2 (to get RMS) and changing to rectangular form 
𝑉𝐿⃗⃗  ⃗ =
4𝑉𝑑𝑐1
√2𝜋
𝑠𝑖𝑛 (
𝐷1𝜋
2
) − [
4𝑛𝑉𝑑𝑐2
√2𝜋
𝑠𝑖𝑛 (
𝐷2𝜋
2
) cos(−𝛿) + 𝑗
4𝑛𝑉𝑑𝑐2
√2𝜋
𝑠𝑖𝑛 (
𝐷2𝜋
2
) sin(−𝛿)] 
     =
4
√2𝜋
[(𝑉𝑑𝑐1𝑠𝑖𝑛 (
𝐷1𝜋
2
) − 𝑛𝑉𝑑𝑐2 𝑠𝑖𝑛 (
𝐷2𝜋
2
) cos(𝛿)) + 𝑗𝑛𝑉𝑑𝑐2 𝑠𝑖𝑛 (
𝐷2𝜋
2
) sin(𝛿)] 
 (3.29) 
 
Then RMS value of inductor voltage can be obtained as 
𝑉𝐿𝑅𝑀𝑆
2 =
8
𝜋2
[(𝑉𝑑𝑐1𝑠𝑖𝑛 (
𝐷1𝜋
2
) − 𝑛𝑉𝑑𝑐2 𝑠𝑖𝑛 (
𝐷2𝜋
2
) cos(𝛿))
2
+ (𝑛𝑉𝑑𝑐2 𝑠𝑖𝑛 (
𝐷2𝜋
2
) sin(𝛿))
2
] 
=
8
𝜋2
[𝑉𝑑𝑐1
2𝑠𝑖𝑛2 (
𝐷1𝜋
2
) + 𝑛2𝑉𝑑𝑐2
2 𝑠𝑖𝑛2 (
𝐷2𝜋
2
) − 2𝑛𝑉𝑑𝑐1𝑉𝑑𝑐2 𝑠𝑖𝑛 (
𝐷1𝜋
2
) 𝑠𝑖𝑛 (
𝐷2𝜋
2
) cos(𝛿)] 
(3.30) 
Accordingly, AC link’s RMS current can be calculated from 
 
𝐼𝐿𝑅𝑀𝑆
2 =
𝑉𝐿𝑅𝑀𝑆
2
𝑋2
=
𝑉𝐿𝑅𝑀𝑆
2
(2𝜋𝑓𝑠𝐿)2
 (3.31) 
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Normalising (3.31) with respect to the base values defined in (3.1) such that 
(𝑉𝑑𝑐1)𝑝𝑢 =
𝑉𝑑𝑐1
𝑉𝑏𝑎𝑠𝑒
= 1 ,   (𝑛𝑉𝑑𝑐2)𝑝𝑢 =
𝑛𝑉𝑑𝑐2
𝑉𝑏𝑎𝑠𝑒
= 𝐾12,  (𝑋)𝑝𝑢 =
2𝜋𝑓𝑠𝐿
8𝑓𝑠𝐿
=
𝜋
4
 
Thus, per unit RMS value of AC link current is rewritten as  
𝐼𝐿𝑅𝑀𝑆
2 =
128
𝜋4
[𝑠𝑖𝑛2 (
𝐷1𝜋
2
) + 𝐾12
2 𝑠𝑖𝑛2 (
𝐷2𝜋
2
) − 2𝐾12 𝑠𝑖𝑛 (
𝐷1𝜋
2
) 𝑠𝑖𝑛 (
𝐷2𝜋
2
) cos (𝜋𝐷12 + 𝜋 (
𝐷2 − 𝐷1
2
))] 
                                                (3.32) 
Regarding the active power flow, it can be obtained from: 
𝑃 =
(𝑉1 𝑅𝑀𝑆)𝑝𝑢(𝑉2 𝑅𝑀𝑆)𝑝𝑢
𝑋
sin(𝛿). (3.33) 
Normalising (3.33) with respect to the base values defined in (3.1), this gives the 
per unit RMS value of active power in DAB, rewritten as: 
𝑃 =
32
𝜋3
𝐾12 𝑠𝑖𝑛 (
𝐷1𝜋
2
) 𝑠𝑖𝑛 (
𝐷2𝜋
2
) sin (𝜋𝐷12 + 𝜋 (
𝐷2 − 𝐷1
2
)). (3.34) 
While reactive power can be determined from: 
𝑄 = 𝑉𝐿 𝑅𝑀𝑆  𝐼𝐿 𝑅𝑀𝑆  . (3.35) 
Alternatively, converter reactive power can be represented by the summation of 
reactive powers calculated at bridge terminals such that: 
𝑄 = 𝑄1 + 𝑄2 .     (3.36) 
Where: • 𝑄𝑖 = 𝑉𝑖 𝑅𝑀𝑆  𝐼𝐿 𝑅𝑀𝑆 sin(𝜃𝑣𝑖 − 𝜃𝐼𝐿)        𝑖 = 1, 2. 
• 𝜃𝑣𝑖 is the angle of bridge 1 or 2 voltage (𝑣1⃗⃗⃗⃗ , 𝑣2⃗⃗⃗⃗ ). 
• 𝜃𝐼𝐿 is the angle of the inductor current 𝐼𝐿⃗⃗⃗  . 
 
The major advantage of the fundamental harmonic model is that it’s free from 
switching mode classification which highly facilitates the representation of DAB. 
However, the effectiveness of this model (i.e.: fundamental harmonic model.) 
needs further investigation which will be discussed in next section.  
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3.2.2. Model comparison and validation 
The objective from this section is to evaluate the effectiveness of the fundamental 
harmonic model in representing the main DAB parameters. To do this, a model 
comparison is held between the detailed model and the fundamental harmonic 
model. The difference (error) between the transferred active power and the AC 
link’s RMS current in both exact and approximate models are calculated by (3.37). 
∆𝐼 = |𝐼𝐿𝑅𝑀𝑆 − 𝐼𝐿𝑅𝑀𝑆(1)
| 
∆𝐼% =
|𝐼𝐿𝑅𝑀𝑆 − 𝐼𝐿𝑅𝑀𝑆(1)
|
𝐼𝐿𝑅𝑀𝑆
 
∆𝑃 = |𝑃 − 𝑃(1)| 
∆𝑃% =
|𝑃 − 𝑃(1)|
𝑃
 
(3.37) 
Where:  
• 𝐼𝐿𝑅𝑀𝑆 is RMS value of inductor current. 
• 𝐼𝐿𝑅𝑀𝑆(1)
is RMS value of inductor current in fundamental harmonic. 
• 𝑃 is transferred active power. 
• 𝑃(1) is fundamental harmonic active power transferred. 
 
 
Results shown in Fig.3.9 and Fig. 3.10 confirm the following:  
• Relative difference is negligible (especially at high values of D1 and D2) such 
that it does not exceed of 0.05 pu which verifies the correctness of the exact 
model. A high value of error is observed in active power ─ in Fig 3.9 (d) and 
Fig 3.10(d) ─ at areas near D1=0 or D2=0 or D1=D2=0 as these values of 
duty ratios produce very small value of P and hence P is at the denominator 
of ΔP ─ outlined by (3.37) ─ the value of error is high.  
• Percentage difference is relatively high at small values of D1 and D2 which 
supports the claim from literature [33]&[90]. 
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• The fundamental harmonic components represent the majority of the power 
and current in DAB, which means the approximate model can be used as a 
simplified tool for performing preliminary steady state analysis.  
D12=0.5, K12=1 
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Fig. 3.9: Relative difference in active power and AC link’s RMS current between exact model and 
approximate (FHA) model at K12=1, D12=0.5. 
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D12=-0.5, K12=0.5 
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Fig. 3.10: Relative difference in active power and AC link’s RMS current between exact model 
and approximate (FHA) model at K12=0.5, D12=-0.5. 
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3.3. Summary 
In this chapter a generalised per unit model of a DAB converter, based on 
standardised TPS modulation and square wave analysis, was developed. The 
developed model is generalised for any DAB converter regardless of ratings and 
parameter values. It also covers all possible switching modes and includes the effect 
of voltage conversion ratio. The correctness of the derived model is confirmed by 
comparison with SIMULINK-based DAB model. The derived detailed DAB model will 
serve as the foundation building block in developing a generic optimised power flow 
DAB controller for detailed discussion later in this thesis. Then an FHA model – that 
does not does not involve complex switching mode classification – is derived and 
investigated to identify its accuracy in representing the main DAB parameters.  
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Chapter 4. Modelling and Analysis of MAB DC-DC 
Converter 
    This chapter contributes to the modelling and power flow analysis of the multi 
active bridge (MAB) DC-DC converter operating with a standardised phase shifting 
control scheme for MAB. A generalised circuit diagram of n-port MAB converter is 
depicted in Fig 4.1.  
v1
+
-
+
-
v2
+
-
vn 
L L
L
Vdc
.
.
.
.
Bridge 1 Bridge 2
Bridge n
.
...
.
Idc2
Idc n
Idc1
i2
in
i1
N1 N2
Nn
+
-
Vdc 2
+
-
1
vn-1
+
-
L
Bridge n-1
Idc n-
in-
Nn-Vdc
+
-
n-
+
-
Vdc n
.
.
.
.
1
1
1
1
 
Fig. 4.1: Generalised circuit diagram of MAB converter with n ports. 
The chapter also covers the study of a non-isolated MAB DC-DC converter under 
various purely inductor-based AC link topologies. Absence of the interface 
transformer in a non-isolated converter can significantly reduce the converter 
weight and footprint since inductors can be air-core based; which avoids magnetic 
saturation and mitigates the high frequency constraints imposed by high losses in 
magnetic cores. The objective of analysing the non-isolated version of the 
converter is to identify the topology that offers minimum converter footprint (i.e.: 
minimum value of the AC link inductors.) in addition to minimum internal RMS 
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current stresses and reactive power losses. The analysis is carried out for the triple 
active bridge (TAB) and the results/conclusions are then generalised for MAB. 
Finally, the chapter provides per unit power-flow analysis, which leads to 
developing a generic phase shift decoupler for an n-port MAB converter. On this 
basis a PI-based power flow controller is developed. 
4.1. Multi Phase Shift (MPS) Control 
      The power flow between any two ports is essentially controlled through phase-
shift-modulation of the square-wave voltages generated by their corresponding 
active-bridge modules. This section presents the multi phase shift modulation 
scheme (MPS) which acts as a common framework for applying a phase-shift 
modulation technique on MAB converters. MPS is an extension of triple phase shift 
TPS used for two-port active bridge DAB. It enables full utilisation of all possible 
modulation parameters (i.e.: all degrees of freedom from the control point of 
view.). The available degrees of freedom are duty ratios of the bridge voltages Di 
and phase shifts Dij defined as phase angle between the positive-going edges of vi 
and vj. These control parameters are obtained using classical phase shifting of gate 
signals S11-S14 up to Sn1-Sn4 such that in per unit terms 0≤Di≤1 and -1≤Dij≤1. 
Modulation parameters are normalised with respect to half the switching cycle (Th). 
      It is highly complicated to consider an exact model in this chapter as the 
number of operational modes will be very high for n-port MAB, so fundamental 
harmonic modelling is used. The closeness of the approximation has been 
validated in chapter three, and hence will be used thereafter in analysis of MAB 
converter. The representation of the MAB AC-side voltages in equivalent 
fundamental harmonic are given by (4.1) where Kri represents the DC voltage ratio 
with respect to reference port’s voltage (base voltage). The inclusion of this ratio 
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enables representation of MAB’s different operating modes, such that Kri=1 
designates unity-gain mode between port i and reference port and Kri≠1 
designates buck/boost mode between port i and reference port. An illustration of 
the MPS modulation parameters over typical AC-side bridge voltage waveforms is 
shown in Fig.4.2.  
        𝒗𝑖(𝑡) = 𝑉𝑖 𝑚𝑎𝑥 𝑠𝑖𝑛(𝜔𝑡 − 𝛿𝑖𝑗). (4.1) 
Such that 𝑉𝑖 𝑚𝑎𝑥 =
4𝑉𝑏𝑎𝑠𝑒𝐾𝑟𝑖
𝜋
𝑠𝑖𝑛 (
𝐷𝑖𝜋
2
) , 𝐾𝑟𝑖 =
𝑁𝑖
𝑁𝑟
𝑉𝑑𝑐𝑖
𝑉𝑟
, 𝛿𝑖𝑗 = 𝜋 (𝐷𝑖𝑗 +
𝐷𝑖 − 𝐷𝑗
2
)  . 
 Where:   • i, j=1,2,…,n. 
• n is number of ports in MAB. 
• r is number of reference bridge. 
• Ni is turns ratio of bridge i. 
vi
Th Ts
vj
DiTh
DjTh
DijTh
δij
 
Fig. 4.2: Definition of multi phase shift control in multi active bridge. 
4.2. Non-Isolated Converter AC Link Topologies 
   This section provides a comprehensive study of new purely inductor-based AC-
link topologies in MAB converters. The absence of an interface transformer in the 
converter can significantly reduce converter weight and footprint in some low-
power applications. Also, the transformer may not be needed for voltage matching 
such as in applications where DC voltage ratio is not high: for instance, in fuel-
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cell-based regenerative power systems with rated power higher than 5kW as a HV 
battery and a non-isolated bidirectional converter may be used [121]. In addition, 
inductors can be air-core-based: this approach may involve larger volume but can 
also avoid magnetic saturation and mitigate the high switching frequency 
constraints imposed by large losses in magnetic cores of transformers. The 
analysis in this section is carried out for the TAB and the results/conclusions are 
generalised for MAB regardless of the number of ports. 
4.2.1. Proposed AC Link Topologies 
   A TAB circuit diagram is shown in Fig. 4.3 where two equivalent interface 
inductors are utilised with each H-bridge for allowing standardised analysis. Fig.4.3 
represents a generic non-isolated TAB structure with any possible AC link 
connection. By replacing each H-bridge by its equivalent fundamental harmonic 
bridge voltage, the equivalent circuit of a non-isolated TAB is obtained as shown 
in Fig. 4.4. From this equivalent circuit shown in Fig. 4.4 six possible topologies of 
the AC link can be constructed as shown in Table 4.1.  
v1
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+
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S21
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S24
+
-
v2
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S33
S34
+
-
vn 
L L
L
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Bridge 1 Bridge 2
Bridge 3
+
Vdc3
L L
L
 
Fig. 4.3: Generic circuit diagram of non-isolated TAB. 
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Fig. 4.4: Equivalent circuit of the non-isolated TAB. 
Table 4.1: AC link Topologies for the non-isolated TAB. 
 AC link Topology 1 AC link Topology 2 AC link Topology 3 
 
 
 
 
 
 
 
AC link Topology 4 AC link Topology 5 AC link Topology 6 
 
 
 
 
 
 
 
 
4.2.2. Steady state modelling 
   Studying the six TAB topologies in Table 4.1 permits identification of the optimal 
topology in terms of:  minimum interface inductor size, minimum reactive power 
and current stresses. The criterion for comparison between the topologies is the 
v1
i1
v2
i2
v3
i3
L
L
L
L
LL
v1 v2
i3i2i1
L1 L1 L1
L1L1L1
v3
L2
L2L2
L2L2
L2
i2 i3i1
v1 v2 v3
L3
L3L3
L3L3
L3
i1 i2 i3
v1 v2 v3
L4
L4L4
L4L4
L4
i1 i2 i3
v1 v2 v3
L5
L5L5
L5L5
L5
i1 i2 i3
v3v2v1
L6
L6L6
L6L6
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i2 i3i1
v1 v2 v3
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inductor value (Li) and the total reactive power losses at same given power 
transfer level. For this sake a comprehensive TAB model, under all topologies, is 
developed in terms of active and reactive power in this section. This is achieved 
by assuming a fundamental frequency analysis, which is sufficient for the purpose 
of analysis (i.e.: identifying optimal topology.). Derived active and reactive power 
expressions will be used to establish the comparison between topologies in order 
to identify the optimal AC link topology for the non-isolated TAB converter. Per 
unit active and reactive power expressions at the AC terminals of each bridge are 
calculated using (4.3) and (4.4). Considering bridge 1 as the reference port, 
required phase shifts to represent power flow are D12 and D13 while δ11=0, K11=1. 
𝑃𝑖 = 𝑉𝒊 𝑅𝑀𝑆  𝐼𝒊 𝑅𝑀𝑆  𝑐𝑜𝑠(𝛿𝟏𝒊 − 𝜃𝑖). (4.3) 
𝑄𝑖 = 𝑉𝑖 𝑅𝑀𝑆  𝐼𝑖 𝑅𝑀𝑆  𝑠𝑖𝑛(𝛿1𝑖 − 𝜃𝑖).  (4.4) 
Where:  • 𝜃𝑖 is the angle of AC-side current’s bridge i. 
• c 𝛿1𝑖 = 𝜋 (𝐷1𝑖 +
𝐷𝑖 − 𝐷1
2
) , 𝑉𝑖 𝑅𝑀𝑆 =
4𝐾1𝑖
𝜋√2
𝑠𝑖𝑛 (
𝐷𝑖𝜋
2
). 
To enable the use of (4.3) and (4.4) for active/reactive power calculation, the first 
step is to derive the AC-side RMS current at each bridge for the investigated 
topologies using basic circuit analysis based on the fundamental frequency 
approximation of bridge voltage (4.1)-(4.2). The AC-side RMS currents are 
calculated in per unit normalized to Ibase which is derived from Dual Active Bridge 
(DAB) analysis [69], [32]. Accordingly, the base values defined in (3.1) are 
adopted for the TAB as well. In this context, the interface inductor for each 
topology will be calculated as function of Lbase. Equation (4.7) gives the value of 
Lbase that produces maximum power transfer (Pmax=1 pu) given the DC side voltage 
of bridge 1 (reference bridge) and switching frequency.  
𝐿𝑏𝑎𝑠𝑒 =
𝑉𝑑𝑐1
2
8 𝑓𝑠 𝑃𝑚𝑎𝑥  
 (4.7) 
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(a) Analysis of AC link Topology 1 
This section covers the derivation of AC-side RMS current and active/reactive 
power for topology 1. Per unit AC-side instantaneous current at each port can be 
derived based on (4.8). 
𝑖𝑚(𝑡) =
𝑣𝑖(𝑡) − 𝑣𝑐(𝑡)
𝑗2𝜋𝑓(2𝐿1)/𝑍𝑏𝑎𝑠𝑒
 (4.8) 
Such that: 
• m is the number of port. 
• 𝑣𝑐 is per unit common node voltage as depicted in Fig. 4.5. 
• 𝐿1is interface inductor of topology 1. 
• 𝑣𝑖(𝑡) is per unit AC-side bridge voltage defined by (4.1) and (4.2). 
 
Fig. 4.5: Equivalent circuit of the non-isolated TAB under Topology 1. 
 
On this basis, AC-side instantaneous currents are derived and represented in 
rectangular form as outlined by (4.9)-(4.11).  
𝐼1̅ = −𝑗
4𝐿𝑏𝑎𝑠𝑒
2𝜋𝐿1
( 𝑉1 𝑅𝑀𝑆 − 𝑉?̅?) 
(4.9) 
𝐼2̅ = −𝑗
4𝐿𝑏𝑎𝑠𝑒
2𝜋𝐿1
( 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑗 𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉?̅?) 
(4.10) 
𝐼3̅ = −𝑗
4𝐿𝑏𝑎𝑠𝑒
2𝜋𝐿1
( 𝑉3 𝑅𝑀𝑆 cos(𝛿3) − 𝑗 𝑉3 𝑅𝑀𝑆 sin(𝛿3) − 𝑉?̅?) 
(4.11) 
Since 𝐼1̅ + 𝐼2̅ + 𝐼3̅ = 0, it follows that 
?̅?𝑐 =
1
3
[(𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) − 𝑗(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿2))]. (4.12) 
v1 v2
i3i2i1
2L1 2L1 2L1
v3
vc
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Substituting (4.12) into (4.9)-(4.11) yields: 
𝐼1̅ =
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
[(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
 
   (4.13) 
𝐼2̅ =
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
[(−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) + 𝑗(𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
 
   (4.14) 
𝐼3̅ =
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
[(𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)) + 𝑗(𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
 
   (4.15) 
 
Thus, the AC-side RMS currents are: 
|𝐼1|𝑅𝑀𝑆
=
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
√(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3))2 + (2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3))2 
(4.16) 
|𝐼2|𝑅𝑀𝑆
=
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
√(−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3))2 + (𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))2 
(4.17) 
|𝐼3|𝑅𝑀𝑆
=
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
√(𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3))2 + (𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3))2 
(4.18) 
Finally, the normalised active and reactive power expressions as function of 
modulation parameters (D1, D2, D3, D12, D13), AC link inductor (L1) and base 
inductance (Lbase) can be obtained by substituting in (4.5) and (4.6). Thus: 
𝑃1 =
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉1 𝑅𝑀𝑆 ( 𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3) ). 
 
 
 
 
 
 
 
 
  (4.19) 
𝑄1 =
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 −𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3) ). 
𝑃2 =
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3) ]
− 𝑠𝑖𝑛(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]). 
𝑄2 = −
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3) ]
+ 𝑐𝑜𝑠(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]). 
𝑃3 =
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3) ]
− 𝑠𝑖𝑛(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]). 
𝑄3 = −
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
+ 𝑐𝑜𝑠(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]). 
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(b) Analysis of AC link Topologies 2-6 
Similarly, a steady state model based on fundamental harmonic component can 
be derived for the remaining topologies. All other remaining topologies are 
analysed in detail in Appendix A, following a similar procedure as in the preceding 
derivation for Topology 1. Tables 4.2, 4.3 and 4.4 show the derived active power, 
reactive power and AC-side RMS currents respectively for all AC link topologies. 
Table 4.2: Per Unit Active Power at Each H-Bridge Normalized to Pbase. 
Topology Active power 
 
 
 
 
1 
 
P1 4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉1 𝑟𝑚𝑠 ( 𝑉2 𝑟𝑚𝑠 sin(𝛿2) +  𝑉3 𝑟𝑚𝑠 sin(𝛿3) ) 
P2 4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
   𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3) ] − 𝑠𝑖𝑛(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
P3 4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
    𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2 𝑉3 𝑅𝑀𝑆 sin(𝛿3) ] − 𝑠𝑖𝑛(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
 
 
2 
P1 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉1 𝑅𝑀𝑆 ( 0.5𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 0.5𝑉3 𝑅𝑀𝑆 sin(𝛿3) ) 
P2 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3) ] − 𝑠𝑖𝑛(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
P3 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3) ] − 𝑠𝑖𝑛(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
 
3 
P1 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉1 𝑅𝑀𝑆 ( 𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3) ) 
P2 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
    𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2)[ −2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑠𝑖𝑛(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
P3 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
    𝑉3 𝑅𝑀𝑆(𝑐𝑜𝑠(𝛿3)[ 𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑠𝑖𝑛(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) −  2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
 
4 
P1 4𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
 𝑉1 𝑅𝑀𝑆 ( 𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)) 
P2 
−
4𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
  𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2) [ 𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑠𝑖𝑛(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) −  𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
P3 4𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
  𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3) [ 𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)] ) + 𝑠𝑖𝑛(𝛿3)[ 𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) −  𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
 
 
5 
P1 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉1 𝑅𝑀𝑆 (−𝑉2 𝑅𝑀𝑆 sin(𝛿2) −  𝑉3 𝑅𝑀𝑆 sin(𝛿3)) 
P2 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2) [−4𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑠𝑖𝑛(𝛿2)[ 2𝑉1 𝑅𝑀𝑆 + 4𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
P3 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3) [−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 4 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑠𝑖𝑛(𝛿3)[ 2𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 4𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
6 
P1 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉1 𝑅𝑀𝑆 (−𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) 
P2 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
  𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2) [ −2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑠𝑖𝑛(𝛿2)[−𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
P3 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
  𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3) [ −𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑠𝑖𝑛(𝛿3)[−𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
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Table 4.3:Per Unit Reactive Power at Each H-Bridge Normalized to Pbase. 
Topology Reactive power 
 
 
1 
Q1 4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 −𝑉2 𝑅𝑀𝑆 cos(𝛿2) −  𝑉3 𝑅𝑀𝑆 cos(𝛿3) ) 
Q2 
−
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3) ] + 𝑐𝑜𝑠(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
Q3 −
4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
  𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑐𝑜𝑠(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
2 
Q1 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉1 𝑅𝑀𝑆 ( 𝑉1 𝑅𝑀𝑆 −  0.5𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 0.5𝑉3 𝑅𝑀𝑆 cos(𝛿3) ) 
Q2 
−
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3) ] + 𝑐𝑜𝑠(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
Q3 
−
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑐𝑜𝑠(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
3 
Q1 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) 
Q2 
−
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2) [−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑐𝑜𝑠(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
Q3 
−
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3) [𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑐𝑜𝑠(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑟𝑚𝑠 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
4 
Q1 4𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
 𝑉1 𝑅𝑀𝑆 (  𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) −  𝑉3 𝑅𝑀𝑆 cos(𝛿3)) 
Q2 4𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
   𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2) [ 𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑐𝑜𝑠(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) −  𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
Q3 4𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
  𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3) [ 𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)] ) − 𝑐𝑜𝑠(𝛿3)[ 𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) −  𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
5 
 
Q1 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) 
Q2 
−
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2) [−4𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑐𝑜𝑠(𝛿2)[ 2𝑉1 𝑅𝑀𝑆 + 4𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
Q3 
−
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3) [−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 4𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑐𝑜𝑠(𝛿3)[ 2𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 4𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
6 
Q1 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) 
Q2 
− 
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2) [ −2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑐𝑜𝑠(𝛿2)[−𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑟𝑚𝑠 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)])     
Q3 
− 
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3) [ −𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)] + 𝑐𝑜𝑠(𝛿3)[−𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑟𝑚𝑠 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)])     
 
Table 4.4:Per Unit AC-side RMS currents at Each H-Bridge Normalized to Ibase. 
Topology Active/Reactive power expression 
 
 
 
 
1 
 
𝐼1 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼2 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
√[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼3 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
6𝜋𝐿1
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
2 
𝐼1 𝑅𝑀𝑆 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼2 𝑅𝑀𝑆 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
√[2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([−𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼3 𝑅𝑀𝑆 𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
3 
𝐼1 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
2𝜋𝐿3
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼2 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
2𝜋𝐿3
√[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼3 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
2𝜋𝐿3
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
4 𝐼1 𝑅𝑀𝑆 
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𝐼2 𝑅𝑀𝑆 2𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼3 𝑅𝑀𝑆 
5 
𝐼1 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
√[0.25𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 0.25𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([0.5𝑉1 𝑅𝑀𝑆 + 0.25𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 0.25𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼2 𝑅𝑀𝑆 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 0.5𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([0.5𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 0.5𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼3 𝑅𝑀𝑆 2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
√[0.5𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([0.5𝑉1 𝑅𝑀𝑆 + 0.5𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
6 
𝐼1 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
√[0.5𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 0.5𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 + 0.5𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 0.5𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼2 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 0.5𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([0.5𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 0.5𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
𝐼3 𝑅𝑀𝑆 4𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
√[0.5𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([0.5𝑉1 𝑅𝑀𝑆 + 0.5𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
4.2.3. Calculation of AC inductance for each topology 
The objective of the analysis in this section is to calculate the value of the interface 
inductor (Li) for all investigated topologies that ensures a maximum power transfer 
of 1pu. The procedure is to equate the active power at bridge 1 to maximum power 
(P1=1pu) and substitute with unity duty ratios D1=D2=D3=1 and phase shift ratios 
D12=D13=0.5. This was necessary to mathematically simplify power equation of 
bridge 1 and allow calculating AC link inductance Li as a function of base inductance 
(Lbase) and DC voltage ratios (K12, K13) enabling a standardised comparison. The 
calculated AC link inductor values for investigated topologies are shown in Table 
4.5.  
Table 4.5: Inductor values of the TAB AC link topologies. 
AC link Topology (1) AC link Topology (2) AC link Topology (3) 
𝐿1 =
43
2 ∗ 6𝜋3
(𝐾12 + 𝐾13)𝐿𝑏𝑎𝑠𝑒 𝐿2 =
43
2 ∗ 4𝜋3
(𝐾12 + 𝐾13)𝐿𝑏𝑎𝑠𝑒 𝐿3 =
43
2 ∗ 2𝜋3
(𝐾12 + 𝐾13)𝐿𝑏𝑎𝑠𝑒 
AC link Topology (4) AC link Topology (5) AC link Topology (6) 
𝐿4 =
43
2 ∗ 6𝜋3
(𝐾12 + 𝐾13)𝐿𝑏𝑎𝑠𝑒 𝐿5 =
43
2 ∗ 4𝜋3
(𝐾12 + 𝐾13)𝐿𝑏𝑎𝑠𝑒 𝐿6 =
43
2 ∗ 2𝜋3
(𝐾12 + 𝐾13)𝐿𝑏𝑎𝑠𝑒 
 
The definition of Li as a function of Lbase, K12, K13 is generic and thus enables 
designing the AC link according to converter parameters. For example, the AC link 
design of a non-isolated TAB converter based on topology 1 with rated power of 
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500 Watt, fs=2500 Hz, Vdc1=100 volt and Vdc2=40 volt, Vdc3=60 volt at K12=0.4 and 
K13=0.6, requires the following steps− 
1- Calculate Lbase using (4.7), then Lbase= 1 mH. 
2- Substitute Lbase in the Li according to the AC link topology from Table 4.3, 
then L1 = 3.44e-04 H for topology 1. 
3- To verify the correctness of the calculated interface inductor (L1), employ L1 
in the active power equations of topology-1 (as outlined by Table 4.2) and 
use modulation parameters (D1=D2=D3=1, D12=D13=0.5) to obtain full 
power. This will produce: P1=1 pu=500 W, P2=-0.4 pu=-200 W and P3=-0.6 
pu=-300 W, such that maximum power is delivered by port 1 while the 
other two ports are sinking maximum power as governed by their 
corresponding DC voltage ratios K12 and K13.  
Topologies 1 and 4 offer minimum value of AC link inductor (hence minimum 
footprint, volume and weight) considering the inductor value of the AC link for 
each topology shown in Table 4.5. This means that these two topologies can 
transfer the full range of power with the minimum AC link’s inductor value, and 
hence minimum physical footprint. 
4.2.4. Calculation of topologies’ RMS current and reactive power 
It is now necessary to investigate the topology that incorporates minimum current 
stresses (and hence minimum reactive power losses) for the same level of power 
transferred in the topologies under study. This can be done by evaluating the 
resultant RMS current of each topology (IRMS) and total reactive power losses (Qtot) 
in all topologies. For this sake unity duty ratios (D1=D2=D3=1) with maximum 
phase shifts (D12=D13=0.5) are implemented, thus producing full power for all 
topologies. This allows standardised comparison of total reactive power (defined 
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as Qtot=Q1+Q2+Q3) while IRMS is defined as the resultant of RMS currents of all AC 
link branches given by (4.20). Calculated values of RMS currents and reactive 
power at various DC voltage ratios are as shown Table 4.6.  
𝐼𝑅𝑀𝑆 = √∑(𝐼𝑖 𝑅𝑀𝑆)2
𝑛
𝑖=1
 (4.20) 
Where 𝐼𝑖 𝑅𝑀𝑆 is the RMS current at AC side of each H-bridge, n=3 for triple active 
bridge, n=4 for quad active bridge and so on. 
 
Table 4.6: Calculated RMS currents and reactive power at various DC voltage ratios. 
 
Topology 
K12=1, K13=1 K12=0.4, K13=0.6 K12=0.7, K13=0.3 
P1=1 pu,P2=-0.5 pu, 
P3=-0.5 pu 
P1=1 pu,P2=-0.4 pu, 
P3=-0.6pu 
P1=1 pu,P2=-0.7 pu, 
P3=-0.3 pu 
Qtot IRMS Qtot IRMS Qtot IRMS 
1 2.00 pu 1.92 pu 2.56 pu 3.08 pu 2.74 pu 3.18 pu 
2 2.00 pu 1.92 pu 2.56 pu 3.08 pu 2.74 pu 3.18 pu 
3 2.00 pu 1.92 pu 2.56 pu 3.08 pu 2.74 pu 3.18 pu 
4 2.50 pu 2.15 pu 2.00 pu 2.72 pu 2.00 pu 2.72 pu 
5 4.00 pu 2.94 pu 3.52 pu 3.77 pu 3.58 pu 3.78 pu 
6 4.00 pu 2.94 pu 3.52 pu 3.77 pu 3.58 pu 3.78 pu 
 
 
(a)                                                       (b) 
Fig. 4.6: Calculated RMS currents and reactive power for all topologies at various DC voltage 
ratios− (a) IRMS (b) Qtot. 
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   Hence topologies 1, 2 and 3 yield minimum IRMS and Qtot in unity gain mode 
(K2=K3=1). However, topology 4 achieves minimum IRMS and Qtot and then comes 
topologies 1, 2 and 3 considering buck/boost modes (K12=0.4, K13=0.6) and 
(K12=0.7, K13=0.3) as shown in Fig 4.6. Nevertheless, topology 4 is the least 
reliable topology given it is basically a series configuration which means that if any 
of the bridges fail (i.e.: under fault condition) the entire system collapses. 
Therefore, topologies 1, 2, 3 are optimal topologies in the criteria of reactive 
power, RMS current and reliability. This is because they offer minimum RMS 
current and reactive power losses in unity-gain mode and achieve the best 
combination of reduced RMS current and reactive power along with reliability 
(compared to topology 4) in buck/boost modes. 
4.2.5. Selection of Optimal AC Link Topology 
   Findings regarding the value of interface inductor outlined by Table 4.5, as well 
as the resultant RMS current and total reactive power losses for all investigated 
topologies illustrated by Fig 4.6, conclude that the star-connected AC link 
(topology-1) is the optimal topology for a purely inductive AC link for a non-
isolated MAB converter. This is because it realises both minimum AC link 
inductance as well as minimum reactive losses.   
4.3. New Decoupled Power Controller 
   The aim of this subsection is to develop a simple and scalable decoupled power 
controller for MAB converter with any number of ports. The coupled and nonlinear 
relationship of phase shifts with power at every H-bridge makes it vital to develop 
a phase shift decoupler to enable utilising conventional PI controllers for power 
flow regulation in MAB converter.  
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4.3.1. Controller Design 
The non-linear relationship is shown in (4.21) which represents normalised 
fundamental harmonic power flow characteristics for TAB converter (3-port MAB). 
This is considering star-connected inductive-based AC link equivalent at unity gain 
mode (K12=K13=1), unity duty ratios (D1=D2=D3=1) and port 1 as the reference 
port. 
𝑃1 =
1
2
[𝑆𝑖𝑛 (𝐷12) + 𝑆𝑖𝑛 (𝐷13)]  
(4.21) 𝑃2 =
1
2
[−𝑆𝑖𝑛 (𝐷12) + 𝑆𝑖𝑛 (𝐷13 − 𝐷12)]  
𝑃3 =
1
2
[−𝑆𝑖𝑛 (𝐷13) + 𝑆𝑖𝑛 (𝐷12 − 𝐷13)].  
Power flow for MAB with n-ports are required in order to design a decoupler for 
MAB converter. Power flow in four-port (quad) active bridge (QAB) is derived as 
outlined by (4.22). This is considering the star-connected AC link, the approach 
presented in section 4.2.2 can be used to derive active power with AC link inductor 
value at this case calculated as (𝐿1 =
3∗42
2𝜋3
𝐿𝑏𝑎𝑠𝑒). By considering unity gain mode 
(K12=K13=K14=1), unity duty ratio (D1=D2=D3=D4=1) and port 1 as the reference 
port, the normalised fundamental harmonic power flow for the QAB converter is: 
𝑃1 =
1
3
[𝑆𝑖𝑛 (𝐷12) + 𝑆𝑖𝑛 (𝐷13) + 𝑆𝑖𝑛 (𝐷14)]. 
(4.22) 
𝑃2 =
1
3
[−𝑆𝑖𝑛 (𝐷12) + 𝑆𝑖𝑛 (𝐷13 − 𝐷12) + 𝑆𝑖𝑛 (𝐷14 − 𝐷12)]. 
𝑃3 =
1
3
[−𝑆𝑖𝑛 (𝐷13) + 𝑆𝑖𝑛 (𝐷12 − 𝐷13) + 𝑆𝑖𝑛 (𝐷14 − 𝐷13)].  
𝑃4 =
1
3
[−𝑆𝑖𝑛 (𝐷14) + 𝑆𝑖𝑛 (𝐷12 − 𝐷14) + 𝑆𝑖𝑛 (𝐷13 − 𝐷14)].  
By inspection of the normalised power flow analysis of both TAB and QAB 
converters, as outlined by (4.21) and (4.22), a trend is observed and thus 
generalised power flow analysis for an n-port MAB converter is given by (4.23) 
where r stands for reference port. The generalised form for the active power in 
MAB converter with N ports ─ outlined by (4.23) ─ can be also attained using 
superposition method, mathematical derivation of this is provided in Appendix B. 
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𝑃𝑗 =
1
𝑛 − 1
[−𝑆𝑖𝑛 (𝐷𝑟𝑗) +∑Sin (𝐷𝑟𝑖 − 𝐷𝑟𝑗)
𝑛
𝑖=2
] , 𝑗 = 1,2… , 𝑛  
 (4.23) 
Where n is number of H-bridges, n≠1 and 𝐷𝑖𝑖 = 0. 
 
From this, and by using Taylor’s series, a general linearised form of the power flow 
analysis is given as follows: 
𝑃𝑗 = 𝑐𝑗 +  ∑𝐶𝑗𝑖  𝐷𝑟𝑖
𝑛
𝑖=1
𝑖≠𝑟
 , 𝑗 = 1,2,3, … . , 𝑛. (4.24) 
Where  
𝑐𝑖 = 𝑃𝑖(𝑎1, 𝑎2, . . 𝑎𝑛−1) + ∑
𝜕𝑃𝑖  
𝜕𝐷𝑟𝑗  
(𝑎1, 𝑎2, . . 𝑎𝑛−1) ∗ (−𝑎𝑗) 
𝑛
𝑗=1
𝑗≠𝑟
 
𝐶𝑗𝑖 = 
𝜕𝑃𝑖  
𝜕𝐷𝑟𝑗  
(𝑎1, 𝑎2, . . 𝑎𝑛−1) 
Such that coefficients ci and cji are calculated at equilibrium points 
(Dri=a1……Drn=an-1 r≠i). 
Then (4.24) can be expressed as  
[
𝑃1
⋮
𝑃𝑛
] = [
𝐶12 ⋯ 𝐶1𝑛
⋮ ⋱ ⋮
𝐶𝑛2 ⋯ 𝐶𝑛𝑛
] [
𝐷𝑟𝑖
⋮
𝐷𝑟𝑛
] + [
𝑐1
⋮
𝑐𝑛
] 
 
 (4.25) 
However, for power flow control, we need to regulate only (n-1) bridge powers, as 
(P1+P2+…Pn=0). This can be expressed as follows 
                   [
𝑃1
⋮
𝑃𝑛−1
] = [
𝐶12 ⋯ 𝐶1𝑛
⋮ ⋱ ⋮
𝐶𝑞2 ⋯ 𝐶𝑞𝑛
] [
𝐷𝑟𝑖
⋮
𝐷𝑟𝑛
] + [
𝑐1
⋮
𝑐𝑛−1
] , 𝑞 = 𝑛 − 1    (4.26) 
Then (4.28) is rewritten as follows 
[
𝐷𝑟𝑖
⋮
𝐷𝑟𝑛
]=𝐶−1  [
𝑃1 − 𝑐1
⋮
𝑃𝑛−1 − 𝑐𝑛−1
] 
    
(4.27) 
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Now let 𝐴 = [
𝐴12 ⋯ 𝐴1𝑛
⋮ ⋱ ⋮
𝐴𝑞2 ⋯ 𝐴𝑞𝑛
] = 𝐶−1 = [
𝐶12 ⋯ 𝐶1𝑛
⋮ ⋱ ⋮
𝐶𝑞2 ⋯ 𝐶𝑞𝑛
]
−1
  
Then (4.27) is rearranged as follows 
                                 [
𝐷𝑟𝑖
⋮
𝐷𝑟𝑛
]= [
𝐴12 ⋯ 𝐴1𝑛
⋮ ⋱ ⋮
𝐴𝑞2 ⋯ 𝐴𝑞𝑛
] [
𝑃1 − 𝑐1
⋮
𝑃𝑛−1 − 𝑐𝑛−1
]                                 (4.28) 
The derived phase shift decoupler in (4.28) allows the use of conventional PI 
controllers to treat the power error (P*-Pact) for every port and calculates the phase 
shifts needed for power regulation. The outcome is a scalable decoupled power 
flow controller illustrated in Fig. 4.7. This controller is applicable to MAB converter 
regardless of number of ports.  
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Fig. 4.7: PI-based decoupled power controller for MAB converter. 
 
4.3.2. Simulation Results 
 
This subsection covers the verification of the scalable PI-based power flow 
controller. This is achieved by applying the power flow controller on MAB converter 
with 3-port (TAB) and 4-port (QAB) to test the performance of the controller to 
80 
 
track desired power level. Simulation via Simulink/Matlab is carried out using the 
converter parameters shown in Table 4.7. Simulation results, shown in Figs 4.8 to 
4.10, are obtained at different operating points (i.e.: power transfer levels and DC 
voltage ratio.) to verify the effectiveness of the controller. Figs 4.8 and 4.9 
presents the implementation on TAB converter while Fig 4.10 is the 
implementation on QAB converter (four port active bridge). In Fig 4.9 a step 
change is introduced in port one only to further investigate the validity of the 
proposed decoupled controller. 
Table 4.7: Parameters of the MAB converter. 
Parameter value 
Bridge 1 DC Voltage Vdc1 100V 
Bridge 2 DC Voltage Vdc2 K12*100V 
Bridge 2 DC Voltage Vdc3 K13*100V 
Bridge 2 DC Voltage Vdc4 K14*100V 
Switching Frequency fs 2.5kHz 
Base Power Pbase 500W 
Base Inductance Lbase 1mH 
Ppp 
 
          (a) 
 
       (b) 
Fig. 4.8: Performance of proposed power flow controller for TAB converter at (a)K12= 1, K13= 1 at 
P1*=0.2pu, P2*=0.25pu(b)K12= 0.7, K13= 0.3 at P1*=0.65pu, P2*=-0.44pu. 
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p 
 
Fig. 4.9: Performance of proposed power flow controller for TAB converter at K12= 0.7, K13= 0.9 at 
P1*=0.65pu(0-0.1sec), 0.4(0.1-0.2sec) and P2*=-0.2pu. 
0 0.05 0.1 0.15 0.2
-0.5
0
0.5
Time (s)
P
o
w
e
r 
P
1
 (
p
u
)
 
 
P1
P1*
0 0.05 0.1 0.15 0.2
-1
-0.5
0
0.5
Time (s)
P
o
w
e
r 
P
2
 (
p
u
)
 
 
P2
P2*
0 0.05 0.1 0.15 0.2
0
0.2
0.6
Time (s)
P
o
w
e
r 
P
3
 (
p
u
)
 
 
P3
P3*
0 0.05 0.1 0.15 0.2
-0.4
-0.2
0
Time (s)
P
o
w
e
r 
P
4
 (
p
u
)
 
 
P4
 
Fig. 4.10: Performance of proposed power flow controller at QAB converter for K12=1, K13=1 and 
K14=1, at P1*=0.25pu,P2*=0.6pu and P3*=-0.6pu. 
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4.4. Summary 
This chapter proposes a generic circuit modelling and per unit steady state 
modelling, of the non-isolated triple active bridge (TAB) and multi active bridge 
(MAB) converters, under various purely inductor-based AC link topologies. On this 
basis, the topology requiring the minimum value of interface inductors (lowest 
footprint) as well as achieving minimum reactive power (and current stresses) is 
identified. Finally, generic power flow analysis is proposed besides a phase shift 
decoupler along with a PI-based power flow control scheme for MAB converters 
regardless of number of ports. 
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Chapter 5. Current-Stress Minimisation Based on 
Offline Particle Swarm Optimisation 
Method  
This chapter presents a derivation of generalised power flow controller for the 
bidirectional dual active bridge (DAB) DC-DC converter under triple phase shift 
(TPS) control to enable closed loop power regulation while minimising current 
stress. The key achievement is a new simple closed loop controller, implementable 
in real time, to meet the desired power transfer level at minimum current stress, 
along with an implement standard of TPS control scheme. The methodology used 
to derive the controller include utilising an offline particle swarm optimisation 
(PSO) method (i.e.: an iterative AI-based optimisation method.) to obtain an 
extensive set of TPS ratios for minimising the RMS current in the entire 
bidirectional power range of -1 to 1 per unit. The extensive set of results achieved 
from PSO presents a generic data pool, which is carefully analysed to derive simple 
useful relations. Such relations enabled a generic closed loop controller design that 
can be implemented in real time avoiding the extensive computational capacity 
that iterative optimisation techniques require. A detailed Simulink DAB switching 
model is used to validate precision of the proposed closed loop controller under 
various operating conditions. An experimental prototype also substantiates the 
results achieved.  
5.1 Proposed PSO Algorithm 
   This section presents the mathematical formulation of the minimisation problem 
including definition of the minimisation objective and related constraints. 
Optimisation in DAB has been tackled in existing literature, for example [83] used 
a Lagrange Multiplier method (LMM) to target the minimum current stresses 
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defined as peak inductor current. LMM with Karush-Kahn-Tucker (KKT) method 
was used in [73] to minimise the peak current in DAB. However, it is too 
complicated to use KKT in DAB as fourth order algebraic equations are involved. 
In addition, the non-convex feasible region of this optimal problem means that the 
LMM lacks sufficiency [74]. A Neural Network NN-based algorithm has been used 
in [97] to achieve minimum reactive power consumption, however the training of 
the neural network was done based on sub-optimal solutions calculated by tedious 
recursive loops. There is a need to investigate artificial-intelligence based 
optimisation methods such as PSO, ant colony optimisation (ACO) and genetic 
algorithms (GAs) for application in DAB converter. In terms of performance 
comparison of these methods; PSO is considered to be faster than ACO and 
generally requires less algorithm-parameters to handle [122], also, PSO is easier 
to implement compared to GAs with less parameters to adjust [123] & [124]. 
Therefore, PSO is selected as an optimisation tool in this chapter. In the next 
subsections the mathematical formulation of the proposed minimisation problem 
will be presented and then the PSO method is introduced for implementation on 
the proposed minimisation problem to obtain optimum modulation parameters. 
The algorithm outputs will be analysed later in this chapter to design the controller. 
5.1.1. Formulation of the minimisation problem 
   Different parameters have been considered in existing literature as minimisation 
objectives, however, RMS inductor current is believed to be the most effective 
parameter: more so non-active power loss, peak current as minimisation 
objectives. This is due to the fact that the dominant portion of converter’s total 
losses is conduction losses which is highly affected by RMS current stresses [30], 
[31]. In addition, copper losses and conduction losses are proportional to the 
square of the RMS current in the widely used MOSFET power switches [32]. 
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Therefore, current stress minimisation in this thesis will refer to the minimisation 
of the RMS current of AC link’s inductor. Accordingly, the minimisation objective 
is given by (5.1) outlining the inductor’s RMS current which is calculated from 
(3.9). Mathematical formulation of the proposed multi-constrained minimisation 
problem is given as follows−  
Minimise (for given K12) 
                               𝑂𝑏𝑗. 𝐹𝑢𝑛.= 𝐼𝐿 𝑅𝑀𝑆
2(𝐾12, 𝐷1, 𝐷2, 𝐷12).                                  (5.1) 
Subject to 
Equality constraint: 𝑃∗ =
1
𝑇ℎ
∫ 𝑣𝑏𝑟1(𝑡). 𝑖𝐿(𝑡)𝑑𝑡
𝑇ℎ
0
.   
And the inequality constraints: 
• 0 ≤ 𝐷1 ≤ 1 , 0 ≤ 𝐷2 ≤ 1 , −1 ≤ 𝐷12 ≤ 1    where 1≡180º. 
• Operational constraints of each switching mode (see Table 3.1) 
5.1.2. Optimisation technique 
Due to its capability to handle multi-constraint optimisation problems, particle 
swarm optimisation (PSO) method [125] is chosen to obtain the optimal TPS ratios 
at the entire power level and different values of DC voltage ratios. This is done 
offline by applying PSO on the exact DAB model. This section provides the basic 
principles of PSO as an iterative AI-based optimisation technique. PSO basically 
imitates the swarm behaviour and the individuals represent points (solutions) in 
the N-dimensional search space. The N-dimensional search space in case of DAB 
is three, such that every individual (particle) is composed of three items (D1, D2 
and D12). The model equations representing PSO are outlined by (5.2) and (5.3), 
where X is defined as individual position (solution≡ TPS parameters) and V is 
defined as the velocity (deviation) needed to change the individual position X 
(solution) for every iteration. The velocity of each particle in the N-dimensional 
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space is obtained by (5.2). The velocity depends on three parameters: the 
previous velocity, personal experience of the particle and the global experience of 
the whole swarm. Then, every individual’s position X in the N-dimensional space 
is updated using (5.3) depending on the previous position (solution) and the 
current velocity. Fig. 5.1 shows the flow diagram illustrating the principle of 
operation of the PSO. 
                        𝑉𝑖
𝑚+1 = 𝑤 𝑉𝑖
𝑚 + 𝑐1𝑟1(P𝑏𝑒𝑠𝑡𝑖
𝑚 − 𝑋𝑖
𝑚) + 𝑐2𝑟2(G𝑏𝑒𝑠𝑡
𝑚 − 𝑋𝑖
𝑚)                   (5.2) 
                                                           𝑋𝑖
𝑚+1 = 𝑋𝑖
𝑚 + 𝑉𝑖
𝑚+1                                              (5.3) 
  Where: 
• m is the iteration index.           
• c1 and c2 are two positive constants, such that c1=c2=1 as the common practice 
of PSO [125]. 
• r1 and r2 are two randomly generated numbers, such that 0 ≤ 𝑟1 ≤ 1 , 0 ≤ 𝑟2 ≤ 1 
• w is the inertia constant, such that w=0.9-(0.005*m). 
• 𝐏𝒃𝒆𝒔𝒕𝐢
𝐦 is the best position particle based on its own experience.  
• 𝐆𝒃𝒆𝒔𝒕𝒎 is the best position based on overall swarm’s experience. 
 
Fig. 5.1: Flow chart of PSO algorithm. 
The PSO-based algorithm searches, in every iteration of the iterative loop, for the 
optimal modulation parameters to achieve the minimum inductor’s RMS current 
Start
NO
Evaluate the obj. fun.
END
Generate a random swarm 
& Start iteration
Evaluated all
iterations ?
Update Pbest and Gbest
Update swarm’s position and 
velocity(within constrains)
YES
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while simultaneously maintaining the required power level. Before executing the 
iterations, a vector of particle positions X is randomly generated (random values 
of modulation parameters). In every iteration the following steps are carried out: 
• Each particle 𝑿𝒊
𝒎 is evaluated at iteration m. The outputs of this evaluation 
are (power transfer evaluated at 𝑿𝒊
𝒎) and (𝑂𝑏𝑗. 𝐹𝑢𝑛. evaluated at𝑿𝒊
𝒎). 
• The 𝐼𝐿 𝑅𝑀𝑆
2 evaluation for individual 𝑿𝒊
𝒎 (𝑂𝑏𝑗. 𝐹𝑢𝑛. at 𝑿𝒊
𝒎) is compared to the 
evaluation of the same individual from the previous iteration; hence the 
particle position 𝑿𝒊
𝒎 achieving the minimum evaluation value is defined as 
personal best value 𝐏𝒃𝒆𝒔𝒕𝐢
𝐦.  
• The previous comparison is done with respect to the equality constraint 
defined in previous section.  
• Then the 𝐏𝒃𝒆𝒔𝒕 achieving the minimum 𝐼𝐿 𝑅𝑀𝑆
2 value between all particles (the 
entire swarm) is identified as the global best value Gbest. 
• Then using (5.2) and (5.3), the velocity and position of individuals are 
updated respectively with respect to the inequality constraints defined in 
previous section. 
The previous steps are carried out for all the possible switching modes according 
to the reference power P*. After all iterations are executed, the Gbest is 
identified which includes the optimal TPS ratios; hence the minimum 𝐼𝐿 𝑅𝑀𝑆
2 is 
obtained with associated switching mode. The MATLAB PSO program is provided 
in Appendix C. 
5.2 Analysis of the offline PSO Algorithm Results 
The off-line optimal phase shift calculations were carried out using 
MATLAB/m-file software, based on the proposed per unit DAB equations, 
associated constraints and assuming that K12≤1, where K12=nVdc2/Vdc1: the other 
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condition K12>1 can be analysed similarly. The buck/boost mode is included in this 
thesis as bi-directional power at K12<1 inherently includes buck mode for operation 
in forward power flow and boost mode for operation in reverse power flow. The 
values of DC voltage ratio (K12) used in this section were: 
• K12=0.25, 0.4 and 0.6 representing buck/boost mode. 
• K12=1 representing unity gain operating mode.  
The PSO is applied in the entire power range for both power flow directions; such 
that positive power transfer indicates power flow from bridge 1 to bridge 2 and 
vice versa. The optimal solutions of the three modulation parameters are 
presented in Fig.5.2 parts (a) to (c) and Fig. 5.3 where the full per unit power 
range is from –K12 to K12; such that |Pmax-pu|=K12. This is calculated by normalising 
the DAB maximum power transfer from (5.4) to the base power given by (3.1). 
𝑃𝑚𝑎𝑥 =
𝑉𝑑𝑐1𝑛𝑉𝑑𝑐2
8𝑓𝑠𝐿
 , Where 𝑛𝑉𝑑𝑐2 = 𝐾12𝑉𝑑𝑐1     
                      
(5.4) 
The PSO output optimal TPS results (for the bidirectional power at the 
investigated values of K12) have been carefully examined with respect to the 
operational constraint of switching modes (shown in Table 3.1). This allowed to 
define the switching modes and modulation methods (CPS, EPS or TPS) 
corresponding to the optimal TPS results. Based on this, a general pattern for the 
optimal modulation parameters in buck/boost mode is developed in Fig. 5.2 (d) 
where the entire power range is divided into four sections. Regarding the optimal 
solutions for buck/boost mode shown in Fig. 5.2 parts (a) to (c), we have: 
• If desired power |𝑷∗| ≤ 𝟎. 𝟓𝑲𝟏𝟐, optimal solutions were attained by (TPS); 
where minimum 𝑖𝐿 𝑅𝑀𝑆 is achieved by the switching modes 2’ as shown in 
Fig. 5.2 (d).  
89 
 
• If desired power |𝑷∗| ≥ 𝟎. 𝟓𝑲𝟏𝟐, then extended phase shift (EPS) [72] and 
conventional phase shift (CPS) achieved the optimal solution, as shown in 
Fig. 5.2 (d); where the minimum 𝐼𝐿 𝑅𝑀𝑆 is realized by switching modes 6 and 
6’ for positive and negative power transfer respectively.   
 
(a) 
 
(b) 
 
      (c) 
 
(d) 
Fig. 5.2: Application of PSO to the DAB for buck/boost mode: 
(a)-(c) Optimal phase shift ratios at K12=0.25, 0.4 and 0.6 respectively 
(d) General pattern of optimal duty ratios at buck/boost mode. 
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On the other hand, Fig. 5.3 shows that the conventional phase shift (CPS) [69] 
fulfils optimal solutions for unity gain operating mode at the entire loading range 
at both power flow directions. In this special case, the optimal solutions were 
attained by mode 6 or mode 6’ with D1=D2=1. 
Power P* [pu]
D
1
, 
D
2
 &
D
1
2
 
K12=1
D1
D2
D12
 
Fig. 5.3: Optimal phase shift ratios unity gain mode K12=1. 
5.2.1. Validation of optimal duty ratios 
   The relationship between duty ratios D1 and D2, D2=D1/K12, to achieve minimum 
RMS current when P* is between -0.5K12 to 0.5K12, has been concluded from 
offline-produced optimal TPS ratios as shown in Fig.5.3 (d). This subsection 
provides a numerical validation of the correctness of this relationship using the 
optimal TPS modulation parameters shown in Fig.5.2 parts (b) and (c) as follows: 
• K12=0.4. 
At P*=-0.079, from Fig.5.2 (b):  
D1=0.2563 and D2=0.6416→ D2=D1/K12=0.2563/0.4=0.64075.  
At P*= 0.119, from Fig.5.2 (b):  
D1=0.3150 and D2=0.7872 → D2=D1/K12=0.3150/0.4=0.7875.  
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• K12=0.6. 
At P*=-0.239, from Fig.5.2(c):  
D1=0.5449 and D2=0.9105 → D2=D1/K12=0.5449/0.6=0.90816.  
At P*= 0.119, from Fig.5.2(c): 
D1=0.3849 and D2=0.6425 → D2=D1/K12 =0.3849/0.6=0.6415.  
  
(a) 
D1opt=0.2559, D2opt=0.6418, (D2≈D1/K) 
 
(b) 
D1opt=0.3657, D2opt=0.9154, (D2≈D1/K) 
 
                                        (c) 
D1opt=0.3778, D2opt=0.9746, (D2≈D1/K12) 
 
                (d) 
D1opt=0.3855, D2opt=0.6428, (D2≈D1/K12) 
 
 (e) 
D1opt=0.5481, D2opt=0.9115, (D2≈D1/K12) 
 
(f) 
D1opt=0.4706, D2opt=0.7876, (D2≈D1/K12) 
Fig. 5.4: Duty ratios D1 and D2 at power levels from -0.5K12 to 0.5K12: (a)-(c) K12=0.4, (d)-(f) K12=0.6 
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In fact, the RMS current will be minimal if the relationship between D1 and D2 for -
0.5K12<P*<0.5K12 follows the derived relation of D2=D1/K12. For further illustration, group 
of solutions for duty ratios D1 and D2 at various power levels (-0.5K12 to 0.5K12) are 
presented in Fig 5.4. The optimal solution is highlighted, and Fig 5.4 verifies this matter 
by showing that 𝐼𝐿 𝑅𝑀𝑆  is minimum in the specified power range only when D2=D1/K12. 
5.2.2. Evaluation of modulation parameters symmetry 
   One of the properties of the DAB converter is the symmetry of its modulation 
parameters with the power flow when considering a lossless conversion. That is, 
changing the phase shift polarity should produce the same waveforms (i.e.: same 
power flow level with opposite direction.). This is, in fact, what can be observed in 
other optimisation results in the literature, such as [32]. This section will 
investigate the symmetry of phase shift D12 in the attained optimal results and will 
be divided into two parts − 
(a) Unity Gain Mode (K12=1)  
In this case the optimal duty ratios are (D1=D2=1) as can be seen in Fig.5.3. Since 
the optimal operating switching mode in unity gain mode is mode 6 (in positive 
power) and mode 6’ (in negative power) as discussed in section 5.2, then D12 can 
be expressed as function of the other variables i.e. D12=f(D1, D2, K12, P*), by 
rearranging power equation of mode 6 and 6’ in Table.3.1 as follows − 
 𝐷12 =
{
 
 
 
 −(−1+𝐷2−𝐷1)−√2𝐷1+2𝐷2−𝐷1
2− 𝐷2
2 −
𝑃∗
𝐾12
  − 1
2
 , 𝑓𝑜𝑟 𝑃∗ > 0
−(1+𝐷2−𝐷1)+√2𝐷1+2𝐷2−𝐷1
2− 𝐷2
2+
𝑃∗
𝐾12
  − 1
2
 , 𝑓𝑜𝑟  𝑃∗ < 0
 
(5.5.a) 
(5.5.b) 
Since the optimal duty ratios (D1=D2=1) in unity gain mode (K12=1), then (5.5.a) 
and (5.5.b) reduces to  
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𝐷12 =
{
 
 
 
 1 − √1 − 𝑃∗  
2
 , 𝑓𝑜𝑟 𝑃∗ > 0
−
1 − √1 + 𝑃∗
2
 , 𝑓𝑜𝑟  𝑃∗ < 0
 
(5.6.a) 
(5.6.b) 
Mathematically, to prove symmetry around the origin of any equation, the function 
has to be an odd function, i.e.: f (-x) =-f (x). By applying the x variable to be +P* 
in (5.6.a) and -P* in (5.6.b), this yield 
𝐷12 =
{
 
 
 
 1 − √1 + (−𝑃∗)  
2
  , 𝑓𝑜𝑟 𝑃∗ > 0
−
1 − √1 + (𝑃∗)  
2
 , 𝑓𝑜𝑟  𝑃∗ < 0
 
(5.7.a) 
(5.7.b) 
By inspection of (5.7.a) and (5.7.b), it is apparent that equation (5.7.b) is identical 
to (5.7.a) but with negative sign, which proves the symmetry of D12 around the 
origin in the bi-directional power range for unity mode, as clearly depicted in 
Fig.5.3. In fact, this represents and explains the symmetry case in D12 already 
available in literature such as [32].  
(b) Buck-boost Mode (K12≠1)  
   For buck-boost DAB operating modes, where DC sides voltages are not equal 
Vdc1≠Vdc2 (i.e.: DC voltage ratio is non-unity K12=nVdc2/Vdc1≠1.), the need to 
employ variable duty ratio arises to reduce the difference between bridge voltages 
hence achieve lower current stresses. Fig.5.3 shows that the same duty ratios D1 
and D2 are used for any given identical power levels in the bi-directional range 
(i.e.: D1 and D2 are symmetric.). Accordingly, investigation of the relation of D12 
with the power P* will be provided in this section in two parts as follows− 
➢ For |𝑷∗| ≥ 𝟎. 𝟓𝑲, then D12 can be examined for symmetry around the origin. 
For this power range, D12 is calculated from re-arranging mode 6 and mode 
6’ power equations in Table 3.1 since these are the optimal switching modes 
in this range. This is outlined by (5.5.a) for forward power flow, and for 
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reverse power flow in equation (5.5.b). To enable applying the odd function 
test, +P* will be substituted in (5.5.a) and -P* in (5.5.b). This yields: 
𝐷12 =
{
  
 
  
 (1 − 𝐷2 + 𝐷1) − √2𝐷1 + 2𝐷2 − 𝐷1
2 − 𝐷2
2  −
(𝑃∗)
𝐾12
  −  1
2
 , 𝑓𝑜𝑟 𝑃∗ ≥ 0.5𝐾12.
−
(1 + 𝐷2 − 𝐷1) − √2𝐷1 + 2𝐷2 − 𝐷1
2 − 𝐷2
2 +
(−𝑃∗)
𝐾12
  −  1
2
 , 𝑓𝑜𝑟  𝑃∗ ≤ −0.5𝐾12.
 
 
   (5.8.a) 
   (5.8.b) 
By inspection of (5.8.a) and (5.8.b), it is obvious that although the terms 
under the square root are identical, however, the preceding terms are 
different and (5.8.b) is not the negative complement of (5.8.a). This explains 
the reason behind the non-symmetry of D12 in this case as the odd function 
condition is not achieved. 
➢ For|𝑷∗| ≤ 𝟎. 𝟓𝑲𝟏𝟐, the value of D12 is calculated from re-arranging mode 2’ 
power equation in Table 3.1. Equation (5.9) gives the calculation of D12, 
which shows one equation for both forward and reverse power flow since 
mode 2’ is the same optimal switching mode for both power flow directions 
in this power range.  
𝐷12 = 0.5 (𝐷1 − 𝐷2 +
𝑃∗
2𝐾12𝐷1
) , for − 0.5𝐾12  <  𝑃
∗ < 0.5𝐾12      (5.9) 
D12 can then be examined for symmetry around the origin by applying the odd 
function test to (5.9), this is by substituting +P* and -P* for positive and negative 
power flow respectively. This yields: 
𝐷12 =
{
 
 
 
 0.5 (𝐷1 − 𝐷2 +
(𝑃∗)
2𝐾12𝐷1
) .
0.5 (𝐷1 − 𝐷2 +
(−𝑃∗)
2𝐾12𝐷1
) .
 
 
 (5.10.a) 
 (5.10.b) 
It is clear that (5.10.b) is not the negative complement of (5.10.a). This shows 
that D12 is not symmetric in this case, as it is not achieving the odd function 
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condition. This explains the non-symmetry of D12 around the origin in buck-boost 
mode (K12≠1) as shown in Fig.5.3. 
5.3 Closed Loop Control Design 
   The extensive set of optimal TPS ratios, presented in previous section, presents 
a generic data pool. Analysing this data helped to derive simple relations, 
discussed in previous section, that are used to design the generalised closed loop 
control scheme. An overall schematic of DAB converter under the proposed control 
scheme is shown in Fig.5.5. The closed-loop variable (main control objective) is 
the sending end power (Pse) such that Pse=Pbr1 for positive power flow while Pse=Pbr2 
for negative power flow, where Pbr1 and Pbr2 are the measured active power at the 
DC sides of bridges 1 and 2 respectively. 
   In buck/boost mode, D1 can be regulated through a PI controller as the relation 
between power and D1 is almost linear throughout which can be noticed in Fig. 5.2 
parts (a) to (c). Whereas the relationship between the other control parameters 
(D2 and D12) and power is non-linear with dependency on the power level. In this 
context, relations concluded from Fig. 5.2 parts (a) to (c) are implemented as 
follows− 
• For|𝑷∗| ≥ 𝟎. 𝟓𝑲𝟏𝟐, the optimal value of D2 is (D2=1). The value of D12 is highly 
non-linear and therefore can only be calculated by re-arranging mode 6 and 
mode 6’ power equations in Table 3.1. This is given by (5.11.a) for forward 
power flow and for reverse power flow this is shown in (5.11.b). 
• For|𝑷∗| < 𝟎. 𝟓𝑲𝟏𝟐, the optimal value of D2 is D2=D1/K12. The value of D12 is 
highly non-linear and therefore can only be calculated by re-arranging mode 
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2’ power equation in Table 3.1. The calculation of D12 in this section is given 
by (5.11.c) for both forward and reverse power flow. 
D1 D2 D12
Vdc2Vdc1
Vdc2
Vdc1
++
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              Fig. 5.5: Schematic of DAB converter under the proposed control scheme. 
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𝐷12 =
{
 
 
 
 
 
 
 
 −(−1 + 𝐷2 − 𝐷1) − √2𝐷1 + 2𝐷2 − 𝐷1
2 − 𝐷2
2  −
𝑃∗
𝐾12
  −  1
2
 , 𝑓𝑜𝑟 𝑃∗ ≥ 0.5𝐾12 
−(1 + 𝐷2 − 𝐷1) + √2𝐷1 + 2𝐷2 − 𝐷1
2 − 𝐷2
2 +
𝑃∗
𝐾12
  −  1
2
 , 𝑓𝑜𝑟  𝑃∗ ≤ −0.5𝐾12 
0.5 (𝐷1 − 𝐷2 +
𝑃∗
2𝐾12𝐷1
) , 𝑓𝑜𝑟 − 0.5𝐾12  <  𝑃
∗ < 0.5𝐾12 
 
 (5.11.a) 
 (5.11.b) 
 (5.11.c) 
In unity gain mode, Fig. 5.3 shows that both DAB bridge AC-side voltages are full 
square waves (D1=D2=1) for the entire bidirectional power range and the only 
control needed to regulate power flow is on D12. This can be implemented using a 
PI controller because the relation between the power level and value of the third 
phase shift D12 is almost linear as depicted in Fig. 5.3. 
   In the next sections, a Simulink/MATLAB simulation and an experimental 
prototype are used to validate precision of the proposed closed loop controller 
under various operating conditions. A transformer-less DAB is considered in 
simulation and experimental sections as shown in the schematic of DAB converter 
under the proposed control scheme in Fig 5.5. This is a permissible approach given 
that circuit operation will not change if a transformer is inserted as magnetising 
inductance is usually neglected and any equivalent leakage inductance plays the 
same role as interface inductor L. Furthermore, the transformer (especially with 
turns ratio 1:1) and its equivalent interface inductor have almost the same 
performance in steady state; especially that the scope of this chapter is power flow 
regulation with minimum current. In fact, in some low-power applications, absence 
of an interface transformer in the converter can significantly reduce converter 
weight and footprint. This approach may also contribute to the consistency 
between the RMS current minimisation, simulation, experimental verification and 
the DAB model presented in chapter three. The AC link of the transformer-less DAB 
circuit diagram, shown in Fig 5.5, includes an interface inductor L that works as 
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the energy storage element along with Rac to represent the parasitic resistance of 
the AC link. The value for this resistance in simulation is Rac=0.06pu (as obtained 
from the experimental test rig) normalised to Zbase=8fswL.  
5.4 Simulation Results 
   To confirm the presented analysis, detailed simulations using SIMULINK/MATLAB 
platform software were performed. The simulations were carried out for the 
buck/boost/unity operating modes using the DAB parameters described in Table 
5.1. The parasitic resistance of the AC interface inductance Rac and ON-state switch 
resistance RON are introduced to produce realistic results from the Simulink DAB 
model and enable comparison with experimental prototype later in this chapter. 
Rac enables representation of copper losses (I2Rac) in AC inductance (transformer 
equivalent) while RON enables representing the conduction losses in semiconductor 
power switches.  
Table 5.1: Parameters of the experimental setup. 
Parameter value 
Bridge 1 DC Voltage Vdc1 100V 
Bridge 2 DC Voltage Vdc2 K12*100V 
Switching Frequency fs 2.5kHz 
Base Power Pbase 500W 
Interface inductor L 1mH 
Parasitic Resistance Rac 1.2Ω 
Switch ON-state Resistance RON 0.04Ω 
 
5.4.1. Effectiveness of the proposed control scheme 
   The effectiveness of the proposed control algorithm in tracking reference power 
level with minimum current stresses is verified in this section. This is achieved by 
applying bidirectional step changes of reference power level at various DC voltage 
ratios. The results are presented in Fig. 5.6 where the sending end power is 
measured and plotted against the reference power level. In addition, the 
associated measured inductor RMS current (𝑖𝐿 𝑎𝑐𝑡) is shown along with the 
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minimum possible inductor RMS current (𝑖𝐿 𝑚𝑖𝑛) calculated offline by the PSO. It 
can be noticed that the proposed power flow controller is capable of tracking the 
bidirectional reference power at different voltage conversion ratios. Moreover 
(𝑖𝐿 𝑎𝑐𝑡) is maintained very close to (𝑖𝐿 𝑚𝑖𝑛) which confirms minimum losses. 
 
5.4.2. Comparison with other phase shift methods 
   A comprehensive comparison between the proposed phase shift technique and 
other phase shift techniques in literature is provided in this section. The phase shift 
techniques used to compare the proposed phase shift technique with are: 
 
                (a)  
 
              (b) 
 
         (c) 
Fig. 5.6: Response of power transfer with inductor RMS current at different power levels for different 
DC voltage ratios: (a) K12=0.4 (b) K12=0.6 (c) K12=1. 
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Conventional phase shift (CPS) [69], Dual phase shift (DPS) [77], Extended phase 
shift (EPS) [72], Extended dual phase shift (EDPS) [96], Triple phase shift [32] 
and Unified phase shift [83]. The entire per unit bi-directional power range (-K12 
pu to K12 pu) is considered in all techniques. The RMS inductor current is compared 
for all mentioned techniques at different DC voltage ratios K12 as shown in Fig.5.7. 
The current is the main factor affecting the efficiency; hence, it is displayed first 
where the proposed phase shift technique is achieving the lowest current stresses. 
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 (c) 
Fig. 5.7: Curves of current stress iL RMS with respect to P* and K in CPS [69], DPS [77], EPS [72], 
EDPS [96], TPS [32], UPS[83]and proposed TPS controller at: (a)K12=0.2, (b)K12=0.3, 
(c)K12=0.4. 
 
   Moreover, the efficiency calculations outlined by (5.12), have been carried out 
in Simulink at the DC side terminals to include copper losses and conduction losses 
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of power switches such that Ron=0.04 ohm. The SIMULINK model is unable to 
model ton and toff of switches therefore switching losses is not included in this 
analysis. The DAB circuit diagram shown in Fig.5.5 illustrates the DC side readings 
(Vdc1, Idc1, Vdc2, Idc2) which are the variables used for efficiency calculation. The 
efficiency curves, presented in Fig.5.8, show that the proposed method achieves 
better performance than other existing phase shift schemes. 
𝑒𝑓𝑓𝑖𝑐𝑖𝑒𝑛𝑐𝑦 =
𝑃𝑟𝑒
𝑃𝑠𝑒
=
{
 
 
 
 𝑖𝑓 𝑃∗ > 0 𝑡ℎ𝑒𝑛 {
       𝑃𝑠𝑒   = 𝑉𝑑𝑐1𝐼𝑑𝑐1,𝑎𝑣𝑔
       𝑃𝑟𝑒   = 𝑉𝑑𝑐2𝐼𝑑𝑐2,𝑎𝑣𝑔
 
𝑖𝑓 𝑃∗ < 0 𝑡ℎ𝑒𝑛 {
       𝑃𝑠𝑒   = 𝑉𝑑𝑐2𝐼𝑑𝑐2,𝑎𝑣𝑔
       𝑃𝑟𝑒   = 𝑉𝑑𝑐1𝐼𝑑𝑐1,𝑎𝑣𝑔
 (5.12) 
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Fig. 5.8: Efficiency curves using existing phase shift techniques and the proposed TPS controller: 
(a) K12=0.2, (b) K12=0.4. 
 
5.4.3. Robustness of the proposed control scheme 
   In order to test the robustness of the proposed controller and its sensitivity to 
circuit parameter changes, simulations have been implemented with values of 
inductor and its parasitic resistance (L and Rac respectively) changing by ±10%. 
The proposed controller is applied on the DAB circuit for three cases:  
• L=1mH, Rac=1.2Ω, 𝑃𝑟𝑎𝑡𝑒𝑑 = 500 𝑊𝑎𝑡𝑡. 
• L=1mH +10%, Rac=1.2Ω+10%, 𝑃𝑟𝑎𝑡𝑒𝑑 = 454.5 𝑊𝑎𝑡𝑡 
• L=1mH−10%, Rac=1.2Ω−10%, 𝑃𝑟𝑎𝑡𝑒𝑑 = 555.5  𝑊𝑎𝑡𝑡.  
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    (a)     (b)     (c) 
   
  (d)     (e)       (f) 
   
   (g)    (h)     (i) 
Fig. 5.9: Robustness of the proposed control algorithm to different system conditions: 
(a)K12=0.4,L=1mH,Rac=1.2Ω,  
(b)K12=0.4,L=1mH+10%, 
Rac=1.2Ω+10%,  
(c)K12=0.4,L=1mH-10%, 
Rac =1.2Ω-10%, 
(d)K12=0.6,L=1mH, Rac=1.2Ω,  
(e)K12=0.6,L=1mH+10%, 
Rac=1.2Ω+10%, 
(f) K12=0.6,L=1mH-10%, 
Rac =1.2Ω-10%, 
(g)K12=1.0,L=1mH, Rac=1.2Ω,  
(h)K12=1.0,L=1mH+10%, 
Rac=1.2Ω+10%,  
(i) K12=1.0,L=1mH-10%, 
Rac=1.2Ω-10%. 
Ll 
ll The proposed controller response in terms of sending end power Pse plotted 
against desired power P* for the three cases listed above are shown in Fig.5.9. 
The simulation is carried out at three different voltage conversion ratios K12 for 
each of the three cases of parameter variation described. The DAB response while 
parameters change show that the control algorithm is stable and robust and can 
be applied to any DAB converter regardless of rating and parameters. This is 
because the proposed analysis is all per unit and generically standardized. 
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5.5 Experimental Results 
   A low scaled experimental DAB setup is shown in Fig.5.10. This was developed 
according the schematic depicted in Fig. 5.6 in order to validate the proposed 
closed loop controller. The parameters used for designing the test rig are listed in 
Table 5.1. Two programmable power supplies are used to represent the behaviour 
of the two DC sides, and the two active H-bridges are connected through an air-
core inductor as shown in Fig.5.10. Given the fact that the two implemented power 
supplies only deliver power (i.e. not absorb power), hence, in order to represent 
bidirectional power in the experimental DAB, a resistor bank is connected in shunt 
with the DC power supplies so in reverse power the resistor bank absorbs the power 
instead of the power supply itself. This means that in forward direction, the power 
supply will have to feed this resistor bank with power in addition to the main power 
transferred across the DAB, so the power supply will have to cater for this 
additional power. The semiconductor switches used are MOSFETs (MOSFET 
IRF250) while a CY8C5888LTI-LP097 PSoC 5LP microcontroller was used. The 
current feedback for the controller is achieved using two Hall-effect current 
transducers; one on each DC side of the converter. This experimental test rig is 
developed by an external collaborator Dr. Ibrahim Abdelsalam – from Arab 
Academy for science, technology and maritime transport (AASTMT) – in order to 
implement and test the proposed controller in this chapter. 
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Fig. 5.10: Experimental test rig for DAB under proposed control scheme. 
5.5.1. Steady state response 
   The proposed control scheme is verified in this section at selected steady state 
reference power levels for various DC voltage ratios K12. Both bridge voltage (v1, 
v2) and instantaneous inductor current (iL) are measured at the AC side presented 
in Fig. 5.11 where the inductor RMS current is measured and displayed on the 
right-hand side of the scope screenshot. Comparison between experimental setup 
and optimal offline results in terms of TPS ratios and the inductor RMS current is 
shown in Table 5.2. It is observed that the outputs of the proposed controller (D1, 
D2 and D12) are closely matching the optimal TPS ratios provided in section 5.2. 
Table 5.2: Comparison between experimental setup and optimal offline results. 
 
K12, P* 
TPS Modulation Parameters/Inductor current 
From experimental setup From PSO offline (optimal) 
    K12=0.2, P*=-0.08pu 
    D1=0.263, D2=1, D12=-0.74    D1=0.246, D2=1, D12=-0.78 
ILRMS =2.3 A = 0.46 pu Min ILRMS =0.44 pu 
    K12=0.4, P*= 0.15pu 
    D1=0.36, D2=0.9, D12=0.0   D1=0.35, D2=0.89, D12=0.0 
         ILRMS =2.07 A = 0.414 pu Min ILRMS =0.412 pu 
    K12=0.6, P*=-0.24pu 
 D1=0.57, D2=0.95, D12=-0.32 D1=0.54, D2=0.91, D12=-0.36 
       ILRMS =2.39 A = 0.478 pu Min ILRMS =0.471 pu 
 K12=1, P*=0.5pu 
 D1=1, D2=1, D12=0.148 D1=1, D2=1, D12=0.146 
ILRMS =2.79 A = 0.558 pu Min ILRMS =0.555 pu 
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                             (a) 
CH1=iL, CH3=v1, CH4=v2 
 
(b)  
CH1=iL, CH3=v1, CH4=v2 
 
(c)  
CH1=iL, CH3=v1, CH4=v2 
 
(d)  
CH1=iL, CH3=v1, CH4=v2 
Fig. 5.11: Voltage of both bridges and inductor current (v1,v2,iL) readings at the AC 
link from the experimetal setup: (a) K12=0.2, P*=-0.08 pu, (b) K12=0.4, P*= 0.15 
pu. (c) K12=0.6, P*=-0.24 pu, (d) K12=1, P*=0.5 pu. 
5.5.2. Comparison with other phase shift methods 
   The proposed technique and other existing phase shift methods are applied to 
the experimental DAB at different conditions (DC voltage ratio K12) and at different 
power levels. The AC link readings (v1,v2 ,iL and iL RMS) at these different conditions 
are presented in Fig.5.12, where the inductor RMS current stresses using the 
proposed technique is lower than current stresses resulting from other existing 
techniques proving the significance of proposed technique. 
 
 
CH4 CH3 CH1
CH1
CH4
CH3
CH3
CH4
CH1
CH3
CH4 CH1
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iL RMS=2.50 A =0.50 pu iL RMS=1.81 A =0.362 pu 
 
(a) 
 
(b) 
iL RMS=1.42 A =0.284 pu iL RMS=1.05 A =0.21 pu 
 
(c) 
 
(d) 
iL RMS=1.78 A =0.356 pu iL RMS=1.74 A =0.348 pu 
 
(e) 
 
(f) 
iL RMS=1.39 A =0.278 pu iL RMS=0.940 A =0.188 pu 
 
 (g) 
 
(h) 
 
Fig. 5.12: Experimental comparison between the proposed technique and other existing phase shift 
methods (CH1=v1, CH2=v2, CH3=iL): 
(a)-(d) K12=0.4, P*=0.08 pu, in CPS, DPS, EPS and Proposed technique respectively, 
(e)-(h) K12=0.6, P*=0.12 pu, in CPS, DPS, EPS and Proposed technique respectively. 
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5.5.3. Experimental and simulation comparative analysis 
   For further verification, efficiency calculations from the simulation and 
experimental prototype using the proposed technique are compared as depicted 
in Fig. 5.13. The efficiency calculation, outlined by (5.15), is carried out using the 
DAB parameters illustrated in Table 5.1. The small error between the simulation 
results and the experimental prototype is mainly because the physical 
implementation of the proposed controller incorporates real time measurements 
that are prone to noise and measurement errors, notwithstanding the non-ideal 
effects such as component parasitics and converter losses.  
 
 (a)                                              (b) 
Fig. 5.13: Efficiency calculated in experimental and simulation using the proposed technique: 
 (a) at K12=0.2, (b) at K12=0.4 
In addition, analysis of the error between the results from the off-line PSO 
optimisation and the proposed controller in experiment is shown in Table 5.3: this 
shows the percentage relative difference in RMS inductor current between the 
experimental DAB and the off-line PSO optimisation. The error between the PSO 
optimisation and the experimental results is mainly because the PSO optimisation 
results are based on equations that represent an ideal lossless converter DAB 
model: however, the experimental implementation of the proposed controller 
deals with a non-ideal converter with component parasitics, converter losses and 
real time measurements affected by noise and measurement errors. 
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Table 5.3: Relative difference between experimental results and minimum offline results 
K12, P* 
Inductor current Relative difference 
to minimum 
current From experimental setup PSO optimal offline 
     K12=0.2, P*=-0.08pu ILRMS =2.30 A= 0.460 pu Min ILRMS =0.440 pu 4.3% 
     K12=0.4, P*= 0.15pu     ILRMS =2.07 A= 0.414 pu Min ILRMS =0.412 pu 0.5% 
     K12=0.6, P*=-0.24pu     ILRMS =2.39 A= 0.478 pu Min ILRMS =0.471 pu 1.5% 
     K12=1, P*=0.5pu ILRMS =2.79 A= 0.558 pu Min ILRMS =0.555 pu 0.5% 
 
5.6 Implementation of the Controller for Passive Load 
Voltage Control 
   This section provides further verification of the universality of the proposed 
control scheme. This is achieved by showing that the proposed power flow control 
scheme can be adapted for load voltage control not output power. The main scope 
of the work in this chapter has primarily been the derivation and implementation 
of minimised-RMS-current power flow controller for the DAB converter. This 
included applications utilising two fixed DC sources such as two batteries or two 
DC busses in a DC grid or DC microgrid and a battery as shown in Fig.5.14. In 
such applications, the regulation of output power (power flow) is the target of the 
controller. On the other hand, the second DAB circuit, shown in Fig. 5.15, assumes 
a DC source and a passive load where load voltage control becomes the target of 
the controller.  However, the first DAB circuit is more generic as it treats both 
sides as sources/sinks of power enabling bi-directional power flow, whereas the 
second case is more specific (unidirectional power flow). In the second case, 
controlling the power would be physically controlling VLoad2 due to P=V2/R. This 
means that the proposed controller in Fig. 5.5 will be exactly the same, but VLoad2 
will simply replace P* in the control flowchart and VLoad2RLoad will substitute P* in 
(5.11.a) and (5.11.c) such that the control flowchart becomes as shown in Fig. 
5.16.  
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Fig. 5.14: Typical DAB circuit diagram for power distribution. 
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Fig. 5.15: Typical DAB circuit diagram for load voltage control. 
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    Fig. 5.16: Control flowchart of DAB for output voltage control. 
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Simulation using SIMULINK/MATLAB platform software is performed to confirm 
the capability of the proposed control scheme (in Fig. 5.16) to control load 
voltage. The attained simulation results ─ depicted in Fig. 5.17 ─ were carried out 
for the buck operating mode at two different cases using the following DAB 
parameters: fs=2500 Hz, L=1 mH. 
Time (s)
V
L
o
a
d
 , 
V
*
 (
p
u
)
VLoad 
V*
 
        (a) 
 
(b) 
Fig.5.17: Performance of proposed controller in load voltage control at (a) RLoad=50 Ω, Vdc1=100 
volt, V*=80 volt, (b) RLoad=15 Ω, Vdc1=100 volt, V*=50 volt. 
 
5.7 Discussion 
This section presents the main contributions within this chapter in addition to the 
limitations of the proposed controller. The novelty and contributions of this chapter 
are summarised in the following bullet points: 
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• A new utilisation of PSO in DAB studies where PSO was used to generate 
optimal TPS ratios based on converter per-unit derived equations. 
• The results of the offline PSO are non-specific to converter rating, which 
makes the results generic to any DAB.  
• The PSO output results are used to derive useful data trends, which led to 
the design of a simple closed loop PI controller that can be implemented 
directly without the need for user to implement PSO algorithm.  
• A new minimum-RMS-current power flow controller is proposed for DAB. 
The proposed controller is the main contribution in this chapter due to its 
novelty, simplicity and universality in covering bi-directional power flow 
control regardless of DC voltage ratio with minimised current stress. The 
proposed control scheme is simple to implement and does not require any 
offline calculation or look-up tables.  
However, using the same approach (i.e.: application of an artificial-intelligence-
based technique and then analysing the optimal results.) to design a controller for 
multi active bridge (MAB) is very cumbersome. This is because designing a 
controller for minimum RMS current in MAB with high number of ports (and hence 
very large number of DC voltage ratios to consider) will require a huge amount of 
data points to be generated and further analysed. This tedious process will have 
to be repeated for every number of ports case by case, thus requiring a different 
control design depending on the number of ports. For example if genetic algorithm 
(GA) is used for a MAB converter with N ports with port 1 being the reference port, 
there will be (2N-1) control parameters (the D’s: D1 to DN and D12 to D1N) plus    
(N-1) voltage gains (i.e.: K12,K13… K1n). Consequently, the amount of permutations 
of (N-1) voltage gains would be massive and for each permutation, data for       
(2N-1) control parameters will need to be analysed, so generalization would be 
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computationally highly complex to achieve. Therefore, development of a new 
optimised power-flow control scheme that does not involve AI-based optimisation 
technique (PSO, GA,  ...etc.) nor data point generation/analysis is discussed in the 
next chapter.  
5.8 Summary 
   In this chapter, on the basis of the per unit DAB model presented in chapter 3, 
PSO technique was used offline at first to generate the optimal TPS ratios for the 
converter at the entire power level and different values of DC voltage ratios. The 
optimal TPS ratios obtained from this offline optimisation exercise were analysed 
and useful patterns (data trend) were identified. This data trend was then utilised 
to design a simple closed loop controller for real time power regulation in DAB 
converter. The control algorithm was developed with the objective of achieving the 
required power transfer level while minimising AC link’s RMS current. Besides, the 
proposed control scheme can be implemented without carrying out any of the 
offline PSO work, as the optimised relations/functions obtained from it are final 
and ready for implementation. Robustness of the proposed control scheme was 
evaluated and presented. This was done by changing the system parameters to 
prove proposed controller low sensitivity to converter parameter changes. 
Comprehensive validation in simulation and experimental together with 
comparison with other existing techniques were included to verify the 
effectiveness of the proposed generic controller. 
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Chapter 6. Current-Stress Minimisation Based on 
Online Perturb and Observe Method 
 
   This chapter proposes a new generic current stress optimised power flow 
controller for multi active bridge (MAB) DC-DC converters. The main motivation of 
the work in this chapter is overcoming the problem with the minimised-RMS-
current control scheme in chapter five, which cannot be extended to multi active 
bridge converters. This is due to the fact that using the same control design 
procedure (originally developed for the two-port active bridge DAB) for MAB is not 
feasible as it gets mathematically complicated. This is because using the same 
control design approach (i.e.: utilise PSO, produce optimal modulation 
parameters, analyse trend and get optimal relations.) will need a switching model 
which is very challenging to develop given the high number of switching states in 
MAB converters. Besides, in order analyse the optimal results and to discover 
trends, this will require huge amount of data points (i.e.: entire power range at all 
ports for different values of DC voltage ratios.).  
   The main requirement of the control scheme is to be generalised to MAB 
regardless of number of ports, power level and values of DC voltage ratios. The 
proposed controller in this chapter introduces an innovative implementation of PI-
based adaptive-step perturb and observe (P&O) that enable real-time minimum 
current point tracking (MCPT) while maintaining the required power transfer level. 
The proposed control scheme introduces a new adaptation of P&O methods, such 
as those used for maximum power point tracking (MPPT) algorithms in PV 
modules. This is mainly inspired by: 
• The analogy of nonlinear characteristics in both PVs and active bridge 
DC−DC converters, which will be covered in detail later in this chapter.  
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• Implementations of P&O algorithms do not require prior knowledge of the 
converter characteristics. This can simplify designing a universal P&O-based 
controller for MAB that for any power transfer levels, voltage conversion 
ratios, or number of ports. 
• Designing a P&O-based scheme does not necessarily need an exact 
switching model for the converter.  
• Perturb calculation using adaptive-step P&O methods are simple in terms of 
implementation as can be based on conventional PI controllers, generic and 
do not depend on converter characteristics/operating point, plus these 
methods can produce negligible (close to zero) oscillation in steady state.  
   The first part of this chapter describes in detail the rationale for the proposed 
minimum current point tracking (MCPT) technique by developing a new 
characteristic 3-D plane curve for MAB converters. This enables the next step, 
which is the development of adaptive-step perturb and observe method for 
application on MAB converter. After setting up the theoretical background, the 
entire closed-loop structure is presented including the MCPT method and the phase 
shift decoupler (covered in chapter four) to handle power flow control for n-port 
MAB.  Afterwards, extensive simulation is carried out using detailed MAB switching 
model in MATLAB/Simulink to validate effectiveness of the proposed MCPT closed 
loop controller. In addition, the results are benchmarked against offline PSO 
optimal results for additional verification of the effectiveness of the proposed 
controller.  
 
 
115 
 
6.1 Current-Voltage Characteristics of MAB 
   In this section the AC current characteristics are defined for MAB with respect to 
the bridge voltages. The main objective is to develop a general characteristic curve 
of the converter that covers all operating range of the converter and represents 
the main specifications of the converter not the control parameters. On this basis, 
the independent variables in the proposed I−V MAB characteristic are the RMS 
bridge voltages 𝑉𝑖𝑅𝑀𝑆 and 𝑉𝑗𝑅𝑀𝑆 given by (6.1) in per unit form to provide 
standardised analysis (normalised to an arbitrary base voltage–reference port 
voltage-Vr). The AC current characteristics will be representing an AC link branch 
connecting any two bridges i and j. 
𝑉𝑖𝑅𝑀𝑆(𝑝𝑢) =
4𝐾𝑟𝑖
𝜋√2
𝑠𝑖𝑛 (
𝐷𝑖𝜋
2
) , 𝑉𝑗𝑅𝑀𝑆(𝑝𝑢) =
4𝐾𝑟𝑗
𝜋√2
𝑠𝑖𝑛 (
𝐷𝑗𝜋
2
) (6.1) 
Where 0 ≤ 𝑉𝑖𝑅𝑀𝑆(𝑝𝑢) ≤
4𝐾𝑟𝑖
𝜋√2
 , 0 ≤ 𝑉𝑗𝑅𝑀𝑆(𝑝𝑢) ≤
4𝐾𝑟𝑗
𝜋√2
 , 0 ≤ 𝐷𝑖 ≤ 1 and  0 ≤ 𝐷𝑗 ≤ 1. 
 
   The AC link’s RMS current 𝐼𝑖𝑗𝑅𝑀𝑆 (as the dependent variable) can be derived as 
a function of the independent variables (𝑉𝑖𝑅𝑀𝑆, 𝑉𝑗𝑅𝑀𝑆) for every desired level of 
active power transfer Pij* as outlined by (6.2). To plot (6.2), a 3-D representation 
is used as shown in Fig. 6.1. Here 𝑉𝑖𝑅𝑀𝑆 and 𝑉𝑗𝑅𝑀𝑆 are plotted along the horizontal 
axes, and 𝐼𝑖𝑗𝑅𝑀𝑆 is plotted along the vertical axis while every power level is 
represented in a separate plane. The entire bi-directional range is covered such 
that Pij*=|0.1 KriKrj| to | KriKrj | pu.   
𝐼𝑖𝑗𝑅𝑀𝑆
2 =
42
𝜋2
( 𝑉𝑖𝑅𝑀𝑆
2 + 𝑉𝑗𝑅𝑀𝑆
2 − 2𝑉𝑖𝑅𝑀𝑆𝑉𝑗𝑅𝑀𝑆 cos(δ𝑖𝑗)). (6.2) 
                Where cos(δ𝑖𝑗) = (1 − ( 
𝑃𝑖𝑗
∗
4
𝜋 𝑉𝑖𝑅𝑀𝑆𝑉𝑗𝑅𝑀𝑆
)
2
)
0.5
. 
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Fig. 6.1: Universal MAB I−V Characteristic Plane. 
 
   The I−V MAB characteristic plane generically applies to any AC link branch in 
MAB and shows that there is only one specific combination of bridge voltages (at 
each level of power) that gives the global minimum current. From (6.2), 𝑉𝑖𝑅𝑀𝑆 and 
𝑉𝑗𝑅𝑀𝑆 are solely dependent on Di and Dj respectively, therefore the minimum 
current point in AC link branch between bridges i and j can be achieved by a unique 
combination of Di and Dj at a specific power. The remaining degrees of freedom 
are the phase shift angles, which will be regulated to realise power flow control. 
Consequently, the main challenge is how to obtain a unique global optimum 
combination of duty ratios (D1,..Dn) which, in turn, regulate the RMS bridge 
voltages in order to track minimum current point in all AC link branches.  
6.2 P&O-Based Minimum Current Point Tracking 
   The search for minimum RMS current point in the universal I-V characteristic 
follows what could be called as a ‘hill-descent’ fashion with the starting point of 
this hill being at maximum RMS bridge voltages. This is similar to the search for 
maximum power point (MPP) in PV where hill-climbing MPPT techniques such as 
117 
 
P&O algorithms are widely implemented to improve the utilization efficiency by 
tracking MPP for a given set of operating conditions [126]. P&O algorithms are 
simple in terms of implementation and do not require prior knowledge of the PV 
characteristics or the measurement of solar intensity and cell temperature. In PV 
systems, the P&O algorithm incorporate a control parameter that is increased or 
decreased by a small amount (often defined as step size), hence perturbing the 
operating point of the PV, along with measurement of the PV array output power 
before and after the perturbation [127]. The system continues to perturb in the 
same direction if the power increases which means that the operating point is 
moving toward the MPP; otherwise, the system is perturbed in the opposite 
direction. Similarly, this thesis proposes ‘hill-descent’ P&O-based MCPT that is 
investigated in this section on the following basis: 
• Perturbing a specific control parameter, increasing or decreasing by a certain 
amount (step size).  
• Measuring the AC link’s RMS current and active power (delivered or absorbed) 
at each bridge before and after the perturbation. 
• The algorithm should then either: continue to perturb the system in the same 
direction or perturb in the reverse direction until minimum current point (MCP) 
is reached. 
6.2.1. Perturbation parameter 
   Development of the hill-descent P&O MCPT technique requires primarily 
identification of the main perturbation parameter. For the P&O is to track minimum 
RMS current in an AC link branch between ports i and j, then the perturbation 
parameter must be restricted to Di or Dj, as the analysis in section 6.1 has 
revealed. Selecting Di as the P&O perturbation parameter, a mathematical 
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relationship can be derived for its corresponding value of Dj that would ensure 
minimum current in this AC link branch. First, RMS bridge voltages of the quasi-
square waves in Fig.6.1 are first derived as given by (6.3).  
𝑉𝑖𝑅𝑀𝑆(𝑝𝑢) = 𝐾𝑟𝑖√𝐷𝑖, 𝑉𝑗𝑅𝑀𝑆(𝑝𝑢) = 𝐾𝑟𝑗√𝐷𝑗  (6.3) 
Then, by equating the two voltages in (6.4) gives the direct relationship between 
the duty ratios. 
𝐷𝑗 = (
𝐾𝑟𝑖
𝐾𝑟𝑗
)
2
 𝐷𝑖   (6.4) 
Generalising for all AC link branches, this necessitates control of a single bridge 
RMS voltage only, while all other active bridges would have to maintain and follow 
the relation in (6.4). For this sake, bridge r is chosen as the reference, and 
accordingly Dr will be the main perturbation parameter. In this case, (6.4) is 
rewritten as:  
𝐷𝑖 =
{
 
 
 
 𝐷𝑟
𝐾𝑟𝑖
2                            
  1,       𝑖𝑓  
𝐷𝑟
𝐾𝑟𝑖
2 > 1.
    (6.5) 
Therefore, perturbing Dr while maintaining the relation in (6.5) to calculate 
remaining duty ratios will lead to the MCP. Investigation of Dr as a perturbation 
parameter is provided here to verify the effectiveness of perturbing Dr on RMS 
current. To achieve this, fixed-step perturbation is applied according to the 
following steps:  
1) Dr=1 (maximum RMS voltage of reference bridge corresponding to top of 
hill in Fig.6.1).   
2) Calculate remaining duty ratios using (6.5). 
3) For given power levels (P1*…Pn*) and DC voltage ratios (Kri…Krn), use power 
equations to calculate phase shifts (Dri…Drn).   
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4) Calculate resultant AC link RMS current. 
5) Calculate new value of Dr (Dr=Dr old−ΔDr), where ΔDr is a fixed-step perturb. 
6) Repeat steps (2)-(5) and stop when MCP is approached. 
The above perturbation steps are applied on an approximate TAB model assuming 
fundamental component, derived in chapter 4, given by (6.6) and (6.7) 
considering bridge 1 as reference bridge such that D12, D13 are phase shift angles 
of bridges 2 and 3 with respect to bridge 1. A flowchart of the adopted fixed-step 
perturbation is illustrated in Fig.6.2 
YES
Apply fixed perturb
D1= D1 old -ΔD1
D1 =1
Calculate D2 and D3 using (6.5)
End
NO
Calculate IRMS from (6.7) and then store values of IRMS 
and bridge RMS voltages V1 RMS, V2 RMS and V3 RMS
0<D1<1
-0.5<D12<0.5
-0.5<D13<0.5
Calculate D12 and D13 from (6.6) satisfying 
P1=P1
*
 , P2=P2
*
and 
 
P3=P3
*
 at K2 and K3
 
Fig. 6.2: Steps to apply fixed-step perturb on a TAB converter to investigate the effectiveness of D1 
as a perturb parameter. 
 
𝑃1 = (
1
𝐾12 +𝐾13
) sin(0.5𝜋𝐷1) [𝐾12 sin(0.5𝜋𝐷2)] sin(𝜋[𝐷12 + 0.5(𝐷2 −𝐷1)]) + 𝐾13 sin(0.5𝜋𝐷3)] sin(𝜋[𝐷13 + 0.5(𝐷3 −𝐷1)])] 
𝑃2 = (
𝐾12
𝐾12 + 𝐾13
) sin(0.5𝜋𝐷2) [− sin(0.5𝜋𝐷1) sin(𝜋[𝐷12 + 0.5(𝐷2 − 𝐷1)]) + 𝐾13 sin(0.5𝜋𝐷3)] sin(𝜋[𝐷13 − 𝐷12 + 0.5(𝐷3 − 𝐷2)])] 
𝑃3 = (
𝐾13
𝐾12 + 𝐾13
) sin(0.5𝜋𝐷3) [− sin(0.5𝜋𝐷1) sin(𝜋[𝐷13 + 0.5(𝐷3 − 𝐷1)]) + 𝐾12 sin(0.5𝜋𝐷2)] sin(𝜋[𝐷12 − 𝐷13 + 0.5(𝐷2 − 𝐷3)])] 
 
(6.6) 
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𝐼𝑅𝑀𝑆 = √(𝐼1 𝑅𝑀𝑆)2 + (𝐼2 𝑅𝑀𝑆)2 + (𝐼3 𝑅𝑀𝑆)2
= [(0.25𝜋2/(𝐾12 +𝐾13)
2) [sin(0.5𝜋𝐷1)
2 + (𝐾12 sin(0.5𝜋𝐷2))
2 + (𝐾13 sin(0.5𝜋𝐷3))
2
− 𝐾12𝐾13 sin(0.5𝜋𝐷2) sin(0.5𝜋𝐷3) cos(𝜋[𝐷12 − 𝐷13 + 0.5(𝐷2 − 𝐷3)])  
− 𝐾12 sin(0.5𝜋𝐷1) sin(0.5𝜋𝐷2) cos(𝜋[𝐷12 + 0.5(𝐷2 − 𝐷1)])
− 𝐾13 sin(0.5𝜋𝐷1) sin(0.5𝜋𝐷3) cos(𝜋[𝐷13 + 0.5(𝐷3 − 𝐷1)])]]
0.5 
 
(6.7) 
Fig. 6.3 shows the simulation results (from MATLAB/m-file) where RMS current 
follows a ‘hill-descent’ profile when perturbing Dr. Results prove that utilising a 
single duty ratio (i.e.: duty ratio of reference bridge Dr.) as a perturbation 
parameter leads to minimum current point (MCP) while maintaining the desired 
power at the constant required rate during the perturbation process. The hill-
descent profile of AC link’s resultant RMS current for MAB converter is 
demonstrated in Fig. 6.4. 
 
         (a) 
       
          (b) 
Fig. 6.3: D1 Perturbation on TAB converter with K12 = 0.6, K13= 0.3 at P1*= 0.2pu, P2*= -
0.1pu, P3*=-0.1pu. 
At P1,P2,..Pn, for Kr  ,Kr  ,...Krn
IRMS
MCP
(D1) opt
(Dn) opt
V1 RMS min
Vn RMS
min
pi 2
(D1=1 )
4 
pi 2
(Dn=1 )
Krn
4 Kr V1 RMS
Vn RMS
...
...
...
1
1 2
 
Fig. 6.4: Perturbation in MAB converter with Hill-descent RMS current profile. 
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6.2.2. Perturb calculation method  
    This section investigates perturb calculation method for tracking minimum RMS 
current in MAB converter. Looking at the PV literature, where P&O are widely 
implemented, two methods of perturb calculation are introduced; fixed-step 
perturb and adaptive-step perturb [128]–[132]. P&O techniques incorporating 
fixed-step perturb suffer from several demerits in steady-state. This is because 
large perturb values result in higher oscillations around the maximum power point 
(MPP); while smaller perturb values cause slower response, which is a trade-off 
problem between steady-state oscillation and faster response. Furthermore, MPPT 
using a fixed-step perturb is system dependent as the perturb value is not generic 
[128]–[131].   
On this basis, this section’s objective is to design an adaptive-step perturb 
calculator for MAB converter. The main requirement of the adaptive-step perturb 
is to produce large perturb steps at the start of the hill-descent technique to help 
reach the minimum current point MCP quickly, and as the MCP is approached, 
reduced perturb step sizes are utilised to avoid large oscillations around the MCP 
in steady state. In addition, an adaptive perturbation has to be generated 
according to the system variation (i.e.: is neither user dependent nor fixed.). On 
this basis, a dual-component adaptive-step perturb is proposed such that the 
adaptive perturbs are added or subtracted from the past duty ratio D1 based on 
the transferred power and AC link RMS current variations. Accordingly, a PI-based 
adaptive-step calculator is developed as indicated by Fig. 6.5. 
The first adaptive component (ΔDr)I is to be calculated as a function of the 
change in RMS (IRMS) current after and before perturbation. IRMS is outlined by 
(4.20) and is defined as the resultant of RMS currents of all AC link branches. 
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(ΔDr)I will tune the perturbation parameter, Dr, in order to track minimum current. 
This is done by treating this value (i.e.: change in RMS current.) as an error signal 
that needs to be minimised at steady state in a closed loop system with the aid of 
a conventional PI controller [132]. The change in the AC link’s RMS current is 
defined as the difference between two successive samples calculated within a fixed 
delay (Td) of m sampling instants such that Td=m/fsamp where fsamp is the sampling 
frequency. This delay allows IRMS to reach steady state after the update of 
modulation parameters, and is arbitrary. 
PI
  
-+
PI
z
-m
  
(ΔDr)I
IRMS(k)
IRMS(k-m)
(ΔDr)PPe(k)
P1 act(k)
IRMS(k) -
+
  
-+
Pn-1 act(k)
..
.
P1*
Pn-1*
 
+
+
.
.
.
.
.
Abs.
Abs.
 
Fig. 6.5: Dual component PI-based adaptive-step perturb calculator. 
          Furthermore, since active power regulation is the primary objective 
concerning the proposed controller, then the power transfer needs monitoring 
during the D1 perturbation to ensure it remains regulated. This is where the second 
adaptive component (ΔDr)P is brought into play to update D1 with respect to the 
measured transferred power as depicted in Fig. 6.5. The summation of error 
between the measured/actual power transfer and the desired power level at each 
bridge, defined as Pe=|P*-Pact|, will be handled after every perturbation by a PI 
controller in order to generate an adaptive perturb (ΔDr)P that maintains this error 
close to zero during Dr perturbation. This will help to decouple the impact of 
perturbation to Dr from the main closed loop active power regulation controller 
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covered in detail in section 4.3. The weights of the two perturb components are 
arbitrary, however, since the current minimisation totally depends on the P&O 
algorithm, the weight of (ΔDr)I should be higher than (ΔDr)P. Especially that the 
main function of (ΔDr)P is only to finetune Dr given that a separate controller (i.e.: 
the previously proposed PI-based Decoupled controller in section 4.3.) will be 
utilised for power regulation. Accordingly the recommended limits for the perturb 
components are 0≤(ΔDr)I≤0.2pu and 0≤(ΔDr)P≤0.1pu. Functions of the proposed 
dual-component adaptive-step PI-based perturbs are therefore summarised as 
follows:  
• (ΔDr)I is the adaptive perturb needed to update Dr with respect to the RMS 
current response depending on the incremental or decremental change of 
IRMS then (ΔDr)I is generated to update (correct) the value of Dr.  
• (ΔDr)P is the adaptive perturb needed to fine tune Dr to ensure error in active 
power is maintained close to zero during the perturbation process of Dr to 
decouple this from main active power regulation controller. 
 
6.2.3. Hill-Descent P&O algorithm 
   The proposed P&O algorithm perturbs Dr (starting at Dr=1) while observing 
variation of IRMS and Pe. There are eight operating conditions, outlined in Table.6.1, 
taking into consideration that sign of (ΔDr)I depends on whether the change in 
RMS current is positive or negative, i.e.: increase in RMS current means positive 
(ΔDr)I and decrease in RMS current means negative (ΔDr)I. These conditions can 
be reduced into only four conditions given by (6.8). On this basis, the full proposed 
hill-descent P&O algorithm is depicted in Fig. 6.6. A delay of just one sample is 
introduced to Dr(k) to enable instant feedback to the P&O algorithm block. In 
addition, a small tolerance in power error (PTol=0.005pu) is used to indicate power 
124 
 
error with an acceptable value, as zero tolerance can cause convergence to sub-
optimum solutions. 
𝐷𝑟(𝑘) =
{
 
 
𝐷𝑟(𝑘 − 𝑚) + (∆𝐷𝑟)𝐼 ,                              [𝑃𝑒(𝑘) ≤ 𝑃𝑇𝑜𝑙  AND 𝐷𝑟(𝑘) < 𝐷𝑟(𝑘 − 𝑚)]
𝐷𝑟(𝑘 − 𝑚) − (∆𝐷𝑟)𝐼 ,                              [𝑃𝑒(𝑘) ≤ 𝑃𝑇𝑜𝑙  AND 𝐷𝑟(𝑘) > 𝐷𝑟(𝑘 − 𝑚)]
𝐷𝑟(𝑘 −𝑚) + (∆𝐷𝑟)𝐼 + (∆𝐷𝑟)𝑃,           [𝑃𝑒(𝑘) > 𝑃𝑇𝑜𝑙  AND 𝐷𝑟(𝑘) < 𝐷𝑟(𝑘 − 𝑚)]
𝐷𝑟(𝑘 −𝑚) − (∆𝐷𝑟)𝐼 + (∆𝐷𝑟)𝑃,           [𝑃𝑒(𝑘) > 𝑃𝑇𝑜𝑙  AND 𝐷𝑟(𝑘) > 𝐷𝑟(𝑘 − 𝑚)]
   (6.8) 
Table 6.1: Operating conditions of P&O Algorithm. 
Condition Action 
1 IRMS(k)>IRMS(k-m) Dr(k)>Dr(k-m) & 
Pe(k)≤Ptol 
Decrease Dr  D1(k)=Dr(k-m)-(ΔDr)I 
2 IRMS(k)< IRMS(k-m) Dr(k)>Dr(k-m) & 
Pe(k)≤Ptol 
Increase Dr Dr(k)=Dr(k-m)-(ΔDr)I 
3 IRMS(k)>IRMS(k-m) 
 
Dr(k)>Dr(k-m) & 
Pe(k)>Ptol 
-Decrease Dr  
-Fine tune Dr to 
minimise Pe 
Dr(k)=Dr(k-m)-(ΔDr)I 
+(ΔDr)P 
4 IRMS(k)< IRMS(k-m) Dr(k)>Dr(k-m) & 
Pe(k)>Ptol 
-Increase Dr  
-Fine tune Dr to   
minimise Pe 
Dr(k)=Dr(k-m)-(ΔDr)I               
+(ΔDr)P 
5 IRMS(k)>IRMS(k-m) Dr(k)<Dr(k-m) & 
Pe(k)≤Ptol 
Increase Dr  Dr(k)=Dr(k-m)+(ΔDr)I 
6 IRMS(k)< IRMS(k-m) Dr(k)<Dr(k-m) & 
Pe(k)≤Ptol 
Decrease Dr  Dr(k)=Dr(k-m)+(ΔDr)I 
7 IRMS(k)>IRMS(k-m) 
 
Dr(k)<Dr(k-m) & 
Pe(k)>Ptol 
-Increase Dr 
-Fine tune Dr to 
minimise Pe  
Dr(k)=Dr(k-m)+(ΔDr)I 
+(ΔD1)P 
8 IRMS(k)< IRMS(k-m) Dr(k)<Dr(k-m) & 
Pe(k)>Ptol 
-Decrease Dr 
-Fine tune Dr to 
minimise Pe  
Dr(k)=Dr(k-m)+(ΔDr)I 
+(ΔD1)P   
The implementation steps of the proposed hill-descent P&O algorithm are as 
follows:  
1) Read the signals of AC link’s RMS current IRMS(k) and power transfer 
Pact(k) where k refers to the present sampling instant. 
2) Calculate adaptive perturb values (ΔDr)I and (ΔDr)P. 
3) (ΔDr)I, (ΔDr)P and Pe(k) are sent to P&O algorithm which determines 
Dr(k) while remaining duty ratios are calculated using (6). 
4) Updated and previous values of Dr (Dr(k-1) and Dr(k-m).) are sent back 
to the P&O for next iteration.  
5) Repeat steps (2)-(4). 
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Fig. 6.6: MCPT technique composed of the Hill-Descent Perturb and Observe algorithm and the 
dual component PI-based adaptive-step perturb calculator. 
 
6.3 Closed Loop Control Design 
   This section covers the design of the entire control structure including both 
decoupled power controller (presented in chapter four) and MCPT technique 
(section 6.2). The PI-based phase shift decoupler will handle power flow control 
while the MCPT technique obtains optimum duty ratios to achieve minimum AC 
link RMS current. Fig. 6.7 shows the proposed control scheme for the MAB 
converter. The control scheme is generalised for MAB converter regardless of 
power, voltage ratings and number of ports. In addition, it incorporates all possible 
operating modes, particularly: unity gain mode (Kri=…=Krn=1) and Buck/boost 
modes (Kri≠1 and/or…Krn≠1). In unity gain mode the MCPT technique is not 
applied as the minimum current in this case is obtained at unity duty ratios 
(D1=…=Dn=1), which achieve equal RMS bridge voltages while keeping minimum 
RMS current as was proven before by PSO in section II-chapter five. At buck/boost 
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operating mode, the MCPT technique is utilised to obtain optimum duty ratios 
(D1…Dn). Moreover, phase shifts (Dri... Drn) are obtained via the PI-based 
decoupled power controller. Associated implementation steps are:  
1) Read actual measured power (P1act… Pn-1act) and desired power (P1*… Pn*). 
2) PI-based decoupling controller regulates phase shifts (Dri... Drn) to track 
(P1*… Pn*) (continuous step). 
3) Read (P1act… Pn-1act), (P1*… Pn*), IRMS, (Vdc1… Vdc n) and calculate DC voltage 
ratios (Kri….Krn)− 
a. For Buck/boost modes (Kri≠1and/or…Krn≠1) then apply MCPT 
technique (i.e.: perturb calculation and P&O algorithm depicted in Fig. 
6.6.). First iteration of P&O employs Dr=1 and second iteration 
employs an initial small perturb (ΔDr)I. 
b. For unity gain mode (Kri…Krn=1) then D1=…=Dn=1. 
4) Duty ratios are then updated and sent to MPS switching signal generator. 
Then repeat steps 1-4. 
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          Fig. 6.7: Proposed MCPT power-flow control scheme for MAB converter. 
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6.4 Simulation Results  
This section covers validation of the proposed control scheme in simulation via 
MATLAB software. Achieved RMS currents, from all investigated cases, are 
benchmarked with minimum RMS current obtained using the PSO-based method 
in chapter five to verify that minimum current is obtained. The simulations were 
carried out using the MAB parameters described in Table 6.2.   
Table 6.2: Parameters of MAB Converter.  
Parameter value 
Bridge 1 DC Voltage Vdc1 100V 
Bridge 2 DC Voltage Vdc2 K12*100V 
Bridge 3 DC Voltage Vdc3 K13*100V 
Switching Frequency fs 2.5kHz 
Base Power Pbase 500W 
Base inductance Lbase 1mH 
 
Simulation results of the proposed control scheme, for power regulation with 
minimum RMS current, on TAB converter is presented in two case studies as shown 
in Fig. 6.8 and Fig. 6.9. The converter parameters are described in Table 6.2 with 
AC link equivalent inductors calculated by (6.9), that was derived in chapter four, 
ensuring maximum power at each port. The controller satisfies the required P* at 
bridges 1 and 2 with negligible oscillations (ripples) as shown in Figs. 6.8 and 6.9 
parts (a) and (b). The reason for the ripples is that after each perturbation (online 
iteration) the duty ratios (D1, D2 & D3) change hence the decoupled PI-controller 
change phase shifts (D12 & D13) to maintain the required power levels (P1* & P2*). 
The resultant of all AC side RMS currents, outlined by (6.9), is shown in Fig.6.8 (c) 
and Fig. 6.9 (c), along with the reference benchmark minimum RMS current. The 
difference at the beginning is high as unity duty ratios are employed. Then this 
difference starts to decrease as P&O-based control scheme moves toward optimum 
modulation parameters achieving negligible oscillation MCP in steady state.  
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𝐿 = (𝐾2 + 𝐾3)
43
2 ∗ 6𝜋3
𝐿𝑏𝑎𝑠𝑒  (6.9) 
 
(a) 
 
    (a) 
 
     (b) 
 
  (b) 
 
    (c)         
 
     (c) 
Fig. 6.8: Perfromance of TAB under proposed 
MCPT controller at K12=0.3, K13=0.6, P1*=-
0.3pu, and P2*=-0.15pu. (a)Power at Bridge 1. 
(b)Power at Bridge 2. (c) RMS current of AC link 
branches. 
Fig. 6.9:Perfromance of TAB under proposed 
MCPT controller at K12=0.5, K13=0.4, 
P1*=0.2pu, and P2*=0.1pu. (a)Power at Bridge 
1.(b)Power at Bridge 2. (c) RMS current of AC 
link branches. 
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For further demonstration of the perturbation process, values of the main 
perturbation parameter (D1) and the dependent duty ratios (D2 and D3) − during 
perturbation until steady state − are shown in Fig 6.10 reflecting the performance 
of the controller in TAB at at K12=0.3, K13=0.6, P1*=-0.3pu, and P2*=-0.15pu 
(case study of Fig 6.8). Fig 6.10 shows that the algorithm starts perturbation with 
high adaptive perturb steps until t≈0.325s when values of duty ratio start to 
converge to steady state (i.e.: employing small perturb step-size reflecting the 
convergence to minimum RMS current as shown in Fig 6.8 part (c).). From t≈0.45s 
the oscillations in the duty ratios are minimal (±0.01) hence the negligible 
oscillations observed in the RMS current and power curves in Fig 6.8.  
 
       (a) 
 
       (b) 
Fig. 6.10: Perfromance of TAB under proposed MCPT controller at K12=0.3, K13=0.6, P1*=-0.3pu, 
and P2*=-0.15pu. (a)Perturbation parameter D1. (b)Dependent control variables D2 and D3. 
 
In order to demonstrate the dynamic response of the controller, a 
simulation including step change in reference power is shown in Fig 6.11. At the 
instant of the step change in reference power, the controller resets and start 
perturbing at Dr=1 until the minimum current point (MCP) is reached while 
maintaining the required power levels. It can be noticed that the first case 
(P1*=0.9pu, P2*=-0.4pu) the MCP is reached in a relatively lower transient time 
(compared to second case after t=0.6 sec). That is because at P1*=0.9pu, P2*=-
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0.4pu the optimal modulation parameters are at D1=D2=D3=1 while the 
perturbation always starts at Dr=1 which explains the corresponding lower 
transient time. 
 
   (a) 
 
  (b) 
 
  (c) 
Fig. 6.11: Dynamic perfromance of TAB under proposed MCPT controller at K12=0.5, K13=0.4, 
P1*=0.9,0.3 pu, and P2*=-0.4,-0.15pu. (a)Power at Bridge 1. (b)Power at Bridge 2. (c) RMS 
current of AC link branches. 
 
6.5 Validation of the Proposed Controller on DAB 
   This subsection provides the verification of the universality of the control scheme 
when applied to DAB converter which is considered as simplest form of the MAB 
(i.e.: MAB with only two ports.). For implementing the proposed controller on DAB 
converter, optimum duty ratios will be obtained by the MCPT technique with 
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perturbation parameter Dr and with the same PI-based adaptive-step calculator. 
Accordingly, MCPT-based closed loop scheme for DAB is presented as depicted in 
shown in Fig.6.12 where the only difference between this and the MAB control 
scheme (shown in Fig 6.7) is that a simple PI controller replaced the phase shift 
decoupler (used in MAB) to regulate a single phase-shift (D12). This can be 
confirmed by considering the fundamental harmonic of DAB’s transferred power 
outlined by (3.33), as at given duty ratios it reduces to 
 𝑃 = 𝐶1 ∗ sin(𝜋𝐷12 + 𝐶2) (6.10) 
Where, 𝐶1 =
32
𝜋3
𝐾12 sin(
𝜋
2
𝐷1) ∗ sin(
𝜋
2
𝐷2) and 𝐶2 = 𝜋(
𝐷2 − 𝐷1
2
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Fig. 6.12: Proposed MCPT power-flow control scheme for DAB converter. 
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Equation (6.10) shows that DAB’s transferred power is basically a trigonometric 
function where 𝑃 = 𝑓(𝐷12) at given duty ratios (D1 and D2). As a result, power flow 
is controlled via the regulation of the phase shift between the bridge voltages D12 
with the aid of a simple PI controller. 
The proposed MCPT technique is applied on a detailed switching DAB 
converter in MATLAB/Simulink for validation. Achieved RMS current are 
benchmarked with the minimum RMS current obtained using the PSO-based 
method in chapter five to verify that minimum current is obtained. The simulations 
were carried out using the DAB parameters described in Table 6.2. Simulation 
results for two case studies are presented in Fig. 6.13 and Fig. 6.14, thus 
highlighting the performance of the DAB converter under the proposed controller.  
Fig.6.12(a) and Fig.6.13(a) show that the controller satisfies the required P* with 
negligible oscillations in both transient and steady state. These negligible 
oscillations (ripples) exist because after each perturbation (online iteration) the 
duty ratios D1 & D2 change hence the PI controller phase shift D12 to keep 
maintaining the reference power level P*.  Fig.6.13(b) and Fig.6.14(b) show the 
actual RMS current along with minimum RMS current. The relative difference at 
the beginning of the perturbation is high as unity duty ratios are employed. Then 
this difference starts to decrease as the P&O moves the operating point of the DAB 
converter toward the optimal TPS ratios achieving minimum RMS current with 
negligible oscillations in steady state. In addition, to validate the robustness of the 
controller to different system parameters, extra simulations were carried out with 
different value of AC Link equivalent inductance (L=3mH). Results are shown in 
Fig.6.15 showing that the controller performance is not dependent on circuit 
parameters. 
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      (a) 
 
     (b) 
Fig. 6.13: Perfromance of DAB Converter under proposed MCPT controller at K12=0.4 and P*=-
0.15pu : (a)Transferred Power. (b) AC Link’s RMS current. 
 
      (a) 
 
  (b) 
 
Fig. 6.14: Perfromance of DAB Converter under proposed MCPT controller at K12=0.6 and 
P*=0.2pu: (a)Transferred Power. (b) AC Link’s RMS current. 
 
         (a) 
 
     (b) 
Fig. 6.15: Perfromance of DAB Converter under proposed MCPT controller with different system 
parameters at K12=0.5 and P*=0.15pu: (a)Transferred Power. (b) AC Link’s RMS current. 
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In order to demonstrate the dynamic (transient) response of the controller, a 
simulation introducing step change in reference power is shown in Fig 6.16.  
 
      (a) 
 
     (b) 
Fig. 6.16: Dynamic Perfromance of DAB Converter under proposed MCPT controller with different 
system parameters at K12=0.4 and P*=-0.15, 0.31 pu: (a)Transferred Power. (b) AC Link’s RMS 
current. 
 
6.6 Discussion 
      Considering that the main objective of the proposed MCPT controller is power 
flow management, the implementation of the proposed MCPT controller realises 
the desired transferred power while achieving negligible-oscillation-MCP in steady 
state. However, there are some limitations regarding the application of this 
controller. For example, this controller is more suitable in switching frequencies in 
the range of 2 to 3 kHz to allow time for implementing the needed delay and to 
implement the P&O algorithm outlined by (6.8). This range of operating frequency 
indicate that the potential application of this controller might be in MVDC/HVDC 
applications where the implemented switching frequencies are usually below 2 kHz 
[67]. This is because high switching frequency impresses extremely high dv/dt 
stress upon the transformer when operating in the kilovolts range, [133], which 
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complicates the design of the interfacing transformer (in terms of insulation) and 
reduces its reliability and lifetime [67].  
 
Also, the transient time taken to achieve minimised RMS current is somehow 
slow which is mainly because the number of iterations (perturbations) needed to 
reach minimum RMS current. This can be partially solved by increasing the limits 
of perturb step size (i.e.: increasing the limits of the dual-component perturb 
(ΔDr)I & (ΔDr)P.). However, this may increase peak values of the ripples (oscillates) 
in power and current response. Alternatively, the issue of the slow transient 
response of the proposed controller may require some sort of predictive algorithm 
to be imbedded within the controller. For example, an FHA-based calculator can 
be imbedded within the controller to give indicative prediction of the power and 
current values based on the duty ratios that are one step ahead of the present 
duty ratios. This has been added as a future work point later in this thesis.  
6.7 Summary 
This chapter has discussed the development of a control scheme for power 
regulation for use in multi active bridge (MAB) converters including dual active 
bridge (DAB). The developed MAB’s I-V characteristic revealed the existence of a 
global minimum current point (MCP) for every level of active power transferred 
between the DC sides. This MCP can be tracked based on a P&O algorithm that 
calculates the optimum combination of duty ratios at any operating point. The 
proposed minimum current point tracking (MCPT) algorithm is combined with a 
closed loop controller to regulate power to desired level. Extensive simulations 
verified the effectiveness and potential of the proposed scheme. The novelty and 
contributions of this chapter are summarised in the following bullet points: 
136 
 
• A new I-V characteristic 3D analysis for MAB converter showing a global 
minimum current point (MCP) for every level of active power transferred 
and the dependence of MCPs on duty ratios (bridge RMS voltages). 
• A new minimum-RMS-current tracking method is proposed based on P&O 
algorithm with adaptive-step perturb calculator.  
• The proposed MCPT algorithm is combined with a closed loop controller to 
regulate desired active power regardless of number of ports.  
•  The proposed controller is generic, independent of circuit parameters and 
does not require complex converter modeling, look-up tables or any offline 
calculations prior to implementation.  
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Chapter 7. Conclusions and future work 
 
7.1. Conclusions 
Offering several functionalities, bidirectional MAB DC–DC converters have 
attracted significant research interest within HVDC, MVDC and low voltage/low 
power applications. Accordingly, the presented work within this thesis mainly 
investigated current-stress minimisation controllers for MAB converters. The 
research results can be summarised as follows:  
• In Chapters 3, per unit steady state model of dual active bridge (DAB) 
converter based on the triple phase shift modulation (TPS) was developed. 
This included active power expressions for all possible switching modes and 
a new unified AC-side RMS current expression. 
• In chapter 4, generalised power flow analysis has been developed and 
investigated for MAB converter regardless of number of ports. This allowed 
the derivation of a new decoupling controller for power regulation in MAB 
with phase shift control that enables independent regulation of active power 
in each bridge and simple implementation with PI controllers. Moreover, 
fundamental harmonic per unit modelling of triple active bridge were carried 
out under various purely inductive AC link topologies. The value of the AC 
link inductor was calculated for each topology to investigate the topology 
with minimum inductance, hence smallest converter footprint. The first 
proposed topology has proven to achieve the best performance among other 
topologies, in terms of minimum AC link inductance required and minimum 
RMS current stresses and reactive power loss. 
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• In Chapter 5, RMS current minimisation in DAB was defined as a multi 
constraint minimisation problem. Then particle swarm optimisation (PSO) 
method was introduced for offline application on the presented exact DAB 
model (in chapter 3) to generate the optimal TPS ratios for the entire bi-
directional power transfer range and different values of DC voltage ratios. 
The output optimal TPS ratios obtained from this offline optimization 
exercise were analysed and the concluded patterns were utilised to design 
a new simple real time controller for power regulation with minimum RMS 
current in DAB. The devised real time controller is universal as it covers the 
entire bi-directional power flow range regardless of the DC voltage ratio. It 
is also simple to implement with a single PI controller and does not require 
any offline calculation or look-up tables. The simulation and experimental 
results validate the effectiveness of the proposed generic controller.  
• Chapter 6 details the development of a new control scheme for power 
regulation in MAB converters. Current/voltage characteristics of MAB were 
developed and revealed the existence of a global minimum current for every 
level of active power transferred. Hence, a new online minimum current 
point tracking (MCPT) method was developed based on an adaptive-step 
P&O algorithm that was combined with the decoupler controller for active 
power regulation in MAB converter. The proposed controller is generic and, 
unlike existing efforts in this area, is independent of circuit parameters, plus 
it is not derived from complex converter modelling. Extensive simulations 
verified the effectiveness and robustness of the proposed control scheme.  
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7.2. Future Work 
This section lists some future research areas related to multi active bridge 
converters in terms of modelling and control schemes.  Future work topics are as 
follows: 
• Including the nonideal effect of parasitics and short time scale factors such 
as switching dead time effects in the detailed mathematical derivation 
carried out in chapter 3. In practical aspect, the dead time is set to prevent 
the two switches in the same leg shorting directly. The effects of the dead 
time are the phenomena of voltage polarity reversal and phase drift [134], 
[135]. With dead-time effect, the transmission power model is not a strictly 
monotone increasing function, zero phase-shift ratio does not achieve the 
zero point and the relation curve is not symmetric around the median axis 
[134]. In addition, for different DC voltage ratio and dead time, the 
switching characterizations of the DAB converter are also different. For 
example, with CPS, in buck/boost modes there are six switching modes and 
in unity gain there are three switching modes [134]. The dead-time effect 
of DAB becomes even more apparent issue when operating at higher 
switching frequencies. On the other hand, voltage reversal increases the 
reactive power, decrease volt-seconds which further affect the 
characteristics of the steady state model in terms of transmission power, 
current stress and efficiency, etc [134]. Covering the above mentioned non-
ideal factors when deriving the state state model will affect the calculated 
modulation parameters (triple phase shift values) and hence the achieved 
minimum current stresses. However, developing the TPS-based model will 
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be more challenging and that’s why very few literatures is found in this area 
of research. 
• Extensive research could be put forward to address enhancing the dynamic 
performance of MAB converters. Robust and fast dynamic response are 
required in extreme conditions facing MAB converters such as the output 
load distribution, no-load conditions and the input voltage fluctuation. 
Virtual direct power control (VDPC) scheme is proposed in [94] targeting 
dynamic response of DAB, however the scheme is only implemented with 
traditional single-phase shift (SPS) control. Authors in [94] also provided a 
good comparison with other methods such as load current feed-forward 
control, traditional voltage loop control and model-based phase-shift 
control. In addition, some of the existing schemes for enhancing the 
dynamic behaviour depend on variable frequency approach which means 
that transformer saturation will occur, such as [93] that proposed an 
excellent control scheme that achieves negligible overshoot, fast transient 
response in start-up and load disturbances, and few switching actions to 
reach steady state.  
• Investigation of methods to lower transient time within the second proposed 
controller (MCPT controller) by introducing some sort of predictive control 
that can shorten the transient time by reducing number of online iterations 
(perturbations). 
• Several DAB-based topologies have been proposed to enable utilisation of 
DAB in HVDC/MVDC grids such as input-series output-parallel (ISOP) 
topology [63], [68] and DAB-based Modular Multi level Converters (MMC) 
[56], [136], [137] . The investigation of the proposed new controllers within 
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the above-mentioned active-bridge-based configurations for MVDC/HVDC 
applications can be a promising future point. 
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Appendix A   Analysis of Non-isolated AC Link Topologies 
This appendix provides the mathematical analysis for non-isolated AC link 
topologies (topologies 2 to 6) in MAB outlined in Table 3.4. This includes derivation 
of active power and RMS current at the AC side of every port for the investigated 
topologies.  
A.1.  Analysis of MAB AC link Topology 2 
In order to simplify the analysis for this topology, the upper delta connection is 
transformed to equivalent star connection. In this case, topology 2 becomes as 
shown in Fig.A.1.  
 
Fig. A.1: Topology 2 with upper delta transformed to star equivalent. 
 
Accordingly, per unit AC-side instantaneous current at each port can be derived 
based on: 
𝑖𝑖(𝑡) =
𝑣𝑖(𝑡) − 𝑣𝑐(𝑡)
𝑗2𝜋𝑓(𝐿2 +
𝐿2
3 )/𝑍𝑏𝑎𝑠𝑒
 
(A.1) 
Such that: 
• 𝑣𝑐 is per unit common node voltage as depicted in Fig. A.1. 
• 𝐿2is interface inductor of topology 2. 
• 𝑣𝑖(𝑡) is per unit AC-side bridge voltage defined by (4.1) and (4.2). 
v1 v2
i3i2i1
L2/3
L2L2L2
v3
L2/3 L2/3
vc
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On this basis, AC-side instantaneous currents are derived and represented in 
rectangular form as outlined by (A.2)-(A.4)  
𝐼1̅ = −𝑗
3𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
( 𝑉1 𝑅𝑀𝑆 − 𝑉?̅?) 
   (A.2) 
𝐼2̅ = −𝑗
3𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
( 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑗 𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉?̅?) 
   (A.3) 
𝐼3̅ = −𝑗
3𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
( 𝑉3 𝑅𝑀𝑆 cos(𝛿3) − 𝑗 𝑉3 𝑅𝑀𝑆 sin(𝛿3) − 𝑉?̅?) 
   (A.4) 
 
Since 𝐼1̅ + 𝐼2̅ + 𝐼3̅ = 0, then 
?̅?𝑐 =
1
3
[(𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) − 𝑗(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3))] (A.5) 
  
Substituting (A.5) into (A.2)-(A.4) yields: 
𝐼1̅ =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
[(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3))]  
 
   (A.6) 
𝐼2̅ =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
[(−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) + 𝑗(𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
 
   (A.7) 
𝐼3̅ =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
[(𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)) + 𝑗(𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
 
   (A.8) 
 
Thus, the AC-side RMS currents are: 
|𝐼1|𝑅𝑀𝑆 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
√(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3))2 + (2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3))2 
 
(A.9) 
|𝐼2|𝑅𝑀𝑆 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
√(−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3))2 + (𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))2 
 
(A.10) 
|𝐼3|𝑅𝑀𝑆 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
√(𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3))2 + (𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3))2 
 
(A.11) 
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Afterwards, the normalised active and reactive power expressions as function of 
modulation parameters (D1, D2, D3, D12, D13), AC link inductor (L2) and base 
inductance (Lbase) can be obtained by substituting in (4.5) and (4.6). Thus: 
𝑃1 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉1 𝑅𝑀𝑆 ( 𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3) ) 
 
 
 
 
 
 
 
 
(A.12) 
𝑄1 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 −𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3) ) 
𝑃2 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3) ]
− 𝑠𝑖𝑛(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄2 = −
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2)[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3) ]
+ 𝑐𝑜𝑠(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑃3 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3) ]
− 𝑠𝑖𝑛(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄3 = −
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿2
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3)[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
+ 𝑐𝑜𝑠(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
A.2.  Analysis of MAB AC link Topology 3 
The concept of superposition is used to analyse the AC-side currents of topology3. 
In this case, AC-side currents within this topology is analysed as illustrated by Fig 
A.2 – Fig A.4.  
 
Fig. A.2:Topology 3 when applying superposition to analyse i1(t). 
L3
L3L3
L3L3
L3
v1
L3
L3L3
L3L3
L3
v2
L3
L3L3
L3L3
L3
v3
i1`
i1` ` i1` ``
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Fig. A.3: Topology 3 when applying superposition to analyse i2(t). 
 
Fig. A.4: Topology 3 when applying superposition to analyse i3(t). 
From Fig A.2: 
𝐼1̅′ =
𝑉1̅
𝑗𝑤𝐿3
 , 𝐼1̅
′′
= −
𝑉2̅
𝑗2𝑤𝐿3
 and 𝐼1̅
′′′
= −
𝑉3̅
𝑗2𝑤𝐿3
 
Since  𝐼1̅′ = 𝐼1̅′+𝐼1̅′′+𝐼1̅′′′, then per unit AC-side current of port one is as follows: 
𝐼1̅ =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
[(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
    (A.13) 
From Fig A.3: 
𝐼2̅′ = −
𝑉1̅
𝑗2𝑤𝐿3
 𝐼2̅′′ =
𝑉2̅
𝑗𝑤𝐿3
 𝐼2̅′′′ = −
𝑉3̅
𝑗2𝑤𝐿3
 
Since  𝐼2̅
′
= 𝐼2̅
′
+ 𝐼2̅
′′
+ 𝐼2̅
′′′
, then per unit AC-side current of port two is as follows: 
𝐼2̅ =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
[(−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
    (A.14) 
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From Fig A.4: 
𝐼3̅′ = −
𝑉1̅
𝑗2𝑤𝐿3
 , 𝐼3̅′′ = −
𝑉2̅
𝑗2𝑤𝐿3
 and 𝐼3̅′′′ =
𝑉3̅
𝑗𝑤𝐿3
 
Since  𝐼3̅
′
= 𝐼3̅
′
+ 𝐼3̅
′′
+ 𝐼3̅
′′′
, then per unit AC-side current of port three is as follows: 
𝐼3̅ =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
[(𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
    (A.15) 
 
Thus, the AC-side RMS currents are: 
|𝐼1|𝑅𝑀𝑆 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
 
(A.16) 
|𝐼2|𝑅𝑀𝑆 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
√[−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
 
(A.17) 
|𝐼3|𝑅𝑀𝑆 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + ([𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2) 
 
(A.18) 
Afterwards, the normalised active and reactive power expressions can be obtained 
by substituting in (4.5) and (4.6). Thus: 
𝑃1 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉1 𝑅𝑀𝑆 (𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)) 
 
 
 
 
 
 
 
(A.19) 
𝑃2 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2) [−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
− 𝑠𝑖𝑛(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑃3 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3) [𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
− 𝑠𝑖𝑛(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄1 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) 
𝑄2 = −
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2) [−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) +  𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
+ 𝑐𝑜𝑠(𝛿2)[ 𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄3 = −
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿3
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3) [𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)] 
+𝑐𝑜𝑠(𝛿3)[ 𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑟𝑚𝑠 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
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A.3.  Analysis of MAB AC link Topology 4 
Since topology 4 is basically a series connection, then 
𝐼1̅ = 𝐼2̅ = 𝐼3̅ = 𝐼̅ =
𝑉1̅̅ ̅ − 𝑉2̅̅ ̅ − 𝑉3̅̅ ̅
𝑗(3𝑤𝐿4)
 
Thus, per unit AC-side current is as follows: 
𝐼 ̅ =
2𝐿𝑏𝑎𝑠𝑒
3𝜋𝐿4
([𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)] − 𝑗[𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)])  (A.20) 
 
A.4.  Analysis of MAB AC link Topology 5 
The concept of superposition is used to analyse the AC-side currents of topology6. 
In this case, AC-side currents within this topology is analysed as illustrated by Fig 
A.5 – Fig A.7. 
 
Fig. A.5: Topology 5 when applying superposition to analyse i1(t). 
 
Fig. A.6: Topology 5 when applying superposition to analyse i2(t). 
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Fig. A.7: Topology 5 when applying superposition to analyse i3(t). 
 
From Fig A.5: 
𝐼1̅′ =
𝑉1̅
𝑗2𝑤𝐿5
 , 𝐼1̅′′ =
𝑉2̅
𝑗4𝑤𝐿5
 and 𝐼1̅′′′ =
𝑉3̅
𝑗4𝑤𝐿5
 
Since  𝐼1̅′ = 𝐼1̅′+𝐼1̅′′+𝐼1̅′′′, then per unit AC-side current of port one is as follows: 
𝐼1̅ =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
[−(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
    (A.21) 
From Fig A.6: 
𝐼2̅′ =
𝑉1̅
𝑗4𝑤𝐿5
 , 𝐼2̅′′ =
𝑉2̅
𝑗2𝑤𝐿5
 and 𝐼2̅′′′ =
𝑉3̅
𝑗4𝑤𝐿5
 
Since  𝐼2̅
′
= 𝐼2̅
′
+ 𝐼2̅
′′
+ 𝐼2̅
′′′
, then per unit AC-side current of port two is as follows: 
𝐼2̅ =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
[−(2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
   (A.22) 
From Fig A.7: 
𝐼3̅′ =
𝑉1̅
𝑗4𝑤𝐿5
 , 𝐼3̅′′ =
𝑉2̅
𝑗4𝑤𝐿5
 and 𝐼3̅′′′ =
𝑉3̅
𝑗2𝑤𝐿5
 
Since  𝐼3̅
′
= 𝐼3̅
′
+ 𝐼3̅
′′
+ 𝐼3̅
′′′
, then per unit AC-side current of port three is as follows: 
𝐼3̅ =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
[−(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
  (A.23) 
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Thus, the AC-side RMS currents are: 
|𝐼1|𝑅𝑀𝑆 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + [2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2 
 
(A.24) 
|𝐼2|𝑅𝑀𝑆 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
√[2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + [𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2 
 
(A.25) 
|𝐼3|𝑅𝑀𝑆 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + [𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2 
 
(A.26) 
Afterwards, the normalised active and reactive power expressions can be obtained 
by substituting in (4.5) and (4.6). Thus: 
𝑃1 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉1 𝑅𝑀𝑆 (−𝑉2 𝑅𝑀𝑆 sin(𝛿2) −  𝑉3 𝑅𝑀𝑆 sin(𝛿3)) 
 
 
 
 
 
 
 
 
(A.27) 
𝑃2 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2) [−4𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
+ 𝑠𝑖𝑛(𝛿2)[ 2𝑉1 𝑅𝑀𝑆 + 4𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑃3 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3) [−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 4 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
+ 𝑠𝑖𝑛(𝛿3)[ 2𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 4𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄1 =
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉1 𝑅𝑀𝑆 ( 2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) 
𝑄2 = −
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2) [−4𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
− 𝑐𝑜𝑠(𝛿2)[ 2𝑉1 𝑅𝑀𝑆 + 4𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄3 = −
𝐿𝑏𝑎𝑠𝑒
𝜋𝐿5
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3) [−2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 4𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
− 𝑐𝑜𝑠(𝛿3)[ 2𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑟𝑚𝑠 cos(𝛿2) + 4𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
A.5.  Analysis of MAB AC link Topology 6 
The concept of superposition is used to analyse the AC-side currents of topology6. 
In this case, AC-side currents within this topology is analysed as illustrated by Fig 
A.8 – Fig A.10.  
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Fig. A.8: Topology 6 when applying superposition to analyse i1(t). 
 
Fig. A.9: Topology 6 when applying superposition to analyse i2(t). 
 
Fig. A.10: Topology 6 when applying superposition to analyse i3(t). 
 From Fig A.8: 
𝐼1̅′ =
𝑉1̅
𝑗𝑤𝐿6
 , 𝐼1̅′′ =
𝑉2̅
𝑗𝑤(2𝐿6)
 and 𝐼1̅′′′ =
𝑉3̅
𝑗𝑤(2𝐿6)
 
Since  𝐼1̅′ = 𝐼1̅′+𝐼1̅′′+𝐼1̅′′′, then per unit AC-side current of port one is as follows: 
𝐼1̅ =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
[−(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
  (A.28) 
 
L6
L6L6
L6L6
L6
i1
v1
`
L6
L6L6
L6L6
L6
i1 v2``
L6
L6L6
L6L6
L6
i3
i1 v3```
L6
L6L6
L6L6
L6
i2
v1 `
L6
L6L6
L6L6
L6
v2
L6
L6L6
L6L6
L6
i2 v3`` `
i2` `
L6
L6L6
L6L6
L6
i3
v1 `
L6
L6L6
L6L6
L6
v2
L6
L6L6
L6L6
L6
i3
v3
```
i3` `
160 
 
From Fig A.9: 
𝐼2̅′ =
𝑉2̅
𝑗𝑤(2𝐿6)
 , 𝐼2̅′′ =
𝑉2̅
𝑗𝑤𝐿6
 and 𝐼2̅′′′ =
𝑉3̅
𝑗𝑤(2𝐿6)
 
Since  𝐼2̅
′
= 𝐼2̅
′
+ 𝐼2̅
′′
+ 𝐼2̅
′′′
, then per unit AC-side current of port two is as follows: 
𝐼2̅ =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
[−(2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
     (A.29) 
From Fig A.10: 
𝐼3̅′ =
𝑉2̅
𝑗𝑤(2𝐿6)
 , 𝐼3̅′′ =
𝑉2̅
𝑗𝑤(2𝐿6)
 and 𝐼3̅′′′ =
𝑉2̅
𝑗𝑤𝐿6
 
Since  𝐼3̅
′
= 𝐼3̅
′
+ 𝐼3̅
′′
+ 𝐼3̅
′′′
, then per unit AC-side current of port three is as follows: 
𝐼3̅ =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
[−(𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)) − 𝑗(𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3))] 
     (A.30) 
 
Thus, the AC-side RMS currents are: 
|𝐼1|𝑅𝑀𝑆 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + [2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2 
 
(A.31) 
|𝐼2|𝑅𝑀𝑆 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
√[2𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + [𝑉1 𝑅𝑀𝑆 + 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2 
 
(A.32) 
|𝐼3|𝑅𝑀𝑆 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
√[𝑉2 𝑅𝑀𝑆 sin(𝛿2) + 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]2 + [𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]2 
 
(A.33) 
 
Afterwards, the normalised active and reactive power expressions can be obtained 
by substituting in (4.5) and (4.6). Thus: 
𝑃1 = 
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉1 𝑅𝑀𝑆 (−𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉3 𝑅𝑀𝑆 sin(𝛿3)) 
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𝑃2 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
  𝑉2 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿2) [ −2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
− 𝑠𝑖𝑛(𝛿2)[−𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
 
 
 
 
 
 
 
(A.34) 
𝑃3 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
  𝑉3 𝑅𝑀𝑆 (𝑐𝑜𝑠(𝛿3) [ −𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
− 𝑠𝑖𝑛(𝛿3)[−𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑅𝑀𝑆 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄1 =
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉1 𝑟𝑚𝑠 ( 2𝑉1 𝑅𝑀𝑆 + 𝑉2 𝑅𝑀𝑆 cos(𝛿2) + 𝑉3 𝑅𝑀𝑆 cos(𝛿3)) 
𝑄2 = − 
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉2 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿2) [ −2𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
+ 𝑐𝑜𝑠(𝛿2)[−𝑉1 𝑅𝑀𝑆 − 2𝑉2 𝑟𝑚𝑠 cos(𝛿2) − 𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
𝑄3 = − 
2𝐿𝑏𝑎𝑠𝑒
𝜋𝐿6
 𝑉3 𝑅𝑀𝑆 (𝑠𝑖𝑛(𝛿3) [ −𝑉2 𝑅𝑀𝑆 sin(𝛿2) − 2𝑉3 𝑅𝑀𝑆 sin(𝛿3)]
+ 𝑐𝑜𝑠(𝛿3)[−𝑉1 𝑅𝑀𝑆 − 𝑉2 𝑟𝑚𝑠 cos(𝛿2) − 2𝑉3 𝑅𝑀𝑆 cos(𝛿3)]) 
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Appendix B   Generalised Form for The Active Power in 
MAB Converter  
This appendix provides the mathematical derivation using superposition method 
to attain a generalised form for the active power in MAB converter with N ports. A 
star-connected AC link in a MAB converter with N-ports is shown in Fig B.1 where 
port 1 is the reference port and K12= … = K1N=1 such that ac-side voltage of any 
bridge i volt is outlined by (B.1). Also, all AC link inductors are equal, and all of 
them are normalised to base impedance Zbase=8fLbase so impedances of all 
inductors are equals as outlined by (B.2). 
𝑣𝑖 = 𝑉𝑖∠−𝐷1𝑖 𝑝𝑢     𝑤ℎ𝑒𝑟𝑒  𝑉𝑖 =
4
𝜋√2
  (B.1) 
𝑍 = 𝑗
2𝜋𝐿1
4𝐿𝑏
 (B.2) 
v1
i1
v2
i2
L L
L
vj
i3
L
vN
i4
....
.
L
L
L
L
....
.
 
Fig. B.1: N-port MAB converter with star-connected Inductive Equivalent AC link. 
 
This circuit can be solved N times to get all components of current. Every time all 
sources are treated as short circuit and only one source is considered; if source j 
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is considered, then the circuit becomes as depicted in Fig B.2. In this case, the 
total inductance is equivalent to (N-1) paralleled inductors which are in series with 
port j inductor, such that: 
𝑍𝑡𝑜𝑡𝑎𝑙 = 𝑗
2𝜋/4
𝑁 − 1
+ 𝑗
2𝜋
4
= 𝑗 
2𝜋
4
𝑁
𝑁 − 1
 𝑝𝑢. 
𝑖𝑗𝑗 =
𝑣𝑗
𝑍𝑡𝑜𝑡𝑎𝑙
= (
4𝑉𝑗
2𝜋
)
cos(𝐷1𝑗) − 𝑗 sin(𝐷1𝑗)
𝑗 
𝑁
𝑁 − 1
= (
4𝑉𝑗
2𝜋
)
𝑁 − 1
𝑁
[−sin(𝐷1𝑗) − 𝑗 cos(𝐷1𝑗)] (B.3) 
Then 
𝑖𝑗𝑘 =
−𝑖𝑗𝑗
𝑁 − 1
= (
4𝑉𝑗
2𝜋
)
1
𝑁
[sin(𝐷1𝑗) + 𝑗 cos(𝐷1𝑗)]    where 𝑘 = 1,2, …𝑁 & 𝑘 ≠ 𝑗 (B.4) 
 
ij2
ijN
ij1
L L
L
vj
L
ijN
....
.
L
L
L
L
....
.
 
Fig. B.2: N-port MAB converter with star-connected Inductive Equivalent AC link with 
superposition. 
 
Now, the same needs to be done for all ports, and by superposition, current of 
each port is the summation of that component in all circuits, such that 
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𝑖1 = 𝑖11 + 𝑖12 + 𝑖13 +⋯+ 𝑖1𝑗 +⋯+ 𝑖1𝑁 
𝑖2 = 𝑖21 + 𝑖22 + 𝑖23 +⋯+ 𝑖2𝑗 +⋯+ 𝑖2𝑁 
𝑖𝑗 = 𝑖𝑗1 + 𝑖𝑗2 + 𝑖𝑗3 +⋯+ 𝑖𝑗𝑗 +⋯𝑖𝑗𝑁 
𝑖𝑁 = 𝑖𝑁1 + 𝑖𝑁2 + 𝑖𝑁3 +⋯+ 𝑖𝑁𝑗 +⋯𝑖𝑁𝑁 
Therefore, combining (B.3) and (B.4), a general form can be written for current 
at each port as follows: 
𝑖𝑗 = (
4𝑉𝑗
2𝜋
)∑ 𝑖𝑗𝑘
𝑁
𝑘=1
     𝑤ℎ𝑒𝑟𝑒  𝑖𝑗𝑘 = {
𝑁 − 1
𝑁
[−sin(𝐷1𝑗) − 𝑗 cos(𝐷1𝑗)]          𝑗 = 𝑘
1
𝑁
[sin(𝐷1𝑗) + 𝑗 cos(𝐷1𝑗)]               𝑗 ≠ 𝑘
 
(B.5) 
 
Since active power at each port equals to 
𝑃 = 𝑅𝑒𝑎𝑙 (𝑣𝑗𝑖𝑗
∗) where 𝑣𝑗 = 1∠𝐷𝑟𝑗 and 𝑖𝑗  is defined in (B. 5)  (B.6) 
Now 𝑖𝑗
∗needs to be calculated which can be done after simplifying 𝑖𝑗. Since 𝑖𝑗 has 
(N-1) similar elements (i.e.: when 𝑗 ≠ 𝑘.) and only one different element (i.e.: 
when 𝑗 = 𝑘.), then 𝑖𝑗 in (B.5) can be rearranged as follows: 
𝑖𝑗 = (
4𝑉𝑗
2𝜋
)
𝑁 − 1
𝑁
[−sin(𝐷1𝑗) − 𝑗 cos(𝐷1𝑗)] + (
4𝑉𝑗
2𝜋
)∑
1
𝑁
[sin(𝐷1𝑘) + 𝑗 cos(𝐷1𝑘)]
𝑁
𝑘=1
 𝑘≠𝑗
 (B.7) 
Gathering real and imaginary terms of (B.7): 
𝑖𝑗 =
4𝑉𝑗
2𝜋
[
 
 
 
−
𝑁 − 1
𝑁
sin(𝐷1𝑗) + ∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
sin(𝐷1𝑘)
]
 
 
 
+ 𝑗
4𝑉𝑗
2𝜋
[
 
 
 
−
(𝑁 − 1)
𝑁
cos(𝐷𝑟𝑗) + ∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
cos(𝐷1𝑘)
]
 
 
 
 
Then 
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𝑖𝑗
∗ =
4𝑉𝑗
2𝜋
[
 
 
 
−
𝑁 − 1
𝑁
sin(𝐷1𝑗) + ∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
sin(𝐷1𝑘)
]
 
 
 
+ 𝑗
4𝑉𝑗
2𝜋
[
 
 
 (𝑁 − 1)
𝑁
cos(𝐷𝑟𝑗) − ∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
cos(𝐷1𝑘)
]
 
 
 
 
Now P can be calculated according to (B.6)  
𝑃𝑗 =
4𝐿𝑏
2𝜋𝐿1
𝑉𝑗
2 cos(𝐷1𝑗)
[
 
 
 
−
𝑁 − 1
𝑁
sin(𝐷𝑟𝑗) + ∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
sin(𝐷1𝑘)
]
 
 
 
+
4𝐿𝑏
2𝜋𝐿1
𝑉𝑗
2 sin(𝐷𝑟𝑗)
[
 
 
 (𝑁 − 1)
𝑁
cos(𝐷𝑟𝑗) − ∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
cos(𝐷1𝑘)
]
 
 
 
 
Then 
    𝑃𝑗 =
43𝐿𝑏
2 ∗ 2𝜋3𝐿1
[
 
 
 
cos(𝐷1𝑗)∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
sin(𝐷1𝑘) − sin(𝐷1𝑗)∑
1
𝑁
𝑁
𝑘=1
 𝑘≠𝑗
cos(𝐷1𝑘)
]
 
 
 
 
(B.8) 
Verification of (B.8) can be done as follows; for a 3-port converter N=3 and for 
power at port 2 (j=2) then, 
𝑃2 =
43𝐿𝑏
2 ∗ 2𝜋3𝐿1
[cos(𝐷12) (
1
3
sin(𝐷11) +
1
3
sin(𝐷13)) − sin(𝐷12) (
1
3
cos(𝐷11) +
1
3
cos(𝐷13))] 
 
(B.9) 
But D11=0 and using value of L1 as a function of Lb from Table 4.5 where 
𝐿1 =
43
6𝜋3
𝐿𝑏𝑎𝑠𝑒 , (𝐾12 = 𝐾13 = 1) 
Then (B.9) reduces to 
𝑃2 =
1
2
[−𝑆𝑖𝑛 (𝐷12) + 𝑆𝑖𝑛 (𝐷13 − 𝐷12)] 
Which matches (4.21) proving the correctness of the general form of active power 
in MAB converter. 
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Appendix C   MATLAB code of The Minimisation Algorithm 
In this appendix, Matlab/m-file code of the proposed RMS-current minimisation 
algorithm presented in chapter five is given. Minimisation for only the forward 
power flow is shown while the code for the negative (reverse) power flow is 
omitted due to space constraint and since it is similar code to that of the forward 
power flow with minor changes.  
C.1.  MATLAB Code of PSO Minimisation Algorithm 
%**************************************************************************  
% Program Code to Minimise IRMS at entire power range for given DC voltage 
%ratio K12. Input to the program: K12, Pref, iterations and particles 
%**************************************************************************  
 
  
clear 
warning off 
  
K12=0.6 ; 
 
iter_amount=100; 
particles=170; 
  
tolerance= 0.001; 
  
w1=0.5 ; 
w2=0.5 ; 
xp_up=1000; 
xp_low=zeros(1,3); 
  
  
%%%%%%%%%%%%%%%%%%%%%%******__________*****%%%%%%%%%%%%%%%%%% 
  
  
for xx=0.1:0.1:1 
     
    P_ref=(xx)*K12; 
 
    %%%%%%%%%%*____  Inintializations ______*****%%%%%%%%%%%%%%%%%% 
    Results_mode1 (1,5)=0; 
    Results_mode11(1,5)=0;   %%%% mode11= mode 1’ 
    Results_mode2 (1,5)=0; 
    Results_mode22(1,5)=0;   %%%% mode22= mode 2’ 
    Results_mode3 (1,5)=0; 
    Results_mode4 (1,5)=0; 
    Results_mode5 (1,5)=0; 
    Results_mode6 (1,5)=0; 
     
    Results_mode1 (1,6)=0; 
    Results_mode11(1,6)=0; 
    Results_mode2 (1,6)=0; 
    Results_mode22(1,6)=0; 
    Results_mode3 (1,6)=0; 
    Results_mode4 (1,6)=0; 
    Results_mode5 (1,6)=0; 
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    Results_mode6 (1,6)=0; 
     
    activate_mode_1 =0; 
    activate_mode_11=0; 
    activate_mode_2 =0; 
    activate_mode_22=0; 
    activate_mode_3 =0; 
    activate_mode_4 =0; 
    activate_mode_5 =0; 
    activate_mode_6 =0; 
 
    %%%%%%%^^ Selecting Appropriate modes according to P_ref %%%%%%% 
     
    if P_ref>= (0.49*K12) && P_ref>= (0.667*K12) 
         
        activate_mode_6=1; 
    end 
    if P_ref>= (0.49*K12) && P_ref<= (0.67*K12) 
         
        activate_mode_4=1; 
        activate_mode_5=1; 
        activate_mode_6=1; 
         
    end 
    if P_ref>= (0.49*K12) && P_ref<= (0.667*K12) 
         
        activate_mode_5=1; 
        activate_mode_6=1; 
         
    end 
    if P_ref>=0  && P_ref<= (0.5*K12) 
         
        activate_mode_1=1; 
        activate_mode_11=1; 
        activate_mode_2=1; 
        activate_mode_22=1; 
        activate_mode_3=1; 
        activate_mode_4=1; 
        activate_mode_5=1; 
        activate_mode_6=1; 
    end 
    %%%%%%%%%%%%%%%%%%%%%%%%%%%% 
     
     
    %%%%%% Applying PSO on the SELECTED MODES  %%%%%%%%%%%%%%  
     
    %%%%%%%________ Start of MODE 1 ___________%%%%%%%%%%%%%%%%%%%%%%%%% 
     
    if activate_mode_1==1 
        
        %generation of initial generation 
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3);  
        xpbest=zeros(particles,3);  
        vx=rand(particles,3);  % velocity of particle x  
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles));  
        fit_max_old=0 ;    % max value of fitness  
        fit_min=99999999999999 ;    % initial max value of fitness 
        fitnesses1=zeros(1,iter_amount); % fitness value at every iteration 
        P_group=zeros(1,particles); 
         
        i=1; 
         
        while i < (particles+1) 
             
            for jj=1:1:3 
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                x_particles(i,jj)=1000*( rand(1,1)); 
                 
            end 
             
            if x_particles(i,3)< (x_particles(i,1)- x_particles(i,2) ) && 
x_particles(i,2)<  x_particles(i,1) 
                i=i+1; 
            end 
        end 
         
                 
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles        
%%number of loops = number of particles and every loop evaluate fitness and store 
in the xpbest matrix 
                 
                D1= (x_particles(ii,1))/1000 ; 
                D2= (x_particles(ii,2))/1000 ; 
                D12=(x_particles(ii,3))/1000 ; 
                %%%%%%%%%%%%%%%%%%%%%%%%%% 
                 
                %%% Call exact model function and return P and I RMS 
                 
                exact_ans=Mode1(D1,D2,D12,K12) ; 
                 
                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=  exact_ans (1,2); 
                 
                %%forming the xpbest 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;          
%formation of matrix repersenting xpbest for every partcile 
                    end 
                end 
            end 
             
%%%%%%%%%at the end of each iteration, for all particles: chossing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min   && P_group(1,i)>(P_ref-tolerance)  && 
P_group(1,i)<(P_ref+tolerance) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;        % number of particle that achieved maximux 
fitness and max nearst power to the required power level, which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
                end 
            end 
            fitnesses1(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
            ji=1; 
            for ii=1:1:particles 
                 
                w=0.9-(0.005*iter); 
                 
 %%%%***SETTING CONTRAINTS of MODE 1 after each update of particle***%%%% 
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   %%%%%%%%%%%%  ----- the constraint with D1 ------- %%%%%%%%%%%%% 
                ji=1; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up ; 
                    x_particles(ii,ji)=xp_up ; 
                end 
                if x_particles(ii,ji)< xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                %%%%%% 
                 
                %%%%%%  ----- the constraint with D2 ------- %%%%%%%%%%% 
                ji=2; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)< xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                 
                %%%added 
                if x_particles(ii,ji)> x_particles(ii,1) 
                    vx(ii,ji)=x_particles(ii,ji)-x_particles(ii,1); 
                    x_particles(ii,ji)=x_particles(ii,1); 
                end 
                 
                %%%%%%%  ----- the constraint with D12  ------- %%%%% 
                ji=3 ; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- 
x_particles(ii,ji)) + 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)< xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                if x_particles(ii,ji)>  ( x_particles(ii,1)-x_particles(ii,2)  ) 
                  vx(ii,ji)= x_particles(ii,ji) - ( x_particles(ii,1)- 
x_particles(ii,2)) ; 
                    x_particles(ii,ji)= ( x_particles(ii,1)-x_particles(ii,2)  )  ; 
                end 
            end 
        end 
                 
        %%getting results of Xgbest 
         
        D1 =xgbest(1,1)/1000; 
        D2 =xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
         
        %%% Call mode 1 function and return P and I RMS 
         
        exact_ans=Mode1(D1,D2,D12,K12) ; 
         
        P=exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
170 
 
         
        %%%%%%%% Storing optimal solutions %%%%%% 
        Results_mode1(1,1)=D1; 
        Results_mode1(1,2)=D2; 
        Results_mode1(1,3)=D12; 
        Results_mode1(1,4)=P; 
        Results_mode1(1,5)=iL_rms; 
         
         
    end 
    %%%%%%%%________ Start of MODE 11 (mode 1') ___________%%%%%%%%%%%% 
     
    if activate_mode_11==1 
         
        %generation of initial generation 
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3); 
        xpbest=zeros(particles,3); 
        vx=rand(particles,3); 
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles)); 
        fit_max_old=0 ; 
        fit_min=99999999999999 ; 
        fitnesses1=zeros(1,iter_amount); 
        P_group=zeros(1,particles); 
         
        i=1; 
         
        while i < (particles+1) 
                         
            x_particles(i,1)=1000*( rand(1,1)); 
            x_particles(i,2)=1000*( rand(1,1)); 
            x_particles(i,3)=1000*( rand(1,1))-1000*( rand(1,1)); 
             
             
            if (x_particles(i,3)+1000)< (x_particles(i,1)- x_particles(i,2) ) && 
x_particles(i,2)<  x_particles(i,1) 
                D1= (x_particles(i,1))/1000 ; 
                D2= (x_particles(i,2))/1000 ; 
                D12= (x_particles(i,3))/1000 ; 
                 
                P=-2*K12*( D2^2 - D1*D2 + 2*D2*(D12+1) ); 
                 
                if P>0 
                     
                    i=i+1; 
                end 
            end 
        end 
         
                 
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles       %%loops = number of particles and each 
loop evaluate fitness and store in the xpbest matrix 
                 
                D1= (x_particles(ii,1))/1000 ; 
                D2= (x_particles(ii,2))/1000 ; 
                D12=(x_particles(ii,3))/1000 ; 
                 
                %%% Call exact mode 1' function and return P and I RMS 
                 
                exact_ans=Mode11(D1,D2,D12,K12) ; 
                 
                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=  exact_ans (1,2); 
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                %%forming the xpbest 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;          
%formation of matrix representing xpbest for every particle 
                    end 
                end 
            end 
             
%%%%%%%%%at the end of each iteration, for all particles: choosing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min   && P_group(1,i)>(P_ref-tolerance)  && 
P_group(1,i)<(P_ref+tolerance) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;         
% number of particle that achieved maximum fitness and max nearest power to the 
required power level, which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
                end 
            end 
            fitnesses11(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
            ji=1; 
            for ii=1:1:particles 
                 
                w=0.9-(0.005*iter); 
                 
        %***SETTING CONSTRAINTS of MODE 1’ after each update of particle*%% 
        %%%%%%%%%%%%  constraint of D1 ------- %%%%%%%%%%%%% 
                ji=1; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                 
                if x_particles(ii,ji)> 1000 
                    vx(ii,ji)=x_particles(ii,ji)- 1000; 
                    x_particles(ii,ji)=1000; 
                end 
                if x_particles(ii,ji)< xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                %%%%%% 
                 
                %%%%%%%%%%%% constraint of D2 ------- %%%%%%%%% 
                 
                ji=2; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)< xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
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                end 
                 
                %%% upper constraint 
                if x_particles(ii,ji)> x_particles(ii,1) 
                    vx(ii,ji)=x_particles(ii,ji)-x_particles(ii,1); 
                    x_particles(ii,ji)=x_particles(ii,1); 
                end 
                 
                %%%%%%%%%%%%  constraint of D12 ------- %%%%%%%%%%%%% 
                ji=3 ; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                %%% lower constraint 
                if x_particles(ii,ji)< -1000 
                    vx(ii,ji)=-1000- x_particles(ii,ji); 
                    x_particles(ii,ji)=-1000; 
                end 
                %%% upper constraint 
                if x_particles(ii,ji)> ( x_particles(ii,1)-x_particles(ii,2)- 1000) 
                    vx(ii,ji)=x_particles(ii,ji)-( x_particles(ii,1)-x_particles(ii,2)-1000); 
                    x_particles(ii,ji)=(x_particles(ii,1)-x_particles(ii,2)-1000) ; 
                end 
            end 
        end 
        %%getting results of Xgbest 
         
        D1=xgbest(1,1)/1000; 
        D2=xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
 
        %%% Call exact mode 1’ function and return P and I RMS 
         
        exact_ans=Mode11(D1,D2,D12,K12) ; 
         
        P=exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
         
        %%%%%%%% Storing optimal solution%%%%%% 
        Results_mode11(1,1)=D1; 
        Results_mode11(1,2)=D2; 
        Results_mode11(1,3)=D12; 
        Results_mode11(1,4)=P; 
        Results_mode11(1,5)=iL_rms; 
         
    end 
     
    %%%%%%%%%%%________ Start of MODE 2 __________%%%%%%%%%%% 
     
    if activate_mode_2==1 
        %generation of initial paticles 
         
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3); 
        xpbest=zeros(particles,3); 
        vx=rand(particles,3); 
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles)); 
        fit_max_old=0 ; 
        fit_min=99999999999999 ; 
        fitnesses2=zeros(1,iter_amount); 
        P_group=zeros(1,particles); 
         
        i=1; 
         
        while i < (particles+1) 
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            for jj=1:1:3 
                 
                 
                x_particles(i,jj)=1000*( round((rand(1,1)),4)); 
                 
            end 
             
            if  x_particles(i,2)> x_particles(i,1) && x_particles(i,3)> ( 1000+ 
x_particles(i,1)- x_particles(i,2) ) 
                i=i+1; 
            end 
        end 
         
         
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles        
%%loops=number of particles and each loop evaluate fitness and store in the xpbest 
matrix 
                 
                D1=  (x_particles(ii,1))/1000 ; 
                D2=  (x_particles(ii,2))/1000 ; 
                D12= (x_particles(ii,3))/1000 ; 
                                
                %%% Call mode 2 function and return P and I RMS 
                 
                exact_ans=Mode2(D1,D2,D12,K12) ; 
                 
                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=    exact_ans (1,2); 
                 
                 
                %%forming the xpbest 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;          
%formation of matrix representing xpbest for every particle 
                    end 
                end 
            end 
             
%%%%%%%%%at the end of each iteration, for all particles: choosing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min && P_group(1,i)>((P_ref-tolerance)) && 
P_group(1,i)<((P_ref)) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;         
% number of particle that achieved maximum fitness and max nearest power to the 
required power level,which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
                end 
            end 
            fitnesses2(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
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            for ii=1:1:particles 
                 
                w=0.9-(0.005*iter); 
                 
                ji=1 ; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) + 
2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
%%%%%***  upper CONSTRAINT  *****%%%%%%%%%%%% 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                    x_particles(ii,ji)=xp_up; 
                end 
%%%%%%**** lower CONSTRAINT  %%%%%%%%%% 
                 
                if x_particles(ii,ji)<xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                ji=2 ; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) + 
2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
 
%%%%%%%%%%********* upper CONSTRAINT*****%%%%%%%%%%%%%%%%%%%%%% 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                    x_particles(ii,ji)=xp_up; 
                end 
 
%%%%%%%%%%********* lower CONSTRAINT *****%%%%%%%%%%%%%%%%%%%%%% 
                if x_particles(ii,ji)< x_particles(ii,1) 
                    vx(ii,ji)=x_particles(ii,1)-x_particles(ii,ji); 
                    x_particles(ii,ji)=x_particles(ii,1); 
                end 
                %%% 
                ji=3 ; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) + 
2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
 
%%%%%%%%%%********* upper CONSTRAINT*****%%%%%%%%%%%%%%%%%%%%%% 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                    x_particles(ii,ji)=xp_up; 
                end 
 
%%%%%%%%%%********* lower CONSTRAINT *****%%%%%%%%%%%%%%%%%%%%%% 
                if x_particles(ii,ji)<( 1000+ x_particles(ii,1)- x_particles(ii,2) ) 
                    vx(ii,ji)= ( 1000+ x_particles(ii,1)- x_particles(ii,2) ) - 
x_particles(ii,ji) ; 
                    x_particles(ii,ji)= ( 1000+ x_particles(ii,1)- x_particles(ii,2) ) ; 
                end 
            end 
        end 
         
        %%getting results of Xgbest 
         
        D1 =xgbest(1,1)/1000; 
        D2 =xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
 
        %%% Call mode 2 function and return P and I RMS 
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        exact_ans=Mode2(D1,D2,D12,K12) ; 
         
        P  =   exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
         
        %%%%%%%% Storing optimal solution%%%%%% 
        Results_mode2(1,1)=D1; 
        Results_mode2(1,2)=D2; 
        Results_mode2(1,3)=D12; 
        Results_mode2(1,4)=P; 
        Results_mode2(1,6)=iL_rms; 
         
    end 
     
%%%%%%%________ Start of MODE 22 (Mode2')____%%%% %%%%%%%%%%%%%%% 
     
    if activate_mode_22==1 
        %generation of initial paticles 
         
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3); 
        xpbest=zeros(particles,3); 
        vx=rand(particles,3); 
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles)); 
        fit_max_old=0 ; 
        fit_min=99999999999999 ; 
        fitnesses2=zeros(1,iter_amount); 
        P_group=zeros(1,particles); 
         
        i=1; 
         
        while i < (particles+1) 
             
            x_particles(i,1)=1000*( rand(1,1)); 
            x_particles(i,2)=1000*( rand(1,1)); 
            x_particles(i,3)=1000*( rand(1,1))-1000*( rand(1,1)); 
             
             
            if (x_particles(i,3))<= 0 && x_particles(i,2)>= x_particles(i,1) && 
(x_particles(i,3)+1000)>= ( 1000+ x_particles(i,1)- x_particles(i,2) ) 
                D1= (x_particles(i,1))/1000 ; 
                D2= (x_particles(i,2))/1000 ; 
                D12= (x_particles(i,3))/1000 ; 
                 
                P= -2*K12*(  (D1^2)-(D1*D2)+(2*D1)-(2*D1*(D12+1) )) ; 
                 
                if P>0 
                     
                    i=i+1; 
                end 
            end 
        end 
         
         
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles        
%%loops= number of particles and each loop evaluate fitness and store in the xpbest 
matrix 
                 
                D1= (x_particles(ii,1))/1000 ; 
                D2= (x_particles(ii,2))/1000 ; 
                D12=(x_particles(ii,3))/1000 ; 
                                 
                %%% Call mode 2’ function and return P and I RMS 
                 
                exact_ans=Mode22(D1,D2,D12,K12) ; 
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                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=  exact_ans (1,2); 
                 
                %%forming the xpbest 
                %%for best particle in the fi 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;          
%formation of matrix repersenting xpbest for every partcile 
                    end 
                end 
            end 
             
%%%%%%%%%at the end of each iteration, for all particles: choosing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min && P_group(1,i)>((P_ref-tolerance)) && 
P_group(1,i)<((P_ref+tolerance)) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;         
% number of particle that achieved maximum fitness and max nearest power to the 
required power level, which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
                end 
            end 
            fitnesses22(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
             
            for ii=1:1:particles 
                for ji=1:1:3 
                    w=0.9-(0.005*iter); 
                    vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- 
x_particles(ii,ji)) + 2*rand(1,1)*(xgbest(1,ji)- 
x_particles(ii,ji)) ; 
                    x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                     
%%%%%%%%%%%%%*********General CONSTRAINT*****%%%%%%%%%%%%%%%%%%%%%% 
                    if x_particles(ii,ji)> xp_up 
                        vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                        x_particles(ii,ji)=xp_up; 
                    end 
                    if ji==1 || ji== 2 
                         
                        if x_particles(ii,ji)<xp_low(1,ji) 
                            vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                            x_particles(ii,ji)=xp_low(1,ji); 
                        end 
                    end 
 
%%%%%%**SETTING CONSTRAINTS of MODE 2 after each update of particle***%%%%% 
                     
                    %%% constraint of D2 
                    if ji==2 
                        if x_particles(ii,ji)< x_particles(ii,1) 
                            vx(ii,ji)=x_particles(ii,1)-x_particles(ii,ji); 
                            x_particles(ii,ji)=x_particles(ii,1); 
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                        end 
                    end 
                    %%% 
                    %%% Lower constraint of D12 
                     
                    if ji==3 
                         
                        if x_particles(ii,ji)< ( x_particles(ii,1)- x_particles(ii,2) ) 
                            vx(ii,ji)= (  x_particles(ii,1)- x_particles(ii,2) ) - 
x_particles(ii,ji) ; 
                            x_particles(ii,ji)= ( x_particles(ii,1)-x_particles(ii,2) ) ; 
                        end 
                    end 
                end 
            end 
        end 
         
        
        %%getting results of Xgbest 
         
        D1=xgbest(1,1)/1000; 
        D2=xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
 
        %%% Call mode 2’ function and return P and I RMS 
         
        exact_ans=Mode22(D1,D2,D12,K12) ; 
         
        P=exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
         
        %%%%%%%% Storing optimal solution%%%%%% 
        Results_mode22(1,1)=D1; 
        Results_mode22(1,2)=D2; 
        Results_mode22(1,3)=D12; 
        Results_mode22(1,4)=P; 
        Results_mode22(1,5)=iL_rms; 
         
    end 
%%%%%%%%________ Start of MODE 3 ___________%%%%%%%%%%%%%%%%%% 
     
    if activate_mode_3==1 
         
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3); 
        xpbest=zeros(particles,3); 
        vx=rand(particles,3); 
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles)); 
        fit_max_old=0 ; 
        fit_min=99999999999999 ; 
        fitnesses3=zeros(1,iter_amount); 
        P_group=zeros(1,particles); 
         
%generation of initial generation 
        i=1; 
         
        while i < (particles+1) 
             
            for jj=1:1:3 
                 
                x_particles(i,jj)=1000*( rand(1,1)); 
                 
            end 
             
            if x_particles(i,2)< (1000- x_particles(i,1) ) && x_particles(i,3)>  
x_particles(i,1) && x_particles(i,3)<  (1000-x_particles(i,2)) 
                i=i+1; 
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            end 
        end 
         
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles        
%%loops = number of particles and each loop evaluate fitness and store in the 
xpbest matrix 
                 
                D1= (x_particles(ii,1))/1000 ; 
                D2= (x_particles(ii,2))/1000 ; 
                D12= (x_particles(ii,3))/1000 ; 
 
                %%% Call mode 3 function and return P and I RMS 
                 
                exact_ans=Mode3(D1,D2,D12,K12) ; 
                 
                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=  exact_ans (1,2); 
                 
                %%forming the xpbest 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;                          
%formation of matrix representing xpbest for every particle 
                    end 
                end 
            end 
             
%%%%%%%%%at the end of each iteration, for all particles: choosing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min && P_group(1,i)>((P_ref-0.001)) && 
P_group(1,i)<((P_ref)) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;         
% number of particle that achieved maximum fitness and max nearest power to the 
required power level, which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
                end 
            end 
            fitnesses3(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
             
            for ii=1:1:particles 
                for ji=1:1:3 
                    w=0.9-(0.005*iter); 
                    vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) + 
2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                    x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
 %%%%%%%%%%%%%%%%%%%*********General CONSTRAINT*****%%%%%%%%%%%%%%%%%%%%%% 
                     
                    if x_particles(ii,ji)> xp_up 
                        vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                        x_particles(ii,ji)=xp_up; 
                    end 
                    if x_particles(ii,ji)<xp_low(1,ji) 
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                        vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                        x_particles(ii,ji)=xp_low(1,ji); 
                    end 
                     
%%%%%***SETTING CONSTRAINTS of MODE 3 after each update of particle****%%% 
                     
                    %%% constraint of D2 
                    if ji==2 
                        if x_particles(ii,ji)> (1000-x_particles(ii,1)) 
                            vx(ii,ji)=x_particles(ii,ji)-(1000-x_particles(ii,1) ); 
                            x_particles(ii,ji)= (1000-x_particles(ii,1)) ; 
                        end 
                    end 
                     
                    %%% constraint of D12 
                    if ji==3 
                         
                        if x_particles(ii,ji)<  x_particles(ii,1) 
                            vx(ii,ji)= x_particles(ii,1) - x_particles(ii,ji) ; 
                            x_particles(ii,ji)= x_particles(ii,1)  ; 
                        end 
                         
                        if x_particles(ii,ji)>  ( 1000-x_particles(ii,2) ) 
                             vx(ii,ji)= x_particles(ii,ji) - ( 1000-x_particles(ii,2) ) ; 
                            x_particles(ii,ji)= (1000-x_particles(ii,2))  ; 
                        end 
                    end 
                end 
            end 
        end 
         
         
        %%getting results of Xgbest 
         
        D1=xgbest(1,1)/1000; 
        D2=xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
         
        %%% Call mode 3 function and return P and I RMS 
         
        exact_ans=Mode3(D1,D2,D12,K12) ; 
         
        P=     exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
         
        %%%%%%%% Storing optimal solution%%%%%% 
        Results_mode3(1,1)=D1; 
        Results_mode3(1,2)=D2; 
        Results_mode3(1,3)=D12; 
        Results_mode3(1,4)=P; 
        Results_mode3(1,5)=iL_rms; 
         
    end 
    %%%%%%________ Start of MODE 4 ___________%%%%%%%%%%%%%%%%%%%%%%%% 
     
    if activate_mode_4==1 
         
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3); 
        xpbest=zeros(particles,3); 
        vx=rand(particles,3); 
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles)); 
        fit_max_old=0 ; 
        fit_min=99999999999999 ; 
        fitnesses4=zeros(1,iter_amount); 
        P_group=zeros(1,particles); 
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%generation of initial generation 
         
        i=1; 
         
        while i < (particles+1) 
             
             
            for jj=1:1:3 
                 
                x_particles(i,jj)=1000*( rand(1,1)); 
                 
            end 
             
            if  x_particles(i,3)> x_particles(i,1) && x_particles(i,2)>(1000-
x_particles(i,3))&& x_particles(i,2)<(1000-x_particles(i,3)+x_particles(i,1)) 
                i=i+1; 
            end 
        end 
         
         
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles        
%%loops =number of particles and each loop evaluate fitness and store in the xpbest 
matrix 
                 
                D1= (x_particles(ii,1))/1000 ; 
                D2= (x_particles(ii,2))/1000 ; 
                D12= (x_particles(ii,3))/1000 ; 
 
             %%% Call exact mode 4 function and return P and I RMS 
                 
                exact_ans=Mode4(D1,D2,D12,K12) ; 
                 
                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=  exact_ans (1,2); 
                 
                 
                %%forming the xpbest 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;          
%formation of matrix representing xpbest for every particle 
                    end 
                end 
            end 
             
%%%%%%%%%at the end of each iteration, for all particles: choosing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min && P_group(1,i)>(P_ref-0.0005)  && 
P_group(1,i)<(P_ref) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;         
% number of particle that achieved maximum fitness and max nearest power to the 
required power level, which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
181 
 
                end 
            end 
            fitnesses4(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
            ji=1; 
            for ii=1:1:particles 
                 
                w=0.9-(0.005*iter); 
                 
%%%%***SETTING CONSTRAINTS of MODE 4 after each update of particle***%%% 
                 
                %%% constraint of D1 
                 
                ji=1 ; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) + 
2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                    x_particles(ii,ji)=xp_up; 
                end 
                 
                if x_particles(ii,ji)<xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                 
                %%% constraint of D12 
                 
                ji=3; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)-x_particles(ii,ji)) + 
2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)<   x_particles(ii,1) 
                    vx(ii,ji)= x_particles(ii,1)  - x_particles(ii,ji)  ; 
                    x_particles(ii,ji)= x_particles(ii,1)   ; 
                end 
                 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                    x_particles(ii,ji)=xp_up; 
                end 
                 
                 
                %%% constraint of D2 
                ji=2; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)<  ( 1000- x_particles(ii,3)  ) 
                    vx(ii,ji)= ( 1000- x_particles(ii,3)  )- x_particles(ii,ji)  ; 
                    x_particles(ii,ji)= ( 1000- x_particles(ii,3)  )  ; 
                end 
                 
                if x_particles(ii,ji)>(1000- x_particles(ii,3)+x_particles(ii,1)  ) 
                    vx(ii,ji)= x_particles(ii,ji) - ( 1000- 
x_particles(ii,3)+x_particles(ii,1)  )   ; 
                    x_particles(ii,ji)=(1000-x_particles(ii,3)+x_particles(ii,1)) ; 
                end 
             end 
        end 
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        %%getting results of Xgbest 
         
        D1=xgbest(1,1)/1000; 
        D2=xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
        %%% Call mode 4 function and return P and I RMS 
         
        exact_ans=Mode4(D1,D2,D12,K12) ; 
         
        P=exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
         
        %%%%%%%% Storing optimal solution%%%%%% 
        Results_mode4(1,1)=D1; 
        Results_mode4(1,2)=D2; 
        Results_mode4(1,3)=D12; 
        Results_mode4(1,4)=P; 
        Results_mode4(1,5)=iL_rms; 
         
    end 
     
%%%%%%%%%%%%________ Start of MODE 5 ___________%%%%%%%%%%%%%%%%%%% 
     
    if activate_mode_5==1 
         
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3); 
        xpbest=zeros(particles,3); 
        vx=rand(particles,3); 
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles)); 
        fit_max_old=0 ; 
        fit_min=99999999999999 ; 
        fitnesses5=zeros(1,iter_amount); 
        P_group=zeros(1,particles); 
         
        i=1; 
         
        while i < (particles+1) 
             
             
            for jj=1:1:3 
                 
                x_particles(i,jj)=1000*( rand(1,1)); 
                 
            end 
             
            if x_particles(i,2)< (1000- x_particles(i,3) ) && x_particles(i,1)>  
x_particles(i,3) && x_particles(i,2)>  (x_particles(i,1)-x_particles(i,3)) 
                 
                i=i+1; 
            end 
        end 
         
         
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles        
%%loops = number of particles and each loop evaluate fitness and store in the 
xpbest matrix 
                 
                D1= (x_particles(ii,1))/1000 ; 
                D2= (x_particles(ii,2))/1000 ; 
                D12= (x_particles(ii,3))/1000 ; 
                 
                %%% Call mode 5 function and return P and I RMS 
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                exact_ans=Mode5(D1,D2,D12,K12) ; 
                 
                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=  exact_ans (1,2); 
                 
                 
                %%forming the xpbest 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;         
%formation of matrix representing xpbest for every particle 
                    end 
                end 
            end 
             
             
%%%%%%%%%at the end of every iteration, for all particles: choosing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min && P_group(1,i)>(P_ref-tolerance)  && 
P_group(1,i)<(P_ref+tolerance) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;         
% number of particle that achieved maximum fitness and max nearest power to the 
required power level, which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
                end 
            end 
            fitnesses5(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
            ji=1; 
            for ii=1:1:particles 
                 
                w=0.9-(0.005*iter); 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
%%%***SETTING CONSTRAINTS of MODE 5 after each update of particle**%%%%% 
                 
                ji=1; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- x_particles(ii,ji)) 
+ 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                    x_particles(ii,ji)=xp_up; 
                end 
                if x_particles(ii,ji)<xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                 
                 
                %%% constraint of D12 
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                ji=3; 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- 
x_particles(ii,ji)) + 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)<xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                if x_particles(ii,ji)> x_particles(ii,1) 
                    vx(ii,ji)=x_particles(ii,ji)- x_particles(ii,1); 
                    x_particles(ii,ji)=x_particles(ii,1); 
                end 
                 
                 
                %%% constraint of D2 
                ji=2; 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- 
x_particles(ii,ji)) + 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)> ( 1000-x_particles(ii,3) ) 
                    vx(ii,ji)= x_particles(ii,ji)- ( 1000-x_particles(ii,3) ) ; 
                    x_particles(ii,ji)= ( 1000-x_particles(ii,3) ) ; 
                end 
                if x_particles(ii,ji)<  ( x_particles(ii,1)-x_particles(ii,3)  ) 
                    vx(ii,ji)= (x_particles(ii,1)-x_particles(ii,3))-
x_particles(ii,ji); 
                    x_particles(ii,ji)= ( x_particles(ii,1)-x_particles(ii,3)  )  ; 
                end 
                                 
            end 
        end 
         
        %%getting results of Xgbest 
         
        D1=xgbest(1,1)/1000; 
        D2=xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
         
        %%% Call mode 5 function and return P and I RMS 
         
        exact_ans=Mode5(D1,D2,D12,K12) ; 
         
        P=exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
         
        %%%%%%%% Storing optimal solution%%%%%% 
        Results_mode5(1,1)=D1; 
        Results_mode5(1,2)=D2; 
        Results_mode5(1,3)=D12; 
        Results_mode5(1,4)=P; 
        Results_mode5(1,5)=iL_rms; 
         
    end 
%%%%%%%%%________ Start of MODE 6 _________%%%%%%%%%%%%%%%%%%%%%%%%% 
     
    if activate_mode_6==1 
         
        x_particles=zeros(particles,3); 
        xgbest=zeros(1,3); 
        xpbest=zeros(particles,3); 
        vx=rand(particles,3); 
        fit=zeros(1,particles); 
        fit_old=99999999999*(ones(1,particles)); 
        fit_max_old=0 ; 
        fit_min=99999999999999 ; 
        fitnesses6=zeros(1,iter_amount); 
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        P_group=zeros(1,particles); 
         
        %%generate initial generation 
         
        i=1; 
         
        while i < (particles+1) 
             
            for jj=1:1:3 
                 
                x_particles(i,jj)=1000*( rand(1,1)); 
                 
            end 
             
            if x_particles(i,1)> (1000- x_particles(i,2) ) && x_particles(i,3)<  
x_particles(i,1) && x_particles(i,3)>  (1000-x_particles(i,2)) 
                i=i+1; 
            end 
        end 
         
         
        for iter=1:1:iter_amount 
             
            for   ii=1:1:particles        
%%loops = number of particles and each loop evaluate fitness and store in the 
xpbest matrix 
                 
                D1= (x_particles(ii,1))/1000 ; 
                D2= (x_particles(ii,2))/1000 ; 
                D12=(x_particles(ii,3))/1000 ; 
                 
%%% Call mode 6 function and return P and I RMS 
                 
                exact_ans=Mode6(D1,D2,D12,K12) ; 
                 
                P_group(1,ii)=exact_ans (1,1); 
                 
                fit(1,ii)=  exact_ans (1,2); 
                 
                %%forming the xpbest 
                %%for best particle in the fi 
                if fit(1,ii)<fit_old(1,ii) 
                     
                    fit_old(1,ii)=fit(1,ii); 
                     
                    for  gj=1:1:3 
                        xpbest(ii,gj)=x_particles(ii,gj) ;          
%formation of matrix repersenting xpbest for every partcile 
                    end 
                end 
            end 
%%%%%%%%%at the end of each iteration, for all particles: chossing gbest 
             
            for i=1:1:particles 
                if fit(1,i)<fit_min   && P_group(1,i)>(P_ref-tolerance)  && 
P_group(1,i)<(P_ref+tolerance) 
                     
                    fit_min=fit(1,i); 
                     
                    xgbest_n=i;         
% number of particle that achieved maximux fitness and max nearst power to the 
required power level, which will be xgbest 
                     
                    for j=1:1:3 
                         
                        xgbest(1,j)=x_particles(i,j); 
                         
                    end 
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                end 
            end 
            fitnesses6(1,iter)=fit_min; 
            %%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%% 
            ji=1; 
            for ii=1:1:particles 
                 
                w=0.9-(0.005*iter); 
                 
%%%%*****SETTING CONTRAINTS of MODE 6 after update of every particle %%%%%%%%%%%%% 
                 
                %%%%%%%%%%%%  ----- the constraint of D2  ------- %%%%%%%%%%%%% 
                 
                ji=2; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- 
x_particles(ii,ji)) + 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                 
                if x_particles(ii,ji)> 1000 
                    vx(ii,ji)=x_particles(ii,ji)- 1000; 
                    x_particles(ii,ji)=1000; 
                end 
                if x_particles(ii,ji)< xp_low(1,ji) 
                    vx(ii,ji)=xp_low(1,ji)- x_particles(ii,ji); 
                    x_particles(ii,ji)=xp_low(1,ji); 
                end 
                 
                %%%%%%%%%%%%  ----- the constraint of D1  ------- %%%%%%%%%%%%% 
                 
                ji=1; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- 
x_particles(ii,ji)) + 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                %%% lower constaint 
                if x_particles(ii,ji)<  ( 1000-x_particles(ii,2)  ) 
                    vx(ii,ji)= ( 1000- x_particles(ii,2) ) - x_particles(ii,ji)  ; 
                    x_particles(ii,ji)= ( 1000-x_particles(ii,2)  )  ; 
                end 
                 
                %%% upper constaint 
                if x_particles(ii,ji)> xp_up 
                    vx(ii,ji)=x_particles(ii,ji)- xp_up; 
                    x_particles(ii,ji)=xp_up; 
                end 
                 
                %%%%%%%%%%%%  ----- the constraint of D12  ------- %%%%%%%%%%%%% 
                 
                ji=3 ; 
                 
                vx(ii,ji)= w*vx(ii,ji)+ 2*rand(1,1)*(xpbest(ii,ji)- 
x_particles(ii,ji)) + 2*rand(1,1)*(xgbest(1,ji)- x_particles(ii,ji)) ; 
                x_particles(ii,ji)=x_particles(ii,ji)+vx(ii,ji); 
                 
                if x_particles(ii,ji)> ( x_particles(ii,1)  ) 
                    vx(ii,ji)= x_particles(ii,ji) - ( x_particles(ii,1) )    ; 
                    x_particles(ii,ji)= ( x_particles(ii,1)  )  ; 
                end 
                %%%added 
                if x_particles(ii,ji)<  ( 1000-x_particles(ii,2)  ) 
                    vx(ii,ji)= ( 1000- x_particles(ii,2) ) - x_particles(ii,ji)  ; 
                    x_particles(ii,ji)= ( 1000-x_particles(ii,2)  )  ; 
                end 
            end 
        end 
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        %%getting results of Xgbest 
        D1=xgbest(1,1)/1000; 
        D2=xgbest(1,2)/1000; 
        D12=xgbest(1,3)/1000; 
         
        %%% Call mode 6 function and return P and I RMS 
         
        exact_ans=Mode6(D1,D2,D12,K12) ; 
         
        P=exact_ans (1,1); 
        iL_rms=exact_ans (1,2); 
         
        %%%%%%%% Storing optimal solution%%%%%% 
        Results_mode6(1,1)=D1; 
        Results_mode6(1,2)=D2; 
        Results_mode6(1,3)=D12; 
        Results_mode6(1,4)=P; 
        Results_mode6(1,5)=iL_rms; 
         
    end 
    %%%%%%%________ END of MODE 6 __________%%%%%% %%%%%%%%%%%%%%%%%%%%%%%%% 
    
    %%%%%% Figuring out the optimal switchin mode at a specific power level    %%%% 
     
    I_modes(1,1)= Results_mode1(1,5); 
    I_modes(1,2)= Results_mode2(1,5); 
    I_modes(1,3)= Results_mode3(1,5); 
    I_modes(1,4)= Results_mode4(1,5); 
    I_modes(1,5)= Results_mode5(1,5); 
    I_modes(1,6)= Results_mode6(1,5); 
    I_modes(1,7)= Results_mode11(1,5); 
    I_modes(1,8)= Results_mode22(1,5); 
     
    I_min=999; 
     
    for i=1:1:8 
         
        if  I_modes(1,i)<I_min   && I_modes(1,i)>0 
             
            I_min=I_modes(1,i); 
             
            I_min_n=i;        % number of mode that achieved min I 
             
        end 
    end 
     
%%%%%%% storing optimal solutions in the results matrix, storing fitness of optimal 
case in fitness matrix, %%%%%%% 
     
    %%%%%%% 
    jx=round(xx*10); 
     
    if  I_min_n==1 
         
        Results(jx,1)=Results_mode1(1,1); 
        Results(jx,2)=Results_mode1(1,2); 
        Results(jx,3)=Results_mode1(1,3); 
        Results(jx,4)=Results_mode1(1,4); 
        Results(jx,5)=Results_mode1(1,5); 
        %%%% storing number of the optimal mode in the results matrix  
        Results(jx,6)=1; 
         
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses1(1,ix); 
        end 
         
    end 
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    if  I_min_n==2 
         
        Results(jx,1)=Results_mode2(1,1); 
        Results(jx,2)=Results_mode2(1,2); 
        Results(jx,3)=Results_mode2(1,3); 
        Results(jx,4)=Results_mode2(1,4); 
        Results(jx,5)=Results_mode2(1,5); 
        %%%% storing number of the optimal mode in the results matrix  
        Results(jx,6)=2; 
         
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses2(1,ix); 
        end 
         
    end 
     
    if  I_min_n==3 
         
        Results(jx,1)=Results_mode3(1,1); 
        Results(jx,2)=Results_mode3(1,2); 
        Results(jx,3)=Results_mode3(1,3); 
        Results(jx,4)=Results_mode3(1,4); 
        Results(jx,5)=Results_mode3(1,5); 
        %%%% storing number of the optimal mode in the results matrix  
        Results(jx,6)=3; 
         
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses3(1,ix); 
        end 
         
    end 
     
    if  I_min_n==4 
         
        Results(jx,1)=Results_mode4(1,1); 
        Results(jx,2)=Results_mode4(1,2); 
        Results(jx,3)=Results_mode4(1,3); 
        Results(jx,4)=Results_mode4(1,4); 
        Results(jx,5)=Results_mode4(1,5); 
        %%%% storing number of the optimal mode in the results matrix  
        Results(jx,6)=4; 
         
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses4(1,ix); 
        end 
    end 
     
    if  I_min_n==5 
        Results(jx,1)=Results_mode5(1,1); 
        Results(jx,2)=Results_mode5(1,2); 
        Results(jx,3)=Results_mode5(1,3); 
        Results(jx,4)=Results_mode5(1,4); 
        Results(jx,5)=Results_mode5(1,5); 
        %%%% storing number of the optimal mode in the results matrix  
        Results(jx,6)=5; 
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses5(1,ix); 
        end 
         
    end 
     
     
    if I_min_n==6 
         
        Results(jx,1)=Results_mode6(1,1); 
        Results(jx,2)=Results_mode6(1,2); 
        Results(jx,3)=Results_mode6(1,3); 
        Results(jx,4)=Results_mode6(1,4); 
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        Results(jx,5)=Results_mode6(1,5); 
        %%% storing number of the optimal mode in the results matrix  
        Results(jx,6)=6; 
         
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses6(1,ix); 
        end 
         
    end 
    %%%storing optimal solutions of mode 11 (mode 1') 
    if I_min_n==7 
         
        Results(jx,1)=Results_mode11(1,1); 
        Results(jx,2)=Results_mode11(1,2); 
        Results(jx,3)=Results_mode11(1,3); 
        Results(jx,4)=Results_mode11(1,4); 
        Results(jx,5)=Results_mode11(1,5); 
        %%%% storing number of the optimal mode in the results matrix 
        Results(jx,6)=11; 
         
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses11(1,ix); 
        end 
         
    end 
    %%%storing optimal solutions of mode 22 (mode 2') 
    if  I_min_n==8 
         
        Results(jx,1)=Results_mode22(1,1); 
        Results(jx,2)=Results_mode22(1,2); 
        Results(jx,3)=Results_mode22(1,3); 
        Results(jx,4)=Results_mode22(1,4); 
        Results(jx,5)=Results_mode22(1,5); 
        %%%% storing number of the optimal switching mode in the results matrix  
        Results(jx,6)=22; 
         
        for ix=1:1:iter_amount 
            fitness_matrix(jx,ix)= fitnesses22(1,ix); 
        end 
         
    end 
     
    Results(jx,7)=P_ref; 
     
end 
%**************************************************************************  
C.2.  MATLAB Code of DAB switching modes 
This section includes the MATLAB program Code to calculate power and IRMS 
according to exact DAB model in chapter three. The code for only switching modes 
1 and 1’ are shown here due to page constraints. 
%****  Code to calculate P and IRMS in DAB at switching Modes (Exact Model) ******* 
%****************************      Mode 1    ******************************  
function y=Mode1(D1,D2,D12,K) 
  
          t1=D12; 
          t2=(D12+D2); 
          t3=D1;  
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          %%%%%%%%%%%%% 
           A=  -2*(D1-K*D2)  ;    %iL(t0)  
           B=  2*(-D1+2*D12+K*D2) ;   %iL(t1)  
           C=  2*(-D1+2*D2+2*D12-K*D2)  ;   %iL(t2)  
           D=  2*(D1-K*D2) ;   %iL(t3) 
           %%%%%%%%%%%%%%%%%% 
          
           X1= (A^2)*( t1+1-t3 ); 
           X2= (B^2)*( t2 ) ; 
           X3= (C^2)*(-t1+t3 ); 
           X4= (D^2)*(-t2+1 ); 
           X5= (A*B)*( t1 ); 
           X6= (B*C)*( t2-t1 ) ; 
           X7= (C*D)*( t3-t2 ); 
           X8= (A*D)*(-1+t3 ); 
            
           iL_rms=   (1/(3))*( X1 + X2 + X3 + X4 + X5 + X6 + X7 + X8 )    ; 
           P= 2*K*( D2^2 - D1*D2 + 2*D2*D12 ); 
  
y=[P,iL_rms^0.5]; 
 
%**********************      Mode 1’ (mode 11)   **************************  
 
function y= Mode11(D1,D2,D12,K) 
   
          t1=( D12+1) ; 
          t2=((D12+1)+D2) ; 
          t3=  D1;  
          %%%%%%%%%%%%% 
           A=  -2*(D1+K*D2)  ;    %iL(t0)  
           B=  2* (-D1+2*(D12+1)-K*D2) ;   %iL(t1)  
           C=  2* (-D1+ 2*D2 + 2*(D12+1)+ K*D2)  ;   %iL(t2)  
           D=  2* (D1+ K*D2) ;   %iL(t3) 
           %%%%%%%%%%%%%%%%%% 
          
           X1= (A^2)*( t1+1-t3 ); 
           X2= (B^2)*( t2 ) ; 
           X3= (C^2)*(-t1+t3 ); 
           X4= (D^2)*(-t2+1 ); 
           X5= (A*B)*( t1 ); 
           X6= (B*C)*( t2-t1 ) ; 
           X7= (C*D)*( t3-t2 ); 
           X8= (A*D)*(-1+t3 ); 
            
           iL_rms=  (1/(3))*( X1 + X2 + X3 + X4 + X5 + X6 + X7 + X8 )     ; 
           P=-2*K*( D2^2 - D1*D2 + 2*D2*(D12+1) ); 
  
y=[P,iL_rms^0.5]; 
